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	Reason for change:
	[bookmark: _GoBack]In section 9.1.3.2 of 38.213, the description of “or in response to a detection of a DCI format 1_1 indicating SCell dormancy” is redundant and would result in unnecessary condition check at the UE side. With the description “UE has not received any PDCCH within the monitoring occasions for DCI formats scheduling PDSCH receptions, or SPS PDSCH release, or DCI format 1_1 indicating SCell dormancy on any serving cell , the case that UE has not received any PDCCH within the monitoring occasions for DCI format 1_1 indicating SCell dormancy on any serving cell  already means that UE does not have HARQ-ACK information in response to a detection of a DCI format 1_1 indicating SCell dormancy. 
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	Delete “in response to a detection of a DCI format 1_1 indicating SCell dormancy”.
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[bookmark: _Toc74762937][bookmark: _Toc45699198][bookmark: _Toc36498172][bookmark: _Toc29917298][bookmark: _Toc29899561][bookmark: _Toc29899143][bookmark: _Toc29894844][bookmark: _Toc26719411][bookmark: _Toc20311586][bookmark: _Toc12021474]9.1.3.2	Type-2 HARQ-ACK codebook in physical uplink shared channel
If a UE would multiplex HARQ-ACK information in a PUSCH transmission that is not scheduled by a DCI format or is scheduled by a DCI format that does not include a DAI field, then
-	if the UE has not received any PDCCH within the monitoring occasions for DCI formats scheduling PDSCH receptions, or SPS PDSCH release, or DCI format 1_1 indicating SCell dormancy on any serving cell  and the UE does not have HARQ-ACK information in response to a SPS PDSCH reception, or in response to a detection of a DCI format 1_1 indicating SCell dormancy, to multiplex in the PUSCH, as described in clause 9.1.3.1, the UE does not multiplex HARQ-ACK information in the PUSCH transmission;
-	else, the UE generates the HARQ-ACK codebook as described in clause 9.1.3.1, except that harq-ACK-SpatialBundlingPUCCH is replaced by harq-ACK-SpatialBundlingPUSCH.

<Unchanged parts omitted>
------------------------------------End of Text Proposal -------------------------------

