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	Reason for change:
	For the UL cancellation, there are two timelines for the UE. This first is for the determination of the RUR time region and the second is for the determination of the earliest actual symbol to be cancelled. For the second timeline, it is not clear how is calculated. The similar parameters and rules as used in the first timeline can be applied.


	
	

	Summary of change:
	For the UL cancellation, there are two timelines for UE, which is the determination of RUR time region and the earliest actual cancelled symbol. The similar parameters and rules as used for the first timeline can be used.

	
	

	Consequences if not approved:
	Specification is not clear. 
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	Other comments:
	Isolated impact analysis:
This CR has isolated impact. It is expected that the gNB and UE have been implemented in accordance to the CR.
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< Unchanged parts are omitted >
An indication by a DCI format 2_4 for a serving cell is applicable to a PUSCH transmission or an SRS transmission on the serving cell. If the PUSCH transmission or the SRS transmission is scheduled by a DCI format, the indication by the DCI format 2_4 is applicable to the PUSCH transmission or SRS transmission only if the last symbol of the PDCCH reception providing the DCI format is earlier than the first symbol of the PDCCH reception providing the DCI format 2_4. For the serving cell, the UE determines the first symbol of the  symbols to be the first symbol that is after  from the end of a PDCCH reception where the UE detects the DCI format 2_4, where  is obtained from  for PUSCH processing capability 2 [6, TS 38.214] assuming   where  is provided by delta_Offset,  being the smallest SCS configuration between the SCS configuration of the PDCCH and the smallest SCS configuration  provided in scs-SpecificCarrierList of FrequencyInfoUL or FrequencyInfoUL-SIB. The UE does not expect to cancel the PUSCH transmission or the SRS transmission before a corresponding symbol that is  for PUSCH processing capability 2 [6, TS 38.214] assuming that  where μ being the smallest SCS configuration between the SCS configuration of the PDCCH and the smallest SCS configuration μ_UL provided in scs-SpecificCarrierList of FrequencyInfoUL or FrequencyInfoUL-SIB after a last symbol of a CORESET where the UE detects the DCI format 2_4.
< Unchanged parts are omitted >

