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	Reason for change:
	When an indicated PDSCH-to-HARQ_feedback timing i in a DCI format scheduling a PDSCH reception with MAC CE commands is of granularity of sub-slot, the timing for applicability of MAC CE associated actions would be ambiguous due to mixture of parameters with slot-based granularity and sub-slot based granularity used in determining the timing.
The agreement below in RAN1#104-e resolved the above issue for MAC CE based SCell activation/deactivation:
Agreement
· The text proposal for 38.213 is endorsed in R1-2002104 (TS38.213, Rel-16, CR#0197, Cat. F).
However, the followng remaining cases need similar clarifications to ensure proper timing for associated actions:
· Spatial setting of PUCCH in clause 7.2.1 and 9.2.2 of TS38.213
· TCI state activation in clause 10.1 of TS38.213 and clause 5.1.5 of TS38.214
· Activation/deactivation of semi-persistent CSI RS and CSI reporting in clauses 5.2.1.5.2 and 5.2.4 of TS38.214.
· Activation/deactivation of semi-persistent SRS in clause 6.2.1 of TS38.214
· Selection of CSI trigger state for aperiodic CSI-RS or CSI reporitng in clause 5.2.1.5.1 of TS38.214
where the correpsonding specificaiton descriptions are highlighted below:
	TS38.213 - Clause 7.2.1
….
-	If the UE is provided PUCCH-SpatialRelationInfo, …. The UE applies the activation command in the first slot that is after slot [image: ] where [image: ] is the slot where the UE would transmit a PUCCH with HARQ-ACK information for the PDSCH providing the activation command and [image: ] is the SCS configuration for the PUCCH 
…
-	If the UE is provided pathlossReferenceRSs and PUCCH-SpatialRelationInfo, …. The UE applies the activation command in the first slot that is after slot [image: ] where [image: ] is the slot where the UE would transmit a PUCCH with HARQ-ACK information for the PDSCH providing the activation command and [image: ] is the SCS configuration for the PUCCH 

	TS38.213 - Clause 9.2.2
….
A spatial setting for a PUCCH transmission is provided by PUCCH-SpatialRelationInfo …. The UE applies corresponding actions in [11, TS 38.321] and a corresponding setting for a spatial domain filter to transmit PUCCH in the first slot that is after slot [image: ] where [image: ] is the slot where the UE would transmit a PUCCH with HARQ-ACK information with ACK value corresponding to a PDSCH reception providing the PUCCH-SpatialRelationInfo and [image: ] is the SCS configuration for the PUCCH

	TS38.213 - Clause 10.1
….
-	if the UE receives a MAC CE activation command for one of the TCI states, the UE applies the activation command in the first slot that is after slot  where  is the slot where the UE would transmit a PUCCH with HARQ-ACK information for the PDSCH providing the activation command and  is the SCS configuration for the PUCCH. The active BWP is defined as the active BWP in the slot when the activation command is applied.

	TS38.214 - Clause 5.1.5
….
When the UE would transmit a PUCCH with HARQ-ACK information in slot n corresponding to the PDSCH carrying the activation command, the indicated mapping between TCI states and codepoints of the DCI field 'Transmission Configuration Indication' should be applied starting from the first slot that is after slot where m is the SCS configuration for the PUCCH.

	TS38.214 - Clause 5.2.1.5.2
….
For semi-persistent reporting on PUCCH, …. When the UE would transmit a PUCCH with HARQ-ACK information in slot n corresponding to the PDSCH carrying the activation command, the indicated semi-persistent Reporting Setting should be applied starting from the first slot that is after slot  where m is the SCS configuration for the PUCCH. 
…..
-	when a UE receives a deactivation command, as described in clause 6.1.3.12 of [10, TS 38.321], for activated CSI-RS/CSI-IM resource set(s) associated with configured CSI resource setting(s), and when the UE would transmit a PUCCH with HARQ-ACK information in slot n corresponding to the PDSCH carrying the deactivation command, the corresponding actions in [10, TS 38.321] and UE assumption on cessation of CSI-RS/CSI-IM transmission corresponding to the deactivated CSI-RS/CSI-IM resource set(s) shall apply starting from the first slot that is after slot  where m is the SCS configuration for the PUCCH.

	TS38.214 – Clause 5.2.4
….
A UE shall perform semi-persistent CSI reporting on the PUCCH applied starting from the first slot that is after slot  when the UE would transmit a PUCCH with HARQ-ACK information in slot n corresponding to the PDSCH carrying the activation command described in clause 6.1.3.16 of [10, TS 38.321] where m is the SCS configuration for the PUCCH. 

	TS38.214 - Clause 6.2.1
….
-	when a UE receives an activation command, as described in clause 6.1.3.17 or 6.1.3.36 of [10, TS 38.321], for an SRS resource, and when the UE would transmit a PUCCH with HARQ-ACK information in slot n corresponding to the PDSCH carrying the activation command is transmitted in slot n, the corresponding actions in [10, TS 38.321] and the UE assumptions on SRS transmission corresponding to the configured SRS resource set shall be applied starting from the first slot that is after slot  where m is the SCS configuration for the PUCCH. 
…..
-	when a UE receives a deactivation command [10, TS 38.321] for an activated SRS resource set, and when the UE would transmit a PUCCH with HARQ-ACK information in slot n corresponding to the PDSCH carrying the deactivation command, the corresponding actions in [10, TS 38.321] and UE assumption on cessation of SRS transmission corresponding to the deactivated SRS resource set shall apply starting from the first slot that is after slot  where m is the SCS configuration for the PUCCH.

	TS38.214 - Clause 5.2.1.5.1
….
-	When the number of configured CSI ….. When the UE would transmit a PUCCH with HARQ-ACK information in slot n corresponding to the PDSCH carrying the subselection indication, the corresponding action in [10, TS 38.321] and UE assumption on the mapping of the selected CSI trigger state(s) to the codepoint(s) of DCI CSI request field shall be applied starting from the first slot that is after slot  where m is the SCS configuration for the PUCCH.



Since the highlighted descriptions for cases above share a common issue, a description in TS38.213 that is algined with the agreement for SCell activation/deactivation and clairfies the following
· For the purpose of timing of applicability of actions associated to MAC CE based commands, a slot with PUCCH transmission with HARQ-ACK information consists of  symbols as defined in [4, TS 38.211],
would resolve any timing related ambiguity in a consistent manner across specifications.


	
	

	Summary of change:
	Clarify that for the purpose of timing of applicability of MAC CE based associated actions, a slot with PUCCH transmission with HARQ-ACK information is considered as a slot with  symbols as defined in [4, TS 38.211].

	
	

	Consequences if not approved:
	Mismatch in interpetion of timing of applicability of the MAC CE based commnads associated actions and risk of different interpretation of the specification between UE and network vendors.
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If a UE is configured with a SCG, the UE shall apply the procedures described in this clause for both MCG and SCG.
-	When the procedures are applied for MCG, the terms 'secondary cell', 'secondary cells' , 'serving cell', 'serving cells' in this clause refer to secondary cell, secondary cells, serving cell, serving cells belonging to the MCG respectively.
-	When the procedures are applied for SCG, the terms 'secondary cell', 'secondary cells', 'serving cell', 'serving cells' in this clause refer to secondary cell, secondary cells (not including PSCell), serving cell, serving cells belonging to the SCG respectively. The term 'primary cell' in this clause refers to the PSCell of the SCG.
If a UE is configured with a PUCCH-SCell, the UE shall apply the procedures described in this clause for both primary PUCCH group and secondary PUCCH group
-	When the procedures are applied for the primary PUCCH group, the terms 'secondary cell', 'secondary cells' , 'serving cell', 'serving cells' in this clause refer to secondary cell, secondary cells, serving cell, serving cells belonging to the primary PUCCH group respectively.
-	When the procedures are applied for secondary PUCCH group, the terms 'secondary cell', 'secondary cells', 'serving cell', 'serving cells' in this clause refer to secondary cell, secondary cells (not including the PUCCH-SCell), serving cell, serving cells belonging to the secondary PUCCH group respectively. The term 'primary cell' in this clause refers to the PUCCH-SCell of the secondary PUCCH group. If pdsch-HARQ-ACK-Codebook-secondaryPUCCHgroup-r16 is provided, pdsch-HARQ-ACK-Codebook is replaced by pdsch-HARQ-ACK-Codebook-secondaryPUCCHgroup-r16. If harq-ACK-SpatialBundlingPUCCH-secondaryPUCCHgroup is provided, harq-ACK-SpatialBundlingPUCCH is replaced by harq-ACK-SpatialBundlingPUCCH-secondaryPUCCHgroup. If harq-ACK-SpatialBundlingPUSCH-secondaryPUCCHgroup is provided, harq-ACK-SpatialBundlingPUSCH is replaced by harq-ACK-SpatialBundlingPUSCH-secondaryPUCCHgroup.
If a UE is provided pdsch-HARQ-ACK-CodebookList-r16, pdsch-HARQ-ACK-Codebook is replaced by the relevant entry in pdsch-HARQ-ACK-CodebookList-r16.
If a UE
-	is not provided coresetPoolIndex or is provided coresetPoolIndex with a value of 0 for first CORESETs on active DL BWPs of serving cells, and
-	is provided coresetPoolIndex with a value of 1 for second CORESETs on active DL BWPs of the serving cells, and
-	is provided ackNackFeedbackMode = separate
the UE shall separately apply the procedures described in clauses 9.1 and 9.2.3 for reporting HARQ-ACK information associated with the first CORESETs on active DL BWP of the serving cells and for reporting HARQ-ACK information associated with the second CORESETs on active DL BWP of the serving cells, and the UE does not expect to be provided with subslotLengthForPUCCH or to be indicated by pdsch-HARQ-ACK-CodebookList to generate two HARQ-ACK codebooks on active DL BWP of the serving cells. HARQ-ACK information reporting is associated with a CORESET through a reception of a PDCCH with a DCI format triggering the reporting of the HARQ-ACK information by the UE.
For NR-DC when both the MCG and the SCG operate either in FR1 or in FR2 and for a power headroom report transmitted on the MCG or the SCG, the UE computes PH assuming that the UE does not transmit PUSCH/PUCCH on any serving cell of the SCG or the MCG, respectively.
If a UE is configured for NR-DC operation, the UE does not expect to be configured with a PUCCH-SCell.
A PUSCH or a PUCCH transmission other than PUCCH transmissions with SL HARQ-ACK reports, including repetitions if any, can be of priority index 0 or of priority index 1. For a configured grant PUSCH transmission, a UE determines a priority index from phy-PriorityIndex, if provided. For a PUCCH transmission with HARQ-ACK information corresponding to a SPS PDSCH reception or a SPS PDSCH release, a UE determines a priority index from harq-CodebookID, if provided. For a PUCCH transmission with SR, a UE determines the corresponding priority as described in clause 9.2.4. For a PUSCH transmission with semi-persistent CSI report, a UE determines a priority index from a priority indicator field, if provided, in a DCI format that activates the semi-persistent CSI report. If a priority index is not provided to a UE for a PUSCH or a PUCCH transmission other than PUCCH transmissions with SL HARQ-ACK reports, the priority index is 0. 
If a UE is provided one PUCCH-Config
-	if the UE is provided subslotLengthForPUCCH in the PUCCH-Config, the PUCCH resource for any SR configuration with priority index 0 or any CSI report configuration in the PUCCH-Config is within the subslotLengthForPUCCH symbols in the PUCCH-Config
If a UE is provided two PUCCH-Config
-	if the UE is provided subslotLengthForPUCCH in the first PUCCH-Config, the PUCCH resource for any SR configuration with priority index 0 or any CSI report configuration in any PUCCH-Config is within the subslotLengthForPUCCH symbols in the first PUCCH-Config
-	if the UE is provided subslotLengthForPUCCH in the second PUCCH-Config, the PUCCH resource for any SR configuration with priority index 1 in any PUCCH-Config is within the subslotLengthForPUCCH symbols in the second PUCCH-Config
If a UE would transmit a PUCCH with HARQ-ACK information in a slot corresponding to a PDSCH carrying MAC CE commands, the slot with the PUCCH transmission carrying HARQ-ACK information is assumed to consist of  symbols as defined in [4, TS 38.211] for the purpose of determining the timing where the corresponding MAC CE actions would be applicable, irrespective of presence or absence of subslotLengthForPUCCH configuration.

< Unchanged parts are omitted >
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