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	Current specifications could be interpreted to require the UE to exclusively either transmit on NR SL or receive on LTE SL even though it could be able to perform both operations simultaneously.
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-----------------------------------------------------begin text proposal for 38.213-----------------------------------------------------
16.2.4.1	Simultaneous NR and E-UTRA transmission/reception
If a UE 
-	would transmit a first channel/signal using E-UTRA radio access and second channels/signals using NR radio access, and
-	a transmission of the first channel/signal would overlap in time with a transmission of the second channels/signals, and
-	the priorities of the channels/signals are known to both E-UTRA radio access and NR radio access at the UE  msec prior to the start of the earliest of the two transmissions, where  and is based on UE implementation, 
the UE transmits only the channels/signals of the radio access technology with the highest priority as determined by the SCI formats scheduling the transmissions or, in case of a S-SS/PSBCH block or a sidelink synchronization signal using E-UTRA radio access, as indicated by higher layers or, in case of PSFCH, equal to the priority of the corresponding PSSCH. 
If a UE 
-	would respectively transmit or receive a first channel/signal using E-UTRA radio access and receive a second channel/signal or transmit second channels/signals using NR radio access, and
-	a transmission or reception of the first channel/signal would respectively overlap in time with a reception of the second channel/signal or transmission of the second channels/signals, and
-	the priorities of the channels/signals are known to both E-UTRA radio access and NR radio access at the UE  msec prior to the start of the earliest transmission or reception, where  and is based on UE implementation, and
the UE transmits or receives only at least the channels/signals of the radio access technology with the highest priority as determined by the SCI formats scheduling the transmissions or, in case of a S-SS/PSBCH block or a sidelink synchronization signal using E-UTRA radio access, as indicated by higher layers or, in case of PSFCH, equal to the priority of the corresponding PSSCH.
------------------------------------------------------end text proposal for 38.213------------------------------------------------------

