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1. Overall Description: 
RAN1 would like to thank RAN4 for the LS Reply in R2-2106787 on TCI state update for L1/L2-Centric Inter-Cell Mobility.
Regarding the following questions:
	RAN4 would like to ask the following clarification questions for RAN4 to further respond to the question related to RAN4.
· It is RAN4 common understanding that for the intra-band CA scenario the primary serving cell and secondary serving cell(s) belong to the same frequency band, rather than the serving and non-serving cells belong to the same frequency band as described in the question. Likewise intra-band CA explanation, for inter-band CA case a serving cell and secondary serving cell(s) belong to different frequency bands rather than the serving and non-serving cells. Can RAN1 please further clarify the intra-band/inter-band scenarios based on above RAN4 common understanding?
· RAN4 would like RAN1 to clarify whether “the operation” in question 5 refers to only L1/L2-centric inter-cell mobility or both inter-cell mobility and inter-cell mTRP operations. Does RAN4 need to consider inter-cell mTRP operation into the “CA scenario” of Question 5?
· [bookmark: _Hlk72938458]RAN4 also would like RAN1 and RAN2 to further clarify on the definition of non-serving cell especially whether UE shall support data/control channel reception and transmission from non-serving cell including simultaneous reception and transmission capabilities under CA scenarios. 



RAN1 would like to respond as following:

	· RAN4’s understanding is correct that the intra-band CA scenario intended to mean the primary serving cell and secondary serving cell(s) belong to the same frequency band. The described scenario in the question is for the case when intra-band or inter-band CA is configured, there are both serving and non-serving cell configured for each of the component carrier frequency.
· The operation in Question 5 is referring to the scenarios with cell having multiple TRPs associated with different PCIs, i.e., MTRP like model.
· DL reception and UL transmission from “non-serving cell” means DL reception and UL transmission associated with cells with PCI different from the serving cell. UE does not expect to be simultaneously transmitting to or receiving from serving cells with different PCIs. This is also applicable for CA scenarios where non-serving cell may refer to different PCIs in different component carriers. 




2. Actions:
To RAN2
ACTION:
RAN1 would like to respectfully request RAN4 to take the above RAN1 feedback into account.

3. Date of Next TSG-RAN WG1 Meetings:
TSG-RAN WG1 Meeting #106-bis-e     11th – 19th Oct. 2021                                emeeting
TSG-RAN WG1 Meeting #107-e        11th – 19th Nov. 2021                               emeeting
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