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	Reason for change:
	 For sidelink communication, according to the approved CR for TS 38.212 (R1-2102233), it already removed references to “HARQ process number” and “New data indicator” field in both SCI format 2-A and 2-B.

With above, the references to “HARQ process number” and “New data indicator” fields in DCI format 3_0 should be removed as well to align with the SCI formats.

	
	

	Summary of change:
	Removal of references to “HARQ process number” and “New data indicator” fields in DCI format 3_0.

	
	

	Consequences if not approved:
	Inconsistent formulation of specification cross-references between SCI and DCI formats.
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DCI format 3_0 is used for scheduling of NR PSCCH and NR PSSCH in one cell. 
The following information is transmitted by means of the DCI format 3_0 with CRC scrambled by SL-RNTI or SL-CS-RNTI: 
-	Resource pool index –  bits, where I is the number of resource pools for transmission configured by the higher layer parameter sl-TxPoolScheduling.
-	Time gap – 3 bits determined by higher layer parameter sl-DCI-ToSL-Trans, as defined in clause 8.1.2.1 of [6, TS 38.214]
-	HARQ process number – 4 bits as defined in clause 16.4 of [5, TS 38.213].
-	New data indicator – 1 bit as defined in clause 16.4 of [5, TS 38.213].
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