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1. Overall Description:
RAN1 would like to provide replies on the LS from RAN2 in R2-2108997 for resource selection at the TX UE when communicating with RX UE(s) in DRX. 
In RAN2#115-e, RAN2 made the following agreements:
	Agreements:
When data is available for transmission to one or more RX UE in DRX, TX UE selects the resources taking into account the active time (current or future) of the RX UE(s) determined by the timers maintained at the TX UE.  Details are FFS. FFS whether RAN1 or RAN2 implement this restriction. 
For unicast, the TX UE selects the resources for the initial transmission associated with any active time (e.g. on duration timer or inactivity timer, or retransmission timer) at the RX UE. How to handle cases when a transmission may cause these timers to be running at the RX UE is FFS. FFS on groupcast. FFS on whether any spec impact.
For unicast, the TX UE can select the resources for the retransmission associated with any active time (e.g. on duration timer or inactivity timer, or retransmission timer) at the RX UE.  How to handle cases when a transmission may cause these timers to be running at the RX UE is FFS. FFS on groupcast. FFS on whether any spec impact.
For broadcast, the TX UE can select the resources for the initial transmission associated with any active time supported by broadcast (i.e. on duration) at the RX UE. 
For broadcast, the TX UE can select the resources for the retransmission associated with any active time supported by broadcast (i.e. on duration) at the RX UE.


To RAN WG1:
ACTION: 	RAN2 respectfully asks RAN1 to take the above agreements into account and inform RAN2 whether/how RAN1 intends to reflect the restriction in the following RAN2 agreement “When data is available for transmission to one or more RX UE in DRX, TX UE selects the resources taking into account the active time (current or future) of the RX UE(s) determined by the timers maintained at the TX UE.  Details are FFS. FFS whether RAN1 or RAN2 implement this restriction 

RAN1 reply on LS: In order to avoid frequent resource (re-)selection at higher layer based on above RAN2 agreements, RAN1 can implement that the resource selection window of TX UE can be confined within slots corresponding current or future DRX active time of communicating RX UE(s) and specify UE behavior in PHY spec.
2. Actions:
To RAN2
ACTION: 	RAN1 respectfully asks RAN2 to take the above information into account in their further work

3. Date of Next Meetings:
TSG RAN1 Meeting #107-e	11th – 19th November 2021				e-Meeting
TSG RAN1 Meeting #108		21th – 25th February 2022				e-Meeting
