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[bookmark: _Ref124589705][bookmark: _Ref129681862]Introduction
A preliminary RAN1 NR UE feature list in [1] was submitted to RAN1 #106-e for information only. A formal baseline [2] is agreed during RAN1 #106bis-e. Some views for Rel-17 UE features for DSS and MR-DC are summarized in this contribution.
[bookmark: _Ref129681832]Discussion
UE feature for DSS
According to the agreement in the RAN1#106b-e meeting, Rel-17 DSS enhancement will not support the scenario of the scheduling SCell with lower SCS than that of PCell. 
Proposal 1: Update bullet 6 for FG 34-1 and 34-2 to be “FFS: Same numerology between sSCell and P(S)Cell or sSCell SCS is larger than P(S)Cell SCS”.
There is discussion for the baseline UE capability for specifying Type B UE, considering whether the UE is built with or without supporting legacy cross carrier scheduling operation, e.g. FG 6-10(/a), or FG 18-5(/b). This can be further reviewed based on the progress in DSS WI session and propose to add an FFS accounting for that, by allowing different sets of s1 and s2.
For both FG 34-1 and FG 34-2, apparently they would be reported per BC, in line with other cross-carrier scheduling related feature groups.
Proposal 2: Add candidate values for ‘Mandatory/optional’ column for FG 34-1 as “FFS candidate values of s1 and s2 (note s1=1 and s2=0 is already agreed)”.
Proposal 3: FG 34-1 and FG 34-2 is reported per BC.

UE feature for MR-DC
Temporary RS is defined in R17 for efficient SCell activation, according to the previous agreements, TRS is selected as temporary RS for Scell activation and FFS other signals, the description of feature group in Feature 35-1 should be updated to “Temporary RS based SCell activation”, the definition of temporary RS can be presented in the components or other specifications.  
Proposal 4: Update feature group name for FG 35-1 to be “Temporary RS based SCell activation”.
Same as the description above, “temporary RS/TRS” or “TRS/temporary RS” in the component should be updated to be “temporary RS”.
Proposal 5: In FG 35-1, update “temporary RS/TRS” or “TRS/temporary RS” in the component to be “temporary RS”.
Regarding the components bullet 3, “sSCell” should be updated to “SCell”, sSCell is used in the Feature group 34-1 and 34-2.
Proposal 6: In FG 35-1, update “sSCell” in the component bullet 3 to be “SCell”.
Regarding the components bullet 5 and 6, the relationship between legacy FG2-5(TRS (CSI-RS for tracking)) and 35-1 should be clarified, e.g. whether the maximum number of temporary RS resource sets is contained in the maximum number of TRS resource sets.
Proposal 7: In FG 35-1, the relationship between legacy FG2-5(TRS (CSI-RS for tracking)) and FG35-1 should be clarified.
Regarding the components bullet 7 and 8, the down selection of Alt1 (Bitmap approach in MAC-CE) and Alt2 (Reuse A-TRS triggering framework) should wait for the RAN2 reply, the UE capability associated with Alt2 should not be discussed now.
Proposal 8: Remove components bullet 7 and 8 from FG 35-1.
Regarding the note in the components, it should be removed. Temporary RS is based on tracking RS, it does not related to FG2-33 which is associated to CSI-RS for channel measurement and IM. 
Proposal 9: Remove the note in the components from FG 35-1. 
Conclusion
Based on above analysis, we have the following proposal:
[bookmark: _Ref124589665][bookmark: _Ref71620620][bookmark: _Ref124671424]Proposal 1: Update bullet 6 for FG 34-1 and 34-2 to be “FFS: Same numerology between sSCell and P(S)Cell or sSCell SCS is larger than P(S)Cell SCS”.
Proposal 2: Add candidate values for ‘Mandatory/optional’ column for FG 34-1 as “FFS candidate values of s1 and s2 (note s1=1 and s2=0 is already agreed)”.
Proposal 3: FG 34-1 and FG 34-2 is reported per BC.
Proposal 4: Update feature group name for FG 35-1 to be “Temporary RS based SCell activation”.
Proposal 5: In FG 35-1, update “temporary RS/TRS” or “TRS/temporary RS” in the component to be “temporary RS”.
Proposal 6: In FG 35-1, update “sSCell” in the component bullet 3 to be “SCell”.
Proposal 7: In FG 35-1, the relationship between legacy FG2-5(TRS (CSI-RS for tracking)) and FG35-1 should be clarified.
Proposal 8: Remove components bullet 7 and 8 from FG 35-1.
[bookmark: _GoBack]Proposal 9: Remove the note in the components from FG 35-1. 
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