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[bookmark: _Toc29673234][bookmark: _Toc29673375][bookmark: _Toc29674368][bookmark: _Toc36645598][bookmark: _Toc45810647][bookmark: _Toc67304501][bookmark: _Hlk83886947][bookmark: _Hlk26444540]*** Unchanged text is omitted ***
[bookmark: _Toc29673233][bookmark: _Toc29673374][bookmark: _Toc29674367][bookmark: _Toc36645597][bookmark: _Toc45810646][bookmark: _Toc83310231][bookmark: _GoBack]8	Physical sidelink shared channel related procedures
A UE can be configured by higher layers with one or more sidelink resource pools. A sidelink resource pool can be for transmission of PSSCH, as described in Clause 8.1, or for reception of PSSCH, as described in Clause 8.3 and can be associated with either sidelink resource allocation mode 1 or sidelink resource allocation mode 2.
In the frequency domain, a sidelink resource pool consists of sl-NumSubchannel contiguous sub-channels. A sub-channel consists of sl-SubchannelSize contiguous PRBs, where sl-NumSubchannel and sl-SubchannelSize are higher layer parameters.
The set of slots that may belong to a sidelink resource pool is denoted by  where
-	 
-	the slot index is relative to slot#0 of the radio frame corresponding to SFN 0 of the serving cell or DFN 0,
-	the set includes all the slots except the following slots, 
-	 slots in which S-SS/PSBCH block (S-SSB) is configured,
-	 slots in each of which at least one of Y-th, (Y+1)-th, …, (Y+X-1)-th OFDM symbols are not semi-statically configured as UL as per the higher layer parameter tdd-UL-DL-ConfigurationCommon-r16 of the serving cell if provided or sl-TDD-Configuration-r16 if provided or sl-TDD-Config-r16 of the received PSBCH if provided, where Y and X are set by the higher layer parameters sl-StartSymbol and sl-LengthSymbols, respectively.
-	The reserved slots which are determined by the following steps.
1)	the remaining slots excluding  slots and  slots from the set of all the slots are denoted by  arranged in increasing order of slot index. 
2)	a slot  belongs to the reserved slots if , here  and  where  denotes the length of bitmap configured by higher layers.  
-	The slots in the set are arranged in increasing order of slot index.  
The UE determines the set of slots assigned to a sidelink resource pool as follows:
-	a bitmap  associated with the resource pool is used where  the length of the bitmap is configured by higher layers.
-	a slot  belongs to the set if  where . 
-	The slots in the set are re-indexed such that the subscripts i of the remaining slots   are successive {0, 1, …,  where  is the number of the slots remaining in the set.

*** Unchanged text is omitted ***
[bookmark: _Toc29673237][bookmark: _Toc29673378][bookmark: _Toc29674371][bookmark: _Toc36645601][bookmark: _Toc45810650][bookmark: _Toc83310235]8.1.2.1	Resource allocation in time domain
The UE shall transmit the PSSCH in the same slot as the associated PSCCH.
The minimum resource allocation unit in the time domain is a slot.
The UE shall transmit the PSSCH in consecutive symbols within the slot, subject to the following restrictions:
-	The UE shall not transmit PSSCH in symbols which are not configured for sidelink. A symbol is configured for sidelink, according to higher layer parameters sl-StartSymbolstartSLsymbols and sl-LengthSymbolslengthSLsymbols, where sl-StartSymbolstartSLsymbols is the symbol index of the first symbol of sl-LengthSymbolslengthSLsymbols consecutive symbols configured for sidelink.
-	Within the slot, PSSCH resource allocation starts at symbol sl-StartSymbolstartSLsymbols+1.
-	The UE shall not transmit PSSCH in symbols which are configured for use by PSFCH, if PSFCH is configured in this slot.
-	The UE shall not transmit PSSCH in the last symbol configured for sidelink.
-	The UE shall not transmit PSSCH in the symbol immediately preceding the symbols which are configured for use by PSFCH, if PSFCH is configured in this slot.
*** Unchanged text is omitted ***
[bookmark: _Toc29673261][bookmark: _Toc29673402][bookmark: _Toc29674395][bookmark: _Toc36645626][bookmark: _Toc45810676][bookmark: _Toc83310261]8.5.2.3	CSI reference resource definition
The CSI reference resource in sidelink is defined as follows:
-	In the frequency domain, the CSI reference resource is defined by the group of sidelink physical resource blocks containing the sidelink CSI-RS to which the derived CSI relates.
-	In the time domain, the CSI reference resource for a CSI reporting in sidelink slot n is defined by a single sidelink slot nCSI_ref where nCSI_ref is the same sidelink slot as the corresponding CSI request.
If configured to report CQI index and RI index, in the CSI reference resource, the UE shall assume the following for the purpose of deriving the CQI index and RI index:
-	The reference resource uses the CP length and subcarrier spacing configured for the SL BWP.
-	Redundancy Version 0.
-	PSCCH occupies 2 OFDM symbols.
-	The number of PSSCH and DM-RS symbols is equal to sl-LengthSymbols‒2.
-	Assume no REs allocated for sidelink CSI-RS.
-	Assume no REs allocated SCI format 2-A or SCI format 2-B.
-	Assume the same number of DM-RS symbols as the smallest one configured by the higher layer parameter sl-PSSCH-DMRS-TimePatternList. 
-	Assume no REs allocated for sidelink PT-RS.
-	Assume sidelink CSI-RS RE power is the same as PSSCH RE power. 
-	The PSSCH transmission scheme where the UE may assume that PSSCH transmission would be performed with up to 2 transmission layers as defined in Clause 8.3.1.4 of [4, TS 38.211]. For CQI calculation, the UE should assume that PSSCH signals on antenna ports in the set [1000,…, 1000+ν-1] for ν layers would result in signals equivalent to corresponding symbols transmitted on antenna ports [3000,…, 3000+P-1], as given by
	

where  is a vector of PSSCH symbols from the layer mapping defined in Clause 8.3.1.4 of [4, TS 38.211],  is the number of CSI-RS ports. If only one CSI-RS port is configured, W(i) is 1. Otherwise, W(i) is the identity matrix.
[bookmark: _Toc29673262][bookmark: _Toc29673403][bookmark: _Toc29674396][bookmark: _Toc36645627][bookmark: _Toc45810677][bookmark: _Toc83310262]8.5.3	CSI reporting
The UE can be configured with one CSI reporting latency bound as indicated by the higher layer parameter sl-LatencyBound-CSI-Report. CSI reporting is aperiodic and is described in [10, TS 38.321].

*** Unchanged text is omitted ***
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