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View on the questions from RAN4 in R1-2108704
In RAN4 LS R1-21008707 [1] on the beam information of PUCCH SCell in PUCCH SCell activation procedure, RAN1 received three questions from RAN4. Below, we share our understanding of the questions raised by RAN4.

Q1: Whether UE can report CSI (e.g. L1-RSRP) of the target being-activated PUCCH SCell belonging to secondary PUCCH group by configuring CSI report setting (e.g. CSI-ReportConfig) on any active serving cells belonging to primary PUCCH group

When PUCCH group is discussed and defined in RAN1, our understanding is that it is to avoid cross PUCCH group operation for the L1 procedures related to PUCCH transmission, not limited to only the HARQ-ACK feedback. Unless specification explicitly allows cross PUCCH group operation, it is generally disallowed. Therefore, we don’t think RAN1 supports reporting CSI on PUCCH in one PUCCH group based on the measurement performed in the other PUCCH group.

Q2: Whether the above observation is correct, i.e. the identified four cases are not supported by the current RAN1 and RAN2 specification

We think  L3 measurement could be reported via PCell PUSCH without spec change, which can be used to support the identified four cases by RAN4

Q3: Whether the above identified cases can be supported by RAN1 and RAN2 spec updates within Rel-17 timeframe.

Since L3 measurement on PUSCH is already supported by the specification, we do not think any spec update is needed within Rel-17 timeframe.
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