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	Reason for change:
	In RAN1 #106 meeting, draft CR R1-2108460 was endorsed as an alignment CR, which proposes the following change: 

“For the SCell, upon request from higher layers, the UE indicates to higher layers whether there is at least one periodic CSI-RS configuration index and/or SS/PBCH block index from the set [image: ] with corresponding L1-RSRP measurements that are larger than or equal to the Qin,LR threshold, and provides the periodic CSI-RS configuration indexes and/or SS/PBCH block indexes from the set [image: ] and the corresponding L1-RSRP measurements that are larger than or equal to the Qin,LR threshold, if any. ”

However, in the formal CR, an additional and unnecessary change is introduced, which changes the second “and/or” into “or”.

	
	

	Summary of change:
	Remove the unnecessary change, and UE can indicate both SSB and CSI-RS to higher layer.

	
	

	Consequences if not approved:
	UE behavior on whether it can indiate both SSB and CSI-RS to higher layer for candidate beam detection is not clear.
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	Other comments:
	Impac analysis: 
This is based on common understanding. So no impact on legacy gNB and UE.
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<unchanged part omitted>
For the SCell, upon request from higher layers, the UE indicates to higher layers whether there is at least one periodic CSI-RS configuration index or SS/PBCH block index from the set [image: ] with corresponding L1-RSRP measurements that are larger than or equal to the Qin,LR threshold, and provides the periodic CSI-RS configuration indexes and/or SS/PBCH block indexes from the set [image: ] and the corresponding L1-RSRP measurements that are larger than or equal to the Qin,LR threshold, if any. 
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