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	Reason for change:
	For uplink full power mode 2, UE can be configured with up to 4 SRS resources in a resource set. Usually, UE needs to support more than 1 SRS resources to support different ranks. Such SRS resources should not be configured in overlapped symbols, otherwise, the lower PAPR property for SRS would be broken. For other mode, this may not be a critical issue since UE usually reports the capability of 1 SRS resource.

	
	

	Summary of change:
	Clarify that UE does not expect the SRS resources for codebok to be overlapped in time domain at least for uplink full power mode 2.

	
	

	Consequences if not approved:
	Whether simultaneous transmission of SRS resources for codebook would be considered as an error case or not could be unclear.
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	Other comments:
	Impac analysis: 
This is based on common understanding. So no impact on legacy gNB and UE.
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<unrelated part omitted>
When higher layer parameter ul-FullPowerTransmission is set to 'fullpowerMode2', 
-	the UE can be configured with one SRS resource or multiple SRS resources with same or different number of SRS ports within an SRS resource set with usage set to 'codebook', and only one SRS resource in the SRS resource set may be transmitted at a given time instant.
-	up to 2 different spatial relations can be configured for all SRS resources in the SRS resource set with usage set to 'codebook' when multiple SRS resources are configured in the SRS resource set. 
-	subject to UE capability, a maximum of 2 or 4 SRS resources are supported in an SRS resource set with usage set to 'codebook'.

