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*** Unchanged text omitted ***
9.2.1	PUCCH Resource Sets
*** Unchanged text omitted ***
If a UE has dedicated PUCCH resource configuration, the UE is provided by higher layers with one or more PUCCH resources.
A PUCCH resource includes the following parameters:
-	a PUCCH resource index provided by pucch-ResourceId
-	an index of the first PRB prior to frequency hopping or for no frequency hopping by startingPRB, if a UE is not provided useInterlacePUCCH-PUSCH in BWP-UplinkDedicated
-	an index of the first PRB after frequency hopping by secondHopPRB, if a UE is not provided useInterlacePUCCH-PUSCH in BWP-UplinkDedicated
-	an indication for intra-slot frequency hopping by intraSlotFrequencyHopping, if a UE is not provided useInterlacePUCCH-PUSCH in BWP-UplinkDedicated
-	an index of a first interlace by interlace0, if a UE is provided useInterlacePUCCH-PUSCH in BWP-UplinkDedicated
-	if provided, an index of a second interlace by interlace1, if a UE is provided useInterlacePUCCH-PUSCH in BWP-UplinkDedicated
-	an index of an RB set by rb-SetIndex, if a UE is provided useInterlacePUCCH-PUSCH in BWP-UplinkDedicated
-	a configuration for a PUCCH format provided by format
For operation with shared spectrum channel access, the UE does not expect that two hops of a PUCCH transmission are in different RB sets.
The UE expects that useInterlacePUCCH-PUSCH in BWP-UplinkCommon and useInterlacePUCCH-PUSCH in BWP-UplinkDedicated are provided either in all UL BWPs or in none of the UL BWPs for a serving cell.
*** Unchanged text omitted ***

