

	
3GPP TSG-RAN WG1 Meeting #107-e	R1-2112945
Electronic Meeting, November 11th – 19th, 2021
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	38.214
	CR
	0224
	rev
	-
	Current version:
	16.7.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	Introduction of NR further Multi-RAT Dual-Connectivity enhancements  

	
	

	Source to WG:
	Nokia

	Source to TSG:
	

	
	

	Work item code:
	LTE_NR_DC_enh2-Core
	
	Date:
	2021-12-07

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	Introduction of further Multi-RAT Dual-Connectivity enhancements

	
	

	Summary of change:
	In clause 5.1.6.1, a new subclause (5.1.6.1.1.1) was introduced on the configuration of CSI-RS for SCell activation

In clause 5.2.1.5, a new subclause (5.2.1.5.3) was introduced on aperiodic CSI-RS configuration for fast SCell activation

	
	

	Consequences if not approved:
	Incomplete support of further Multi-RAT Dual-Connectivity enhancements

	
	

	Clauses affected:
	5.1.6.1, 5.1.6.1.1.1 (new), 5.2.1.5.3 (new)

	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ...

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	




Page 1






<omitted text>
[bookmark: _Toc11352098][bookmark: _Toc20317988][bookmark: _Toc27299886][bookmark: _Toc29673151][bookmark: _Toc29673292][bookmark: _Toc29674285][bookmark: _Toc36645515][bookmark: _Toc45810560][bookmark: _Toc83310145]5.1.6.1	CSI-RS reception procedure
The CSI-RS defined in Clause 7.4.1.5 of [4, TS 38.211], may be used for time/frequency tracking, CSI computation, L1-RSRP computation, L1-SINR computation, and mobility, and tracking during fast SCell activation.
For a CSI-RS resource associated with a NZP-CSI-RS-ResourceSet with the higher layer parameter repetition set to 'on', the UE shall not expect to be configured with CSI-RS over the symbols during which the UE is also configured to monitor the CORESET, while for other NZP-CSI-RS-ResourceSet configurations, if the UE is configured with a CSI-RS resource and a search space set associated with a CORESET in the same OFDM symbol(s), the UE may assume that the CSI-RS and a PDCCH DM-RS transmitted in all the search space sets associated with CORESET are quasi co-located with 'typeD', if 'typeD' is applicable. This also applies to the case when CSI-RS and the CORESET are in different intra-band component carriers, if 'typeD' is applicable. Furthermore, the UE shall not expect to be configured with the CSI-RS in PRBs that overlap those of the CORESET in the OFDM symbols occupied by the search space set(s).
The UE is not expected to receive CSI-RS and SIB1 message in the overlapping PRBs in the OFDM symbols where SIB1 is transmitted. 
If the UE is configured with DRX, 
-	if  the UE is configured to monitor DCI format 2_6 and configured by higher layer parameter ps-TransmitOtherPeriodicCSI to report CSI with the higher layer parameter reportConfigType set to 'periodic' and reportQuantity set to quantities other than 'cri-RSRP' and 'ssb-Index-RSRP' when drx-onDurationTimer in DRX-Config is not started, the most recent CSI measurement occasion occurs in DRX active time or during the time duration indicated by drx-onDurationTimer in DRX-Config also outside DRX active time for CSI to be reported;
-	if the UE is configured to monitor DCI format 2_6 and configured by higher layer parameter ps-TransmitPeriodicL1-RSRP to report L1-RSRP with the higher layer parameter reportConfigType set to 'periodic' and reportQuantity set to cri-RSRP when drx-onDurationTimer in DRX-Config is not started, the most recent CSI measurement occasion occurs in DRX active time or during the time duration indicated by drx-onDurationTimer in DRX-Config also outside DRX active time for CSI to be reported;
-	otherwise, the most recent CSI measurement occasion occurs in DRX active time for CSI to be reported.
<omitted text>
[bookmark: _Hlk508191601]5.1.6.1.1.1	Aperiodic CSI-RS for fast SCell activation
A UE can be configured with aperiodic CSI-RS resources for tracking for an SCell for fast SCell activation using NZP-CSI-RS-ResourceSet(s) with the higher layer parameter [TRSforScellActivation-List], with the QCL relation as with aperiodic CSI-RS for tracking in sub-clause 5.1.6.1.1.
Each CSI-RS resource, defined in clause 7.4.1.5.3 of [4, TS 38.211], for fast SCell activation is configured by the higher layer parameter NZP-CSI-RS-Resource with the same restrictions as defined for CSI-RS for tracking in subclause 5.1.6.1.1.
<omitted text>
[bookmark: _Toc11352116][bookmark: _Toc20318006][bookmark: _Toc27299904][bookmark: _Toc29673172][bookmark: _Toc29673313][bookmark: _Toc29674306][bookmark: _Toc36645536][bookmark: _Toc45810581][bookmark: _Toc83310166]5.2.1.5	Triggering/activation of CSI Reports and CSI-RS
<omitted text>
5.2.1.5.3	Aperiodic CSI-RS for tracking for fast SCell activation
When the UE receives an activation MAC-CE that triggers one or two CSI-RS bursts for fast SCell activation for a (set of) deactivated SCell(s),
-	if the MAC-CE indicates that the first CSI-RS burst for SCell activation is present in an SCell, then the UE may assume that the first CSI-RS burst for SCell activation is present in that SCell. The first slot of the first CSI-RS burst starts at the m1th SCell slot after the last SCell slot coinciding with the reference slot n+k, as defined in sublause 4.3 of [6, TS38.213], of the cell in which the MAC-CE was received. 
[bookmark: _Hlk89434582]-	if the MAC-CE indicates that the second CSI-RS burst for SCell activation is present in an SCell, then the UE may assume that the second CSI-RS burst for SCell activation is present in that SCell. The first slot of the second CSI-RS burst starts at the m2th SCell slot after the end of the first CSI-RS burst. The CSI-RS of the second burst shall have the same antenna port index, OFDM symbol allocations in a slot, same PRB allocation location as the CSI-RS of the first burst.
-	Where the CSI-RS burst is defined as four CSI-RS resources in two consecutive slots in subclause 5.1.6.1.1.1, and m1 and m2 are provided by the MAC-CE and higher layer configuration.
<omitted text>



