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< Unchanged part is omitted >
If frequency hopping is configured for the PUSCH, 

-	denote  as the OFDM symbol index of the first OFDM symbol after the first set of consecutive OFDM symbol(s) carrying DMRS in the first hop;

-	denote  as the OFDM symbol index of the first OFDM symbol after the first set of consecutive OFDM symbol(s) carrying DMRS in the second hop. 

-	denote  as the OFDM symbol index of the first OFDM symbol that does not carry DMRS in the first hop;

-	denote  as the OFDM symbol index of the first OFDM symbol that does not carry DMRS in the second hop;
-	if HARQ-ACK is present for transmission on the PUSCH with UL-SCH or if both HARQ-ACK and CG-UCI are present on the same PUSCH with UL-SCH, let 


-	 and ;
-	if CSI is present for transmission on the PUSCH with UL-SCH, let 

-	;

-	;

-	; and 

-	;
-	if CG-UCI is present for transmission on the PUSCH with UL-SCH and without HARQ-ACK, let
-	 and 
-	if only HARQ-ACK and CSI part 1 are present for transmission on the PUSCH without UL-SCH, let 

-	;

-	;

-	; and 

-	;
-	if HARQ-ACK, CSI part 1 and CSI part 2 are present for transmission on the PUSCH without UL-SCH, let 

-	;

-	;


-	if the number of HARQ-ACK information bits is more than 2 or if both HARQ-ACK and CG-UCI are present on the same PUSCH with UL-SCH,; otherwise, 

-	;


-	 if the number of HARQ-ACK information bits is no more than 2, and  otherwise; and


-	 if the number of HARQ-ACK information bits is no more than 2, and  otherwise; 
-	if CG-UCI is present for transmission on the PUSCH with UL-SCH and without HARQ-ACK, let 
-	; 
-	;
-	; and
-	;
-	if only CSI part 1 and CSI part 2 are present for transmission on the PUSCH without UL-SCH, let 

-	;

-	;

-	; and

-	;



-	let , and denote ,  as the number of OFDM symbols of the PUSCH in the first and second hop, respectively;

-	 is the number of transmission layers of the PUSCH;

-	 is the modulation order of the PUSCH;

-	;

-	

-	.
< Unchanged part is omitted >
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