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Introduction
In RAN1#106bis-e the first baseline has been agreed for a number of UE features. In this contribution we present our views on the UE features for UE power saving enhancements. 
[bookmark: _Hlk510705081]Discussion
Detailed comments on UE features are listed below. For reference, the baseline agreements from RAN1#106bis are available in the Annex. 
· 29-1:
· Confirm the FG
· Simplify ”Consequence if…” as current text is not appropriate for specifications. E.g. “Paging Enhanced Indication is not supported”
· Optional with capability signalling: Even being for idle, the network should know if there are UEs supporting the feature. For example, sub-grouping might require signaling to CN. In any case RAN1 needs to clarify with RAN2 where to capture the support UE subgroup indication, in RAN1 or RAN2 capabilities.
· 29-2: 
· Simplify ”Consequence if…” as current text is not appropriate for specifications. E.g. “UE does not support TRS occasions for idle/inactive UEs”
· Optional with capability signalling. Similar reasons as for 29-1.
· 29-3:
· Just a note that components cannot be independently enabled/disabled by the signalling, so this needs further discussion once the decisions are in place in the WID. 

Proposal: Consider the observations and modifications proposed above for the next version of the corresponding RAN1 UE features list.
Conclusion
In this contribution we have presented our views on UE features for UE power saving enhancements, with the following proposal:
Proposal: Consider the observations and modifications proposed above for the next version of the corresponding RAN1 UE features list.
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Annex








Agreement
FG 29-2 is kept as “TRS resources for idle/inactive UEs” as follows.
	29. NR_UE_pow_sav_enh
	29-2
	TRS resources for idle/inactive UEs
	TRS receiving for idle/inactive UEs 
1. Support reading TRS configuration from SIB
2. Support receiving L1 indication for TRS availability
FFS whether to separate the capability for receiving L1 indication for TRS availability
	
	N
	
	Lose of power saving gain on AGC, time/frequency tracking in idle/inactive mode
	Per UE
	N
	N
	N
	
	Optional without capability signalling


Note that yellow highlight means FFS and to be discussed further. These parts are provides as placeholders.

Agreement
FG 29-1 is kept as placeholder as “Paging enhancement” as follows
	29. NR_UE_pow_sav_enh
	29-1
	Paging enhancement	
	
	1. Support paging early indication
2. Support UE subgroup indication

	
	N
	
	High idle/inactive mode UE power consumption if NR SA networks
	Per UE
	N
	N
	N
	For component 2, it is up to RAN2 whether/how to separate the capability for UE subgroup indication
	Optional without capability signalling


Note that yellow highlight means FFS and to be discussed further. These parts are provides as placeholders.


