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	Reason for change:
	In TS 38.214, some descriptions of SL CSI-RS are not aligned with TS 38.331.

	
	

	Summary of change:
	1. In section 8.5.2.2, the configuration for SL CSI-RS should support both one port and two ports, and the field “ sl-OneAntennaPort” has been included in “sl-CSI-RS-FreqAllocation” as in TS 38.331. So it can be removed.
2. In section 8.5.3, the field “sl-LatencyBound-CSI-Report” is not the same as in TS 38.331, so it can be changed to “sl-LatencyBoundCSI-Report” same as TS38.331.
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<Unchanged parts omitted>
[bookmark: _Toc36645625][bookmark: _Toc83310260][bookmark: _Toc29674394][bookmark: _Toc29673401][bookmark: _Toc29673260][bookmark: _Toc45810675]8.5.2.2	Reference signal (CSI-RS)
The UE can be configured with one CSI-RS pattern as indicated by the higher layer parameters sl-CSI-RS-FreqAllocation, sl-OneAntennaPort, sl-CSI-RS-FirstSymbol in SL-CSI-RS-Config.
<Unchanged parts omitted>
[bookmark: _Toc45810677][bookmark: _Toc29673262][bookmark: _Toc83310262][bookmark: _Toc36645627][bookmark: _Toc29674396][bookmark: _Toc29673403]8.5.3	CSI reporting
The UE can be configured with one CSI reporting latency bound as indicated by the higher layer parameter sl-LatencyBound-CSI-Reportsl-LatencyBoundCSI-Report. CSI reporting is aperiodic and is described in [10, TS 38.321].
<Unchanged parts omitted>
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