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< Start of the text proposal >
[bookmark: _Toc19798739][bookmark: _Toc26467210][bookmark: _Toc29326565][bookmark: _Toc29327715][bookmark: _Toc36045905][bookmark: _Toc36046165][bookmark: _Toc36046311][bookmark: _Toc45209228][bookmark: _Toc51852401][bookmark: _Toc83205868]6.3.2.1.2	CSI 
< Unchanged part omitted>
The bitwidth for RI/CQI of codebookType= typeII-r16 or codebookType=typeII-PortSelection-r16 is provided in Table 6.3.2.1.2-8.
Table 6.3.2.1.2-8: RI and CQI of codebookType=typeII-r16 or typeII-PortSelection-r16
	Field
	Bitwidth

	Rank Indicator
	

	Wide-band CQI
	4

	Subband differential CQI
	2

	Indicator of the total number of non-zero coefficients summed across all layers 
	 if max allowed rank is 1;
 otherwise


where  is the number of allowed rank indicator values according to Clauses 5.2.2.2.5 and 5.2.2.2.6 [6, TS 38.214],, where , , , and  are given by Clause 5.2.2.2.5 and 5.2.2.2.6 in [6, TS 38.214]. The values of the rank indicator field are mapped to allowed rank indicator values with increasing order, where '0' is mapped to the smallest allowed rank indicator value. The values of the indicator field for  are mapped to the allowed values of  with increasing order, where ‘0’ is mapped to 


< End of the text proposal >
