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Introduction
This contribution discusses the remaining issues to support RRC_IDLE and RRC_INACTIVE UEs for multicast data transmission.


Discussions
The agreements in RAN1#107-e are listed in Appendix. In RAN#94, whether to support Case D or E was discussed and the following decision was made [1], [2].
· Support case E, under the assumption that configuration work 	is driven by RAN2 and RAN2 impact is reasonable (i.e. RAN2 may decide to not support it if issues surface during 	WG discussions) and it is expected to have zero RAN1 impact.

As supporting Case E, the following restrictions are recommended. 
· The MBS-BWP uses the same SCS and CP length as the initial BWP, and also includes all the PRBs belonging to the initial BWP. This enables UEs to decode MBS PDSCH and SIBs without BWP switching.

[bookmark: _Ref86873484][bookmark: _Ref92443542]Proposal 1: The MBS-BWP uses the same SCS and CP length as the initial BWP, and also includes all the PRBs belonging to the initial BWP.



Conclusions 
This contribution considered aspects for supporting MBS for RRC IDLE/INACTIVE UEs and proposes the following.
Proposal 1: The MBS-BWP uses the same SCS and CP length as the initial BWP, and also includes all the PRBs belonging to the initial BWP.
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Appendix. Agreements in RAN1#107-e


Agreement
Confirm the working assumption made at RAN1#106bis-e:
Working assumption:
Alt 2 (from previous agreement) is supported for broadcast reception with RRC_IDLE/RRC_INACTIVE UEs for the notification of MCCH configuration changes.
· Send an LS to RAN2 with the mechanism agreed in RAN1

R1-2112645	[DRAFT] Reply LS on MCCH change notification	Moderator (BBC)
Final LS is endorsed in R1-2112646


Agreement
For GC-PDSCH scheduled with DCI format 1_0 for broadcast reception, RB numbering starts from the lowest RB of the CFR.

Conclusion
For broadcast reception, the DCI 1_0 format for GC-PDCCH scheduling a GC-PDSCH does not include the field TB scaling.


Agreement
For broadcast reception, the following options is supported for VRB-to-PRB mapping field in the DCI format 1_0 for GC-PDCCH scheduling a GC-PDSCH
· Opt-1: DCI includes the VRB-to-PRB mapping field with 1 bit according to Table 7.3.1.2.2-5 in TS 38.212
· Note: DL resource allocation type 0 is not supported in DCI format 1_0

Working assumption
For FDRA determination of the DCI format 1_0 for GC-PDCCH for broadcast reception:
· 
 is the size of CORESET 0 if CORESET 0 is configured for the cell; and the size of initial DL bandwidth part if CORESET 0 is not configured for the cell.
· If the size of CFR (i.e. ) is larger than the size of CORESET0/initial DL bandwidth part, the resource indication value (RIV) is defined as in section 5.1.2.2.2 in TS38.214, where K is the maximum value from set {1, 2, 4, 6, 8, 10, 12} which satisfies ;otherwise, 

Agreement
For broadcast reception with RRC_IDLE/RRC_INACTIVE UEs:
· The CFR frequency resources used for MCCH and MTCH are configured by SIBx;
· PDCCH-config/PDSCH-config for broadcast reception with GC-PDCCH/PDSCH carrying MCCH is configured by SIBx
· PDCCH-config/PDSCH-config for broadcast reception with GC-PDCCH/PDSCH carrying MTCH is configured by MCCH. If the PDCCH-config/PDSCH-config for MTCH is not configured, the PDCCH-config/PDSCH-config for GC-PDCCH/PDSCH carrying MCCH configured by SIBx is reused for GC-PDCCH/PDSCH carrying MTCH.


R1-2112466	Feature Lead summary #3 on RAN basic functions for broadcast/multicast for UEs in RRC_IDLE/RRC_INACTIVE states	Moderator (BBC)

Agreement
Adding the following PDSCH TDRA table determination rule for broadcast to Table 5.1.2.1.1-1 of TS38.214.
	RNTI
	PDCCH search space
	SS/PBCH block and CORESET multiplexing pattern
	pdsch-ConfigCommon includes pdsch-TimeDomainAllocationList
	pdsch-Config includes pdsch-TimeDomainAllocationList
	pdsch-Config-broadcast includes pdsch-TimeDomainAllocationList
	PDSCH time domain resource allocation to apply

	MCCH_RNTI, G_RNTI for broadcast
	Type-x Common for broadcast
	1
	No
	-
	-
	Default A

	
	
	2
	No
	-
	-
	Default B

	
	
	3
	No
	-
	-
	Default C

	
	
	
	
	
	
	

	
	
	1,2,3
	Yes
	-
	No
	pdsch-TimeDomainAllocationList provided in pdsch-ConfigCommon

	
	
	1,2,3
	No/Yes
	-
	Yes
	pdsch-TimeDomainAllocationList provided in pdsch-Config-broadcast



Agreement
The definition of the broadcast CFR frequency resources reuses the legacy definition of BWP frequency resources for unicast using the combination of Point A, offsetToCarrier and locationAndBandwidth to indicate the exact location of the CFR with respect to the carrier starting RB. 
1. Note: for Case A and Case C, the above parameters (Point A, offsetToCarrier and locationAndBandwidth) can be derived from the configurations in MIB and SIB1, respectively.

Agreement
For RRC_IDLE/INACTIVE UEs, for slot-level repetition for MTCH, support:
1. (Config A) UE can be configured with pdsch-AggregationFactor per G-RNTI, applied to DCI format 1_0 with the G-RNTI.
1. (Config B) UE can be configured with TDRA table with repetitionNumber as part of the TDRA table in PDSCH-Config-Broadcast
1. If UE is configured with Config B, UE does not expect to be configured with Config A for the same GC-PDSCH.

Agreement
The following agreements for RRC_CONECTED UEs also apply for broadcast reception with UEs in RRC_IDLE/ RRC_INACTIVE states, with the following updates:

Agreement:
For LBRM and TBS determination for GC-PDSCH:
· The maximum number of layers can be provided by maxMIMO-Layers in PDSCH-Config for MBS in CFR; if not provided, a default value is defined.
1. FFS the default value.
· The maximum modulation order can be determined from mcs-Table in PDSCH-Config for MBS in CFR; 
1. FFS: if mcs-Table in PDSCH-Config for MBS is not configured in CFR, a value determined from mcs-Table in PDSCH-Config for unicast in the active DL BWP is used; if the mcs-Table in PDSCH-Config for unicast is not configured, Table 5.1.3.1-1 in TS38.214 is used (similar as the default value in R16). 
· xOverhead can be provided in PDSCH-Config for MBS in CFR; if not provided, a default value of zero is used.
· The number of PRBs is determined based on the size of CFR.

Agreement:
For LBRM and TBS determination for GC-PDSCH, the default value of the maximum number of layers is 1 if maxMIMO-Layers in PDSCH-Config for MBS in CFR is not configured.

Agreement:
For determination of maximum modulation order for LBRM and TBS determination for GC-PDSCH,
· if mcs-Table in PDSCH-Config for MBS is not configured in CFR, Table 5.1.3.1-1 in TS38.214 is used (similar as the default value in R16).

For LBRM and TBS determination for GC-PDSCH for broadcast reception:
1. the maximum number of layers is 1
1. the maximum modulation order can be determined from mcs-Table in PDSCH-Config for broadcast. 
1. If mcs-Table in PDSCH-Config is not configured in CFR for broadcast, Table 5.1.3.1-1 in TS38.214 is used.


Agreement
Confirm the following working assumption with the following note:
· Note: Confirming this WA does not have impact on the down-selection decision for CFR cases
Working assumption
For FDRA determination of the DCI format 1_0 for GC-PDCCH for broadcast reception:
· 
 is the size of CORESET 0 if CORESET 0 is configured for the cell; and the size of initial DL bandwidth part if CORESET 0 is not configured for the cell.
· If the size of CFR (i.e. ) is larger than the size of CORESET0/initial DL bandwidth part, the resource indication value (RIV) is defined as in section 5.1.2.2.2 in TS38.214, where K is the maximum value from set {1, 2, 4, 6, 8, 10, 12} which satisfies ;otherwise, 

Conclusion
RAN1 cannot get consensus on the support of Case D and/or Case E.

Conclusion
Is up to RAN2 decision:
1. the configuration of the MTCH scheduling window parameters: monitoring periodicity and the starting of the periodicity:
1. whether the MTCH scheduling window is associated to one or multiple or all G-RNTIs
Send an LS to RAN2 to inform about RAN1 conclusion

R1-2112850	LS on MTCH scheduling window
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