3GPP TSG RAN WG1 #107bis-e			R1-2200240
e-Meeting, January 17th – 25th, 2022

Source:	NTT DOCOMO, INC.
[bookmark: _Hlk67577970]Title:	Type A PUSCH repetitions for Msg3
[bookmark: Source]Agenda Item:	8.8.3
[bookmark: DocumentFor]Document for: 	Discussion
1. Introduction
In this contribution, we discuss remaining issues on type A PUSCH repetitions for Msg3 in coverage enhancements.

2. Discussion on Type A PUSCH repetitions for Msg3
· Spatial domain transmission filter for PUCCH
· Reason for change
In Rel-15/16, UE transmits the PUCCH using the same spatial domain transmission filter as one for the PUSCH transmission scheduled by a RAR UL grant if a UE does not have dedicated PUCCH resource configuration, such as when transmitting HARQ-ACK information corresponding to Msg4 PDSCH. On the other hand, it is up to UE implementation if the same spatial domain transmission filter is applied over the Msg3 repetition. For these reasons, it is unclear which spatial domain transmission filter is applied for PUCCH, when multiple spatial domain transmission filters are applied for PUSCH transmission scheduled by a RAR UL grant, as shown in Fig.1.
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Figure 1. Multiple spatial domain transmission filters are applied over PUSCH repetitions scheduled by RAR UL grant. 

Following three alternatives can be considered for the spatial domain transmission filter determination for PUCCH transmission.
· Alt1: The same spatial domain transmission filter is applied over Msg3 repetition.
· Alt2: UE applies a specific spatial domain transmission filter for PUCCH transmission among the filters used for Msg3 repetition. (e.g., the spatial domain transmission filter used for Msg3 transmission in the first slot for PUSCH transmission).
· Alt3: It is up to UE implementation which spatial domain transmission filter is used for PUCCH transmission.

Beam sweeping over repetitions provides the better coverage performance if the beam alignment is not performed well. This technique is beneficial especially when UE has difficulty finding the best beam due to the lack of enough beam measurements such as during the initial access. Given that Alt1 incapacitates beam sweeping over PUSCH repetitions scheduled by RAR UL grant, Alt2 or Alt3 are preferred. In addition, Alt3 results in the ambiguity to gNB which spatial domain transmission filter is applied for PUCCH transmissions. Therefore, we prefer Alt2 as the solution to clarify the spatial domain transmission filter applied for PUCCH transmissions. 
· Summary of change
For PUCCH transmissions, UE applies a specific spatial domain transmission filter among the filters used for PUSCH repetition scheduled by RAR UL grant.  

· Consequences if not approved
The spatial domain transmission filter applied for a PUCCH transmission is not clarified, when UE applies multiple spatial domain transmission filters for Msg3 initial transmission.  

Proposal 1: Adapt the following text proposal.
Text proposal 1:
	[bookmark: _Ref498101660][bookmark: _Toc12021476][bookmark: _Toc20311588][bookmark: _Toc26719413][bookmark: _Toc29894848][bookmark: _Toc29899147][bookmark: _Toc29899565][bookmark: _Toc29917302][bookmark: _Toc36498176][bookmark: _Toc45699202][bookmark: _Toc60601319]-------------------------- Start of Text Proposal for TS 38.213 --------------------------
<Unchanged parts omitted>
9.2.1	PUCCH Resource Sets
If a UE does not have dedicated PUCCH resource configuration, provided by PUCCH-ResourceSet in PUCCH-Config, a PUCCH resource set is provided by pucch-ResourceCommon through an index to a row of Table 9.2.1-1 for transmission of HARQ-ACK information on PUCCH in an initial UL BWP of  PRBs. 
The PUCCH resource set includes sixteen resources, each corresponding to a PUCCH format, a first symbol, a duration, a PRB offset , and a cyclic shift index set for a PUCCH transmission. 
The UE transmits a PUCCH using frequency hopping if not provided useInterlacePUCCH-PUSCH in BWP-UplinkCommon; otherwise, the UE transmits a PUCCH without frequency hopping. 
An orthogonal cover code with index 0 is used for a PUCCH resource with PUCCH format 1 in Table 9.2.1-1. 
The UE transmits the PUCCH using the same spatial domain transmission filter as for a the initial PUSCH transmission scheduled by a RAR UL grant as described in Clause 8.3. 
<Unchanged parts omitted>
-------------------------- End of Text Proposal for TS 38.213 --------------------------




· Msg3 repetition factor indication
· Reason for change
At RAN1#107-e meeting, Msg3 repetition factor indication was discussed, and the following agreements were made [1].
	Agreement
· For indication of the number of repetitions of Msg3 initial transmission, Alt 2 (i.e., using MCS information field) is adopted. 
· Four candidate MCS indexes can be configured by SIB1 for Msg3 initial transmission. MCS 0~3 are applied if the configuration is absent.
· If the four candidate repetition factors are not configured, the default values are {1, 2, 3, 4}. 

Agreement 
For repetition indication for Msg3 re-transmission, Option 1 (i.e., use the same mechanism as supported for Msg3 initial transmission) is adopted. 
FFS: [8] MCS index to be used for Msg3 re-transmission



Although RAN1 reached the agreement to use MCS information field for the repetition factor indication in Msg3 re-transmission, the mapping between the codepoints in MCS information field and repetition factors has not been finalized. In general, there are three options for this mapping.
· Option 1: MCS 0-7 are candidate MCS indexes.
· Option 2: The same mapping as Msg3 initial transmission is reused for Msg3 re-transmission.
· Option 3: Eight candidate MCS indexes can be configured by SIB1 for Msg3 re-transmission.
While Option 1 is simple and requires no SIB1 overhead, Option 2 and Option 3 enable applying MCS index larger than 7 for PUSCH repetitions of Msg3 re-transmission. However, MCS index larger than 7 for Msg3 transmissions might not be necessary especially in the target scenario of coverage enhancements: UE in the cell-edge. Hence, we prefer supporting Option 1 as the repetition factor indication for Msg3 re-transmission.  

· Summary of change
MCS 0-7 are the candidate values for Msg3 re-transmission when UE request Msg3 repetition.  

· Consequences if not approved
The mapping between MCS indexes and the codepoints in the MCS field has not been defined for Msg3 re-transmission.

Proposal 2: Adapt the following text proposal.
Text proposal 2: 
	[bookmark: _Toc11352151][bookmark: _Toc20318041][bookmark: _Toc27299939][bookmark: _Toc29673213][bookmark: _Toc29673354][bookmark: _Toc29674347][bookmark: _Toc36645577][bookmark: _Toc45810622][bookmark: _Toc83310207]-------------------------- Start of Text Proposal for TS 38.214 --------------------------
<Unchanged parts omitted>
6.1.4.1	Modulation order and target code rate determination
For a PUSCH scheduled by RAR UL grant or 
for a PUSCH scheduled by a fallbackRAR UL grant or
for a MsgA PUSCH transmission, or
for a PUSCH scheduled by a DCI format 0_0 with CRC scrambled by C-RNTI, MCS-C-RNTI, TC-RNTI, CS-RNTI, or 
[bookmark: _Hlk29479539]for a PUSCH scheduled by a DCI format 0_1 or DCI format 0_2 with CRC scrambled by C-RNTI, MCS-C-RNTI, CS-RNTI, SP-CSI-RNTI, or 
for a PUSCH with configured grant using CS-RNTI, and
if transform precoding is disabled for this PUSCH transmission according to Clause 6.1.3
-	if mcs-TableDCI-0-2 in pusch-Config is set to 'qam256', and PUSCH is scheduled by a PDCCH with DCI format 0_2 with CRC scrambled by C-RNTI or SP-CSI-RNTI,
-	the UE shall use IMCS and Table 5.1.3.1-2 to determine the modulation order (Qm) and Target code rate (R) used in the physical uplink shared channel;
-	elseif the UE is not configured with MCS-C-RNTI, mcs-TableDCI-0-2  in pusch-Config is set to 'qam64LowSE', and the PUSCH is scheduled by a PDCCH by a PDCCH with DCI format 0_2 with CRC scrambled by C-RNTI or SP-CSI-RNTI,
-	the UE shall use IMCS and Table 5.1.3.1-3 to determine the modulation order (Qm) and Target code rate (R) used in the physical uplink shared channel.
-	elseif mcs-Table in pusch-Config is set to 'qam256', and PUSCH is scheduled by a PDCCH with DCI format 0_1 with CRC scrambled by C-RNTI or SP-CSI-RNTI,
-	the UE shall use IMCS and Table 5.1.3.1-2 to determine the modulation order (Qm) and Target code rate (R) used in the physical uplink shared channel.
[bookmark: _Hlk523070388]-	elseif the UE is not configured with MCS-C-RNTI, mcs-Table in pusch-Config is set to 'qam64LowSE', and the PUSCH is scheduled by a PDCCH with a DCI format other than DCI format 0_2 in a UE-specific search space with CRC scrambled by C-RNTI or SP-CSI-RNTI,
-	the UE shall use IMCS and Table 5.1.3.1-3 to determine the modulation order (Qm) and Target code rate (R) used in the physical uplink shared channel.
-	elseif the UE is configured with MCS-C-RNTI, and the PUSCH is scheduled by a PDCCH with CRC scrambled by MCS-C-RNTI,
-	the UE shall use IMCS and Table 5.1.3.1-3 to determine the modulation order (Qm) and Target code rate (R) used in the physical uplink shared channel.
-	elseif mcs-Table in configuredGrantConfig is set to 'qam256', 
-	if PUSCH is scheduled by a PDCCH with CRC scrambled by CS-RNTI or
-	if PUSCH is transmitted with configured grant
-	the UE shall use IMCS and Table 5.1.3.1-2 to determine the modulation order (Qm) and Target code rate (R) used in the physical uplink shared channel.
-	elseif mcs-Table in configuredGrantConfig is set to 'qam64LowSE', 
-	if PUSCH is scheduled by a PDCCH with CRC scrambled by CS-RNTI or
-	if PUSCH is transmitted with configured grant,
-	the UE shall use IMCS and Table 5.1.3.1-3 to determine the modulation order (Qm) and Target code rate (R) used in the physical uplink shared channel. 
-	elseif for a MsgA PUSCH transmission, 
-	the UE shall use higher layer parameter msgA-MCS for IMCS and Table 5.1.3.1-1 to determine the Target code rate (R) used in the physical uplink shared channel.
-	elseif for PUSCH repetition type A, when transmitting PUSCH scheduled by RAR UL grant,
-	the 2 LSBs of the MCS information field of the RAR UL grant provide a codepoint to determine the MCS index IMCS according to Table 6.1.4.1-3, based on whether or not the higher layer parameter mcs-Msg3Repetition is configured. The UE shall use the determined IMCS and Table 5.1.3.1-1 to determine the modulation order (Qm) and Target code rate (R) used in the physical uplink shared channel.
-	elseif for PUSCH repetition type A, when transmitting PUSCH scheduled by DCI format 0_0 with CRC scrambled with TC-RNTI,
-	UE determines the MCS index IMCS from 3 LSBs of the MCS information field of the DCI format 0_0 with CRC scrambled by TC-RNTI. The UE shall use the determined IMCS and Table 5.1.3.1-1 to determine the modulation order (Qm) and Target code rate (R) used in the physical uplink shared channel.
-	else
-	the UE shall use IMCS and Table 5.1.3.1-1 to determine the modulation order (Qm) and Target code rate (R) used in the physical uplink shared channel.
else
-	if mcs-TableTransformPrecoderDCI-0-2 in pusch-Config is set to 'qam256', and PUSCH is scheduled by a PDCCH with DCI format 0_2 with CRC scrambled by C-RNTI or SP-CSI-RNTI,
-	the UE shall use IMCS and Table 5.1.3.1.-2 to determine the modulation order (Qm) and Target code rate (R) used in the physical uplink shared channel. 
-	elseif the UE is not configured with MCS-C-RNTI, mcs-TableTransformPrecoderDCI-0-2 in pusch-Config is set to 'qam64LowSE', and the PUSCH is scheduled by a PDCCH with DCI format 0_2 with CRC scrambled by C-RNTI or SP-CSI-RNTI,
-	the UE shall use IMCS and Table 6.1.4.1-2 to determine the modulation order (Qm) and Target code rate (R) used in the physical uplink shared channel.
-	elseif mcs-TableTransformPrecoder in pusch-Config is set to 'qam256', and PUSCH is scheduled by a PDCCH with DCI format 0_1 with CRC scrambled by C-RNTI or SP-CSI-RNTI,
-	the UE shall use IMCS and Table 5.1.3.1.-2 to determine the modulation order (Qm) and Target code rate (R) used in the physical uplink shared channel. 
-	elseif the UE is not configured with MCS-C-RNTI, mcs-TableTransformPrecoder in pusch-Config is set to 'qam64LowSE', and the PUSCH is scheduled by a PDCCH with a DCI format other than DCI format 0_2 in a UE-specific search space with CRC scrambled by C-RNTI or SP-CSI-RNTI,
-	the UE shall use IMCS and Table 6.1.4.1-2 to determine the modulation order (Qm) and Target code rate (R) used in the physical uplink shared channel.
-	elseif the UE is configured with MCS-C-RNTI, and the PUSCH is scheduled by a PDCCH with CRC scrambled by MCS-C-RNTI,
-	the UE shall use IMCS and Table 6.1.4.1-2 to determine the modulation order (Qm) and Target code rate (R) used in the physical uplink shared channel.
-	elseif mcs-TableTransformPrecoder in configuredGrantConfig is set to 'qam256', 
-	if PUSCH is scheduled by a PDCCH with CRC scrambled by CS-RNTI or
-	if PUSCH is transmitted with configured grant,
-	the UE shall use IMCS and Table 5.1.3.1-2 to determine the modulation order (Qm) and Target code rate (R) used in the physical uplink shared channel.
-	elseif mcs-TableTransformPrecoder in configuredGrantConfig is set to 'qam64LowSE',
-	if PUSCH is scheduled by a PDCCH with CRC scrambled by CS-RNTI or
-	if PUSCH is transmitted with configured grant,
-	the UE shall use IMCS and Table 6.1.4.1-2 to determine the modulation order (Qm) and Target code rate (R) used in the physical uplink shared channel. 
-	elseif for a MsgA PUSCH transmission,
-	the UE shall use higher layer parameter MsgA-MCS for IMCS and Table 6.1.4.1-1 to determine the Target code rate (R) used in the physical uplink shared channel.
-	the UE shall use q=2 for determining modulation order Qm in Table 6.1.4.1-1.
-	elseif for PUSCH repetition type A, when transmitting PUSCH scheduled by RAR UL grant,
-	the 2 LSBs of the MCS information field of the RAR UL grant provide a codepoint to determine the MCS index IMCS according to Table 6.1.4.1-3, based on whether or not the higher layer parameter mcs-Msg3Repetition is configured. The UE shall use the determined IMCS and Table 6.1.4.1-1 to determine the modulation order (Qm) and Target code rate (R) used in the physical uplink shared channel.
-	elseif for PUSCH repetition type A, when transmitting PUSCH scheduled by DCI format 0_0 with CRC scrambled with TC-RNTI,
-	UE determines the MCS index IMCS from 3 LSBs of the MCS information field of the DCI format 0_0 with CRC scrambled by TC-RNTI. The UE shall use the determined IMCS and Table 6.1.4.1-1 to determine the modulation order (Qm) and Target code rate (R) used in the physical uplink shared channel.
-	else
-	the UE shall use IMCS and Table 6.1.4.1-1to determine the modulation order (Qm) and Target code rate (R) used in the physical uplink shared channel.
end
<Unchanged parts omitted>
-------------------------- End of Text Proposal for TS 38.214 --------------------------




3. Conclusion
In this contribution, we discussed on Type A PUSCH repetitions for Msg3 in coverage enhancements. Based on the discussion we made the following text proposals.

Proposal 1: Adapt the following text proposal.
Text proposal 1:
	-------------------------- Start of Text Proposal for TS 38.213 --------------------------
<Unchanged parts omitted>
9.2.1	PUCCH Resource Sets
If a UE does not have dedicated PUCCH resource configuration, provided by PUCCH-ResourceSet in PUCCH-Config, a PUCCH resource set is provided by pucch-ResourceCommon through an index to a row of Table 9.2.1-1 for transmission of HARQ-ACK information on PUCCH in an initial UL BWP of  PRBs. 
The PUCCH resource set includes sixteen resources, each corresponding to a PUCCH format, a first symbol, a duration, a PRB offset , and a cyclic shift index set for a PUCCH transmission. 
The UE transmits a PUCCH using frequency hopping if not provided useInterlacePUCCH-PUSCH in BWP-UplinkCommon; otherwise, the UE transmits a PUCCH without frequency hopping. 
An orthogonal cover code with index 0 is used for a PUCCH resource with PUCCH format 1 in Table 9.2.1-1. 
The UE transmits the PUCCH using the same spatial domain transmission filter as for a the initial PUSCH transmission scheduled by a RAR UL grant as described in Clause 8.3. 
<Unchanged parts omitted>
-------------------------- End of Text Proposal for TS 38.213 --------------------------



Proposal 2: Adapt the following text proposal.
Text proposal 2: 
	-------------------------- Start of Text Proposal for TS 38.214 --------------------------
<Unchanged parts omitted>
6.1.4.1	Modulation order and target code rate determination
For a PUSCH scheduled by RAR UL grant or 
for a PUSCH scheduled by a fallbackRAR UL grant or
for a MsgA PUSCH transmission, or
for a PUSCH scheduled by a DCI format 0_0 with CRC scrambled by C-RNTI, MCS-C-RNTI, TC-RNTI, CS-RNTI, or 
for a PUSCH scheduled by a DCI format 0_1 or DCI format 0_2 with CRC scrambled by C-RNTI, MCS-C-RNTI, CS-RNTI, SP-CSI-RNTI, or 
for a PUSCH with configured grant using CS-RNTI, and
if transform precoding is disabled for this PUSCH transmission according to Clause 6.1.3
-	if mcs-TableDCI-0-2 in pusch-Config is set to 'qam256', and PUSCH is scheduled by a PDCCH with DCI format 0_2 with CRC scrambled by C-RNTI or SP-CSI-RNTI,
-	the UE shall use IMCS and Table 5.1.3.1-2 to determine the modulation order (Qm) and Target code rate (R) used in the physical uplink shared channel;
-	elseif the UE is not configured with MCS-C-RNTI, mcs-TableDCI-0-2  in pusch-Config is set to 'qam64LowSE', and the PUSCH is scheduled by a PDCCH by a PDCCH with DCI format 0_2 with CRC scrambled by C-RNTI or SP-CSI-RNTI,
-	the UE shall use IMCS and Table 5.1.3.1-3 to determine the modulation order (Qm) and Target code rate (R) used in the physical uplink shared channel.
-	elseif mcs-Table in pusch-Config is set to 'qam256', and PUSCH is scheduled by a PDCCH with DCI format 0_1 with CRC scrambled by C-RNTI or SP-CSI-RNTI,
-	the UE shall use IMCS and Table 5.1.3.1-2 to determine the modulation order (Qm) and Target code rate (R) used in the physical uplink shared channel.
-	elseif the UE is not configured with MCS-C-RNTI, mcs-Table in pusch-Config is set to 'qam64LowSE', and the PUSCH is scheduled by a PDCCH with a DCI format other than DCI format 0_2 in a UE-specific search space with CRC scrambled by C-RNTI or SP-CSI-RNTI,
-	the UE shall use IMCS and Table 5.1.3.1-3 to determine the modulation order (Qm) and Target code rate (R) used in the physical uplink shared channel.
-	elseif the UE is configured with MCS-C-RNTI, and the PUSCH is scheduled by a PDCCH with CRC scrambled by MCS-C-RNTI,
-	the UE shall use IMCS and Table 5.1.3.1-3 to determine the modulation order (Qm) and Target code rate (R) used in the physical uplink shared channel.
-	elseif mcs-Table in configuredGrantConfig is set to 'qam256', 
-	if PUSCH is scheduled by a PDCCH with CRC scrambled by CS-RNTI or
-	if PUSCH is transmitted with configured grant
-	the UE shall use IMCS and Table 5.1.3.1-2 to determine the modulation order (Qm) and Target code rate (R) used in the physical uplink shared channel.
-	elseif mcs-Table in configuredGrantConfig is set to 'qam64LowSE', 
-	if PUSCH is scheduled by a PDCCH with CRC scrambled by CS-RNTI or
-	if PUSCH is transmitted with configured grant,
-	the UE shall use IMCS and Table 5.1.3.1-3 to determine the modulation order (Qm) and Target code rate (R) used in the physical uplink shared channel. 
-	elseif for a MsgA PUSCH transmission, 
-	the UE shall use higher layer parameter msgA-MCS for IMCS and Table 5.1.3.1-1 to determine the Target code rate (R) used in the physical uplink shared channel.
-	elseif for PUSCH repetition type A, when transmitting PUSCH scheduled by RAR UL grant,
-	the 2 LSBs of the MCS information field of the RAR UL grant provide a codepoint to determine the MCS index IMCS according to Table 6.1.4.1-3, based on whether or not the higher layer parameter mcs-Msg3Repetition is configured. The UE shall use the determined IMCS and Table 5.1.3.1-1 to determine the modulation order (Qm) and Target code rate (R) used in the physical uplink shared channel.
-	elseif for PUSCH repetition type A, when transmitting PUSCH scheduled by DCI format 0_0 with CRC scrambled with TC-RNTI,
-	UE determines the MCS index IMCS from 3 LSBs of the MCS information field of the DCI format 0_0 with CRC scrambled by TC-RNTI. The UE shall use the determined IMCS and Table 5.1.3.1-1 to determine the modulation order (Qm) and Target code rate (R) used in the physical uplink shared channel.
-	else
-	the UE shall use IMCS and Table 5.1.3.1-1 to determine the modulation order (Qm) and Target code rate (R) used in the physical uplink shared channel.
else
-	if mcs-TableTransformPrecoderDCI-0-2 in pusch-Config is set to 'qam256', and PUSCH is scheduled by a PDCCH with DCI format 0_2 with CRC scrambled by C-RNTI or SP-CSI-RNTI,
-	the UE shall use IMCS and Table 5.1.3.1.-2 to determine the modulation order (Qm) and Target code rate (R) used in the physical uplink shared channel. 
-	elseif the UE is not configured with MCS-C-RNTI, mcs-TableTransformPrecoderDCI-0-2 in pusch-Config is set to 'qam64LowSE', and the PUSCH is scheduled by a PDCCH with DCI format 0_2 with CRC scrambled by C-RNTI or SP-CSI-RNTI,
-	the UE shall use IMCS and Table 6.1.4.1-2 to determine the modulation order (Qm) and Target code rate (R) used in the physical uplink shared channel.
-	elseif mcs-TableTransformPrecoder in pusch-Config is set to 'qam256', and PUSCH is scheduled by a PDCCH with DCI format 0_1 with CRC scrambled by C-RNTI or SP-CSI-RNTI,
-	the UE shall use IMCS and Table 5.1.3.1.-2 to determine the modulation order (Qm) and Target code rate (R) used in the physical uplink shared channel. 
-	elseif the UE is not configured with MCS-C-RNTI, mcs-TableTransformPrecoder in pusch-Config is set to 'qam64LowSE', and the PUSCH is scheduled by a PDCCH with a DCI format other than DCI format 0_2 in a UE-specific search space with CRC scrambled by C-RNTI or SP-CSI-RNTI,
-	the UE shall use IMCS and Table 6.1.4.1-2 to determine the modulation order (Qm) and Target code rate (R) used in the physical uplink shared channel.
-	elseif the UE is configured with MCS-C-RNTI, and the PUSCH is scheduled by a PDCCH with CRC scrambled by MCS-C-RNTI,
-	the UE shall use IMCS and Table 6.1.4.1-2 to determine the modulation order (Qm) and Target code rate (R) used in the physical uplink shared channel.
-	elseif mcs-TableTransformPrecoder in configuredGrantConfig is set to 'qam256', 
-	if PUSCH is scheduled by a PDCCH with CRC scrambled by CS-RNTI or
-	if PUSCH is transmitted with configured grant,
-	the UE shall use IMCS and Table 5.1.3.1-2 to determine the modulation order (Qm) and Target code rate (R) used in the physical uplink shared channel.
-	elseif mcs-TableTransformPrecoder in configuredGrantConfig is set to 'qam64LowSE',
-	if PUSCH is scheduled by a PDCCH with CRC scrambled by CS-RNTI or
-	if PUSCH is transmitted with configured grant,
-	the UE shall use IMCS and Table 6.1.4.1-2 to determine the modulation order (Qm) and Target code rate (R) used in the physical uplink shared channel. 
-	elseif for a MsgA PUSCH transmission,
-	the UE shall use higher layer parameter MsgA-MCS for IMCS and Table 6.1.4.1-1 to determine the Target code rate (R) used in the physical uplink shared channel.
-	the UE shall use q=2 for determining modulation order Qm in Table 6.1.4.1-1.
-	elseif for PUSCH repetition type A, when transmitting PUSCH scheduled by RAR UL grant,
-	the 2 LSBs of the MCS information field of the RAR UL grant provide a codepoint to determine the MCS index IMCS according to Table 6.1.4.1-3, based on whether or not the higher layer parameter mcs-Msg3Repetition is configured. The UE shall use the determined IMCS and Table 6.1.4.1-1 to determine the modulation order (Qm) and Target code rate (R) used in the physical uplink shared channel.
-	elseif for PUSCH repetition type A, when transmitting PUSCH scheduled by DCI format 0_0 with CRC scrambled with TC-RNTI,
-	UE determines the MCS index IMCS from 3 LSBs of the MCS information field of the DCI format 0_0 with CRC scrambled by TC-RNTI. The UE shall use the determined IMCS and Table 6.1.4.1-1 to determine the modulation order (Qm) and Target code rate (R) used in the physical uplink shared channel.
-	else
-	the UE shall use IMCS and Table 6.1.4.1-1to determine the modulation order (Qm) and Target code rate (R) used in the physical uplink shared channel.
end
<Unchanged parts omitted>
-------------------------- End of Text Proposal for TS 38.214 --------------------------
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