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1 Introduction
During the RAN1#107 e-meeting, the following agreements were reached on joint channel estimation for PUSCH . 
Agreement

Support Option 1’-a
Option 1’-a: 
· If L is configured, the maximum value of window length L of the configured TDW should not exceed the maximum duration, which is reported as UE capability as the duration where UE is able to maintain power consistency and phase continuity subject to power consistency and phase continuity requirements.

· If L is not configured, the default value of L = min (maximum duration, duration of all PUSCH repetitions)

Agreement
· For non-back-to-back PUSCH/PUCCH transmissions across consecutive slots, the other uplink transmission in the middle of two PUSCH/PUCCH transmissions constitutes an event that violates power consistency and phase continuity.
 
Conclusion
· Dynamic indication of the window length L of the configured TDW by DCI or indicated by TDRA table with one additional entry is not supported.
Agreement
This working Assumption is confirmed.
Working assumption:
· The start of the first actual TDW is the first symbol (at least determined by TDRA table) for the first PUSCH transmission in an available slot within the configured TDW.

· The end of the actual TDW is

· the last symbol (at least determined by TDRA table) for the last PUSCH transmission in an available slot within the configured TDW if the actual TDW reaches the end of the last PUSCH transmission within the configured TDW.
·  the last symbol (at least determined by TDRA table) of the PUSCH transmission right before the event if an event occurs that violates power consistency and phase continuity, and the PUSCH transmission is in an available slot.
· For UE capable of restarting DM-RS bundling, the start of the new actual TDW is the first symbol (at least determined by TDRA table) for PUSCH transmission after the event violates power consistency and phase continuity, and the PUSCH transmission is in an available slot.
Agreement
· The action of gNB indicated TA commands constitutes an event that violates power consistency and phase continuity.

Agreement
· UE should not perform UE autonomous TA adjustment during the actual time domain window.
Agreement
· The candidate values of the window length L of the configured TDW can be any integer value that is larger than 1 and no larger than the maximum duration.
Agreement 
The following agreement is clarified as follows.

· For PUSCH repetition type A counting based on available slots,

· “The configured TDWs are determined based on available slots” in the agreement means “The start of the configured TDWs is determined based on available slots”

Agreement(RAN1#106b-e)
· For PUSCH repetition type A counting based on physical slots
· The configured TDWs are consecutive, where the start of other configured TDWs is the first physical slot right after the last physical slot of a previous configured TDW
· For PUSCH repetition type A counting based on available slots 

· The configured TDWs are determined based on available slots, where start of a configured TDWs is the first available slot after the last available slot of a previous configured TDW.
Note: The determination of available slots for PUSCH repetition Type A is defined in AI 8.8.1.1.
Agreement
· The TDW determination procedure agreed for PUSCH repetition type A is reused, when applicable, for PUSCH repetition type B and TBoMS with or without repetition.
· No additional specification enhancements for PUSCH repetition type B and TBoMS
Agreement
The following working assumption is confirmed
Working assumption:

For joint channel estimation for PUSCH repetition type A of PUSCH repetitions of the same TB, all the repetitions are covered by one or multiple consecutive/non-consecutive configured TDWs.
· Each configured TDW consists of one or multiple consecutive physical slots.

· The window length L of the configured TDW(s) can be explicitly configured with a single value and L is no longer than the maximum duration.

· FFS: The maximum value of L is the duration of all repetitions
· FFS: Solutions to error propagation issue if  L is longer than the maximum duration is to be discussed further.

· FFS: The window length L is configured per UL BWP

· The start of the first configured TDW is the first PUSCH transmission

· FFS: The first available slot/symbol, or the first physical slot/symbol for the first PUSCH transmission.

· The start of other configured TDWs can be implicitly determined prior to first repetition.

· FFS: The configured TDWs are consecutive for paired spectrum/SUL band
· FFS: The start of the configured TDWs for unpaired spectrum is implicitly determined based on semi-static DL/UL configuration.

· The end of the last configured TDW is the end of the last PUSCH transmission.

· FFS: The end of the configured TDW is the last available slot/symbol, or the last physical slot/symbol for the last PUSCH transmission.

· Within one configured TDW, one or multiple actual TDWs can be implicitly determined:

· The start of the first actual TDW is the first PUSCH transmission within the configured TDW.

· FFS: The first available slot/symbol, or the first physical slot/symbol for the first PUSCH transmission.

· After one actual TDW starts, UE is expected to maintain the power consistency and phase continuity until one of the following conditions is met, then the actual TDW is ended.
· The actual TDW reaches the end of the last PUSCH transmission within the configured TDW.

· FFS: The end of the actual TDW is the last available slot/symbol, or the last physical slot/symbol for the last PUSCH transmission.

· An event occurs that violates power consistency and phase continuity

· FFS: The events may include e.g., a DL slot based on DL/UL configuration for unpaired spectrum, the actual TDW reaches the maximum duration, DL reception/monitoring occasion for unpaired spectrum, high priority transmission, frequency hopping, precoder cycling.
· FFS: The end of the actual TDW is the last available slot/symbol of the PUSCH transmission right before an event such that the power consistency and phase continuity are violated.

· If the power consistency and phase continuity are violated due to an event, whether a new actual TDW is created is subject to UE capability of supporting restarting DMRS bundling.
· If UE is capable of restarting DM-RS bundling, one new actual TDW is created after the event, 

· FFS: The start of the new actual TDW is the first available slot/symbol for PUSCH transmission after the event.
· If UE is not capable of restarting DM-RS bundling, no new actual TDW is created until the end of the configured TDW.
· FFS: UE capability of restarting DMRS bundling is applied only to dynamic event or not
Note 1: A ‘configured TDW’ refers to a time domain window whose length can be configured to ‘L’ and whose start and end is determined as described above. 

Note 2: An ‘actual TDW’ refers to a time domain window during whose entire duration the DM-RS bundling is actually applied. An ‘actual TDW’ duration is always less than or equal to the ‘configure TDW’ duration.

Note 3: Whether the terms ‘configured TDW’ and ‘actual TDW’ are revised to other terms and if such terminology is used in specifications is to be further discussed.
Agreement

· If DM-RS bundling is supported, UE is mandatory to support restarting DM-RS bundling due to semi-static events. UE capability of restarting DMRS bundling is applied only to dynamic events.

· An event is regarded as a dynamic event if it is triggered by a DCI or MAC-CE, otherwise it is regarded as a semi-static event.
· Note: At least frequency hopping event is considered as semi-static event.

Working assumption:

· The action of group common TPC commands with format 2_2 does not constitute an event that violates power consistency and phase continuity.

· If UE is configured to accumulate TPC commands,
· If UE receives TPC commands that would take into effect during a configured TDW, UE accumulates TPC commands without taking effect during the current configured TDW. TPC commands take effect after the current configured TDW.
· If UE is not configured to accumulate TPC commands

· the last TPC command that would take effect within a configured TDW supersedes all previous TPC commands that take effect within that configured TDW and only the last TPC command is applied by the UE after the current configured TDW. 

· FFS: no more than 1 TPC command is expected to take effect during a configured TDW.

Agreement
· If DMRS bundling and UL beam switching for multi-TRP operation are configured simultaneously, UL beam switching for multi-TRP operation constitutes an event that violates power consistency and phase continuity.
· FFS: UL beam switching for multi-TRP operation is regarded as a semi-static event.
In this contribution, we will further discuss and share our consideration on the mechanism to enable joint channel estimation. 
2 Discussion
2.1 DMRS bundling re-startin
There is an agreement that UL beam switching for multi-TRP operation constitutes an event that violates power consistency and phase continuity. But whether it is a semi-static event or dynamic event is FFS. In our opinion, since UL beam switching on different repetitions for multi-TRP is configured through RRC signalling and can be known by UE in advance, it is reasonable to regard it as a semi-static event.
Proposal 1: UL beam switching for multi-TRP operations should be regarded as a semi-static event.
2.2 TPC commands and TA adjustment
Besides, there is a working assumption that the action of group common TPC commands with format 2_2 does not constitute an event that violates power consistency and phase continuity. And specifically, it can be divided into two cases:
· If UE is configured to accumulate TPC commands,
· If UE receives TPC commands that would take into effect during a configured TDW, UE accumulates TPC commands without taking effect during the current configured TDW. TPC commands take effect after the current configured TDW.
· If UE is not configured to accumulate TPC commands

· the last TPC command that would take effect within a configured TDW supersedes all previous TPC commands that take effect within that configured TDW and only the last TPC command is applied by the UE after the current configured TDW. 

· FFS: no more than 1 TPC command is expected to take effect during a configured TDW.
For the FFS, we think there is no need to add the FFS in the last bullet, because there is a restriction in the main bullet that only the last TPC command is applied by the UE after the current configured TDW. The last TPC command means only the last one TPC command.
Proposal 2: Remove the last FFS and then confirm the above working assumption 
3 Conclusion
In this contribution, we discuss the mechanism of joint channel estimation, based on the discussion, our views are summarized as follows
Proposal 1: UL beam switching for multi-TRP operations should be regarded as a semi-static event.
Proposal 2: Remove the last FFS and then confirm the above working assumption.
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