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[bookmark: _Toc83310230][bookmark: _Toc91695558]9	UE procedures for transmitting and receiving for RTT-based propagation delay compensation
For operation with RTT-based propagation delay compensation, the UE may be configured with either:
-	one CSI-RS for tracking with higher layer parameter pdc-Info for Rx – Tx time difference estimation at UE side and one SRS resource set with usage-pdcr17, or
-	one PRS configuration of higher layer parameter NR-DL-PRS-PDC-ResourceSet-r17 [12, TS 38.331] for Rx – Tx time difference estimation at UE side and one SRS resource set with usage-pdcr17.	Comment by Mihai Enescu - after RAN1#107bis-e: Agreement
Add new “usage-pdc-r17” field to SRS-ResourceSet to indicate that this ResourceSet is used for PDC purpose, meanwhile also indicate that this ResourceSet is used for other purpose by usage

Editor’s note: we can skip the r17 suffix, i did not find a similar parameter in previous releases.
The related UE procedures for transmitting uplink reference signals and receiving downlink reference signals for RTT-based propagation delay compensation are defined as follows:
-	for reception of CSI-RS for tracking with higher layer parameter pdc-Info, the UE follows the procedures for reception of CSI-RS for tracking defined in Clause 5.1.6.1.1.  
-	for reception of the one PRS configuration provided by RRC [12, TS 38.331] for RTT-based propagation delay compensation, the UE follows the procedure for PRS reception defined in Clause 5.1.6.5 using the configuration information provided by NR-DL-PRS-PDC-ResourceSet-r17 instead of NR-DL-PRS-ResourceSet with the following modifications:.	Comment by Mihai Enescu - after RAN1#107bis-e: Agreement
dl-PRS-PointA-r16 is not included for the PRS configuration for RTT-based PDC.
RAN1 specification change is expected 
-		in the definition of the starting PRB index of the DL PRS resource, reference Point A is given by Point A of the serving cell defined in Clause 4.4.4.2 of [4, TS 38.211] instead of the higher-layer parameter dl-PRS-PointA. 
-	for transmission of an SRS resource set configured with usage-pdcr17, the UE follows the procedures for SRS transmission defined in Clause 6.2.1.	Comment by Mihai Enescu - after RAN1#107bis-e: Agreement
Add new “usage-pdc-r17” field to SRS-ResourceSet to indicate that this ResourceSet is used for PDC purpose, meanwhile also indicate that this ResourceSet is used for other purpose by usage
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