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1. Overall Description:
RAN1 would like to thank RAN2 for sending their decisions and questions in LS R2-2201830 on CFR configuration and search space configuration for MCCH/MTCH reception.
Please find RAN1 answers on the question below:
	Question: Currently, RAN2 running RRC design assumes that only a single CFR (indicated by locationAndBandwidth-Broadcast) is configured for MCCH/MTCH reception of MBS broadcast and it is common for MCCH and all MTCHs. RAN2 would like to confirm this understanding with RAN1. 



[bookmark: _Hlk92464204]Answer: For broadcast reception, RAN1 has agreed the same bandwidth configurations for the CFR of GC-PDCCH/PDSCH carrying MCCH and the CFR of GC-PDCCH/PDSCH carrying MTCH. Furthermore, RAN1 has also agreed that the CFR frequency resources used for MCCH and MTCH are configured by SIBx. There is no consensus on supporting different CFR configurations for MCCH and MTCH or supporting multiple CFRs for different MTCHs in RAN1.  

2. Actions:
To RAN2
ACTION: 	RAN1 respectfully ask RAN2 to take above information into account.

3. Date of Next TSG-RAN WG1 Meetings:
TSG-RAN WG1 Meeting #109-e	16 May – 27 May 2022	 E-Meeting

