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	Reason for change:
	The PDCCH reception that determines the completion of the contention based random access procedure for 4-step RACH and 2-step RACH is described in section 5.1.5 and 5.1.4a of 38.321 respectively. However, this PDCCH reception is said to be also described in section 5.1.5 of 38.321 for 2-step RACH, which is wrong.
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	Clarify that MsgB reception for completion of the CBRA is described in 5.1.4a of 38.321 instead of section 5.1.5 where Msg4 is described.

	
	

	Consequences if not approved:
	The PDCCH reception that determines the completion of the contention based random access procedure for 2-step RACH is assumed to be described in section 5.1.5 of 38.321, which is wrong.
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*** Unchanged text omitted ***
For the PCell or the PSCell, if BFR MAC CE [11, TS 38.321] is provided in Msg3 or MsgA of contention based random access procedure, and if a PUCCH resource is provided with PUCCH-SpatialRelationInfo, after 28 symbols from the last symbol of the PDCCH reception that determines the completion of the contention based random access procedure as described in clause 5.1.5 or clause 5.1.4a of [11, TS38.321], the UE transmits the PUCCH on a same cell as the PRACH transmission using
-	a same spatial filter as for the last PRACH transmission 
-	a power determined as described in clause 7.2.1 with , , and , where  is the SS/PBCH block index selected for the last PRACH transmission.
*** Unchanged text omitted ***
