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Introduction
In RAN#92e meeting, Rel-17 work item on support of reduced capability NR devices [1] has the following objectives to specify duplex operation for HD-FDD type A.
	· Duplex operation:
· HD-FDD type A with the minimum specification impact (Note that FD-FDD and TDD are also supported.)



In this contribution, we discuss some views on duplex operation for HD-FDD type A.
[bookmark: OLE_LINK1]Discussions
PUCCH repetition for RedCap HD-FDD UE
In previous RAN1 meetings, collision handling between SSB and PUCCH transmission including both semi-static configured PUCCH transmission and dynamically scheduled PUCCH transmission have been determined. The basic principle of the collision handling is to reuse the existing collision handling principles of Rel-15/16 for NR TDD, i.e., the SSB is prioritized over the PUCCH transmission.      
	Agreements: [38.213]
· For Case 5 of SSB overlaps with in configured UL transmission, re-use the existing collision handling principles of Rel-15/16 for NR TDD that SSB is prioritized over configured UL transmission
· The configured UL transmission includes CG-PUSCH, or SRS
· FFS: Confirm that PUCCH is included 

Agreements: [38.213] (completing the above FFS)
· For Case 5 of SSB overlaps with configured UL transmission, the configured UL transmission includes PUCCH transmission configured by higher layers
· Note:  The UL transmission indicated by DCI is supposed to be dynamic UL transmission.

Agreement: [38.213]
· For Case 5 of dynamically scheduled UL transmission vs. SSB, support Option 2 at least for dynamically scheduled UL transmission other than Msg3 (re)transmission and PUCCH for Msg4
· Option 2: Reuse the existing collision handling principles of Rel-15/16 for NR TDD that SSB is prioritized over dynamically scheduled UL transmission




A HD-FDD UE can be also indicated to transmit a PUCCH with repetitions. In our perspective, the agreed principle (i.e. reusing the existing collision handling principles of Rel-15/16 for NR TDD) in above agreements should still stand for PUCCH repetition transmission for the HD-FDD UE. According to Rel-15/16 UE behaviour of PUCCH repetition transmission over NPUCCHrepeat slots for TDD, if a PUCCH repetition overlaps with SSB, the PUCCH repetition is postponed to a next available slot to guarantee the NPUCCHrepeat repetitions. In Clause 9.2.6 in TS38.213, an available slot for PUCCH repetition in NR TDD is defined as a slot in which the PUCCH transmission does not overlap with SSB and DL symbols indicated by tdd-UL-DL-ConfigurationCommon and tdd-UL-DL-ConfigurationDedicated.  
Clause 17.2 in TS 38.213 V17.0.0 has defined the HD-FDD UE behaviour of collision handling due to DL/UL collision. However, the HD-FDD UE behaviour in terms of PUCCH repetition is still unclear, especially on how to determine the NPUCCHrepeat slots, which should be further clarified.   
Proposal 1: Adopt the following TP#1 to clarify the HD-FDD UE behavior of PUCCH repetition transmission over NPUCCHrepeat slots.  

	====== TP#1 (TS38.213 V17.0.0) ======
[bookmark: _Toc92093905]17.2	Half-Duplex UE in paired spectrum
< unchanged text omitted>
If a HD-UE is configured by higher layers to receive a PDCCH, or PDSCH, or CSI-RS, or DL PRS in a set of symbols, the HD-UE receives the PDCCH, or PDSCH, or CSI-RS, or DL PRS if the HD-UE does not detect a DCI format that indicates to the HD-UE to transmit a PUSCH, or PUCCH, or PRACH, or SRS in at least one symbol of the set of symbols; otherwise, the HD-UE does not receive the PDCCH, or PDSCH, or CSI-RS, or DL PRS in the set of symbols. 
If a HD-UE is configured by higher layers to transmit SRS, or PUCCH, or PUSCH in a set of symbols and the UE detects a DCI format indicating to the HD-UE to receive CSI-RS or PDSCH in a subset of symbols from the set of symbols, then 
-	the HD-UE does not expect to cancel the transmission of the PUCCH or PUSCH in the set of symbols if the first symbol in the set occurs within  relative to a last symbol of a CORESET where the HD-UE detects the DCI format; otherwise, the HD-UE cancels the PUCCH, or the PUSCH, or an actual repetition of the PUSCH [6, TS38.214], determined from clauses 9 and 9.2.5 or clause 6.1 of [6, TS38.214], or the PRACH transmission in the set of symbols.
-	the HD-UE does not expect to cancel the transmission of SRS in symbols from the subset of symbols that occur within  relative to a last symbol of a CORESET where the HD-UE detects the DCI format. The HD-UE cancels the SRS transmission in remaining symbols from the subset of symbols. 
	 is the PUSCH preparation time for UE processing capability 1 [6, TS 38.214] assuming  and  corresponds to the smallest SCS configuration between the SCS configuration of the PDCCH carrying the DCI format and the SCS configuration of the SRS, PUCCH, PUSCH or , where  corresponds to the SCS configuration of the PRACH if it is 15 kHz or larger; otherwise .
A HD-UE does not expect to receive both dedicated higher layer parameters configuring transmission in a set of symbols and dedicated higher layer parameters configuring reception in the set of symbols. A HD-UE does not expect to receive both a Type-0/0A/1/2-PDCCH CSS set configuration for PDCCH reception in a set of symbols and dedicated higher layer parameters configuring transmission in the set of symbols. 
If a HD-UE would transmit a PUSCH, or PUCCH, or SRS based on a configuration by higher layers and the HD-UE is indicated presence of SS/PBCH blocks by ssb-PositionsInBurst in SIB1 or in ServingCellConfigCommon, the HD-UE does not transmit 
-	PUSCH or PUCCH if a last symbol of the PUSCH or PUCCH transmission would not be at least  [4, TS 38.211] prior to a first symbol of the next earliest SS/PBCH block
-	PUSCH or PUCCH if a first symbol of the PUSCH or PUCCH transmission would not be at least  [4, TS 38.211] after a last symbol of the previous latest SS/PBCH block 
-	SRS in symbols that would not be at least  prior to a first symbol of the next earliest SS/PBCH block
-	SRS in symbols that would not be at least  after a last symbol of the previous latest SS/PBCH block
If a HD-UE would transmit a PUSCH, or PUCCH, or PRACH, or SRS based on a detected DCI format and the HD-UE is indicated presence of SS/PBCH blocks by ssb-PositionsInBurst in SIB1 or in ServingCellConfigCommon in a set of symbols, the HD-UE does not transmit PUSCH or PUCCH or PRACH if a transmission would overlap with any symbol from the set of symbols and the HD-UE does not transmit SRS in the set of symbols.
A HD-UE can be indicated to transmit a PUCCH over  slots as described in clause 9.2.7. The HD-UE determines the  slots for a PUCCH transmission starting from a slot indicated to the UE as described in clause 9.2.3 for HARQ-ACK reporting, or a slot determined as described in clause 9.2.4 for SR reporting or in clause 5.2.1.4 of [6, TS 38.214] for CSI reporting. The UE does not count a slot in the number of the  slots if the UE is indicated presence of SS/PBCH blocks in a set of symbols, and the HD-UE would transmit in the slot the PUCCH based on a configuration by higher layers starting or ending at a symbol that is earlier or later than  or , respectively, from the last or first symbol in the set of symbols, or the HD-UE would transmit in the slot the PUCCH based on a detected DCI format overlapping with any symbol from the set of symbols. 
If a HD-UE would transmit a PRACH or MsgA PUSCH in a set of symbols and would receive a PDCCH, or a PDSCH, or a CSI-RS, or a DL PRS, or is indicated presence of SS/PBCH blocks by ssb-PositionsInBurst in SIB1 or in ServingCellConfigCommon in symbols that include any symbol from the set of symbols, the HD-UE can select based on its implementation whether to either transmit the PRACH or the MsgA PUSCH or receive the PDSCH, or the CSI-RS, or the PL RS, or the PDCCH, or the SS/PBCH blocks.
If a HD-UE would receive a PDCCH, or a PDSCH, or a CSI-RS, or a DL PRS based on a configuration by higher layers or is indicated presence of SS/PBCH blocks by ssb-PositionsInBurst in SIB1 or in ServingCellConfigCommon in a set of symbols, and the HD-UE would transmit PRACH or MsgA PUSCH starting or ending at a symbol that is earlier or later than  or , respectively, from the last or first symbol in the set of symbols, the HD-UE can select based on its implementation whether to either transmit the PRACH or the MsgA PUSCH or receive the PDSCH, or the CSI-RS, or the DL PRS, or the PDCCH, or the SS/PBCH blocks.



Omitting condition of DL/UL collision handling for HD-FDD
For duplex operation, HD-FDD UE behaviours in handling DL/UL collision have been specified in Clause 17.2 in TS 38.213 V17.0.0. That is, the HD-FDD UE would omit some DL receptions or some UL transmissions depending on different DL/UL collision cases. On the other hand, TS 38.214 described that PDSCH reception and PUSCH transmission would be omitted according to the conditions which are defined in TS 38.213. However, the omitting condition of DL/UL collision handling for HD-FDD, which is specified in Clause 17.2 in TS 38.213, has not yet been reflected in the TS 38.214. Therefore, it is necessary to add the omitting condition of the DL/UL collision handling specified in the Clause 17.2 in TS38.213 as one of omitting conditions for PDSCH reception and PUSCH transmission.
Proposal 2: Adopt the following TP#2 and TP#3 to clarify that PDSCH reception and PUSCH transmission would be also omitted according to the condition in Clause 17.2 of TS38.213.    
    
	======TP#2 (TS38.214 V17.0.0) ======
[bookmark: _Toc11352084][bookmark: _Toc20317974][bookmark: _Toc27299872][bookmark: _Toc29673137][bookmark: _Toc29673278][bookmark: _Toc29674271][bookmark: _Toc36645501][bookmark: _Toc45810546][bookmark: _Toc91695412]5.1.2.1	Resource allocation in time domain
< unchanged text omitted>
[bookmark: _Hlk505671103]A PDSCH reception in a slot of a multi-slot PDSCH reception is omitted according to the conditions in Clause 11.1 and Clause 17.2 of [6, TS38.213].
< unchanged text omitted>




	======TP#3 (TS38.214 V17.0.0) ======
[bookmark: _Toc11352143][bookmark: _Toc20318033][bookmark: _Toc27299931][bookmark: _Toc29673204][bookmark: _Toc29673345][bookmark: _Toc29674338][bookmark: _Toc36645568][bookmark: _Toc45810613][bookmark: _Toc91695483]6.1.2.1	Resource allocation in time domain
< unchanged text omitted>
For PUSCH repetition Type A and TB processing over multiple slots, a PUSCH transmission in a slot of a multi-slot PUSCH transmission is omitted according to the conditions in Clause 9, Clause 11.1, and Clause 11.2A and Clause 17.2 of [6, TS 38.213]. 
< unchanged text omitted>
For PUSCH repetition Type B, after determining the invalid symbol(s) for PUSCH repetition type B transmission for each of the K nominal repetitions, the remaining symbols are considered as potentially valid symbols for PUSCH repetition Type B transmission. If the number of potentially valid symbols for PUSCH repetition type B transmission is greater than zero for a nominal repetition, the nominal repetition consists of one or more actual repetitions, where each actual repetition consists of a consecutive set of all potentially valid symbols that can be used for PUSCH repetition Type B transmission within a slot. An actual repetition with a single symbol is omitted except for the case of L=1. An actual repetition is omitted according to the conditions in Clause 9, Clause 11.1, and Clause 11.2A and Clause 17.2 of [6, TS 38.213]. The UE shall repeat the TB across actual repetitions. The redundancy version to be applied on the nth actual repetition (with the counting including the actual repetitions that are omitted) is determined according to table 6.1.2.1-2, where N=1. 
For PUSCH repetition Type B, when a UE receives a DCI that schedules aperiodic CSI report(s) or activates semi-persistent CSI report(s) on PUSCH with no transport block by a 'CSI request' field on a DCI, the number of nominal repetitions is always assumed to be 1, regardless of the value of numberOfRepetitions. When the UE is scheduled to transmit a PUSCH repetition Type B with no transport block and with aperiodic or semi-persistent CSI report(s) by a 'CSI request' field on a DCI, the first nominal repetition is expected to be the same as the first actual repetition. For PUSCH repetition Type B carrying semi-persistent CSI report(s) without a corresponding PDCCH after being activated on PUSCH by a 'CSI request' field on a DCI, if the first nominal repetition is not the same as the first actual repetition, the first nominal repetition is omitted; otherwise, the first nominal repetition is omitted according to the conditions in Clause 9, Clause 11.1, and Clause 11.2A and Clause 17.2 of [6, TS 38.213].
< unchanged text omitted>
[bookmark: _Toc91695490]6.1.2.3.1	Transport Block repetition for uplink transmissions of PUSCH repetition Type A with a configured grant
< unchanged text omitted>
A Type 1 or Type 2 PUSCH transmission with a configured grant in a slot is omitted according to the conditions in Clause 9, Clause 11.1, and Clause 11.2A and Clause 17.2 of [6, TS 38.213]. 
< unchanged text omitted>



Conclusion
In this contribution, we have discussed our views on duplex operation for HD-FDD UE. And we propose:

Proposal 1: Adopt the following TP#1 to clarify the HD-FDD UE behavior of PUCCH repetition transmission over NPUCCHrepeat slots.  

	====== TP#1 (TS38.213 V17.0.0) ======
17.2	Half-Duplex UE in paired spectrum
< unchanged text omitted>
If a HD-UE is configured by higher layers to receive a PDCCH, or PDSCH, or CSI-RS, or DL PRS in a set of symbols, the HD-UE receives the PDCCH, or PDSCH, or CSI-RS, or DL PRS if the HD-UE does not detect a DCI format that indicates to the HD-UE to transmit a PUSCH, or PUCCH, or PRACH, or SRS in at least one symbol of the set of symbols; otherwise, the HD-UE does not receive the PDCCH, or PDSCH, or CSI-RS, or DL PRS in the set of symbols. 
If a HD-UE is configured by higher layers to transmit SRS, or PUCCH, or PUSCH in a set of symbols and the UE detects a DCI format indicating to the HD-UE to receive CSI-RS or PDSCH in a subset of symbols from the set of symbols, then 
-	the HD-UE does not expect to cancel the transmission of the PUCCH or PUSCH in the set of symbols if the first symbol in the set occurs within  relative to a last symbol of a CORESET where the HD-UE detects the DCI format; otherwise, the HD-UE cancels the PUCCH, or the PUSCH, or an actual repetition of the PUSCH [6, TS38.214], determined from clauses 9 and 9.2.5 or clause 6.1 of [6, TS38.214], or the PRACH transmission in the set of symbols.
-	the HD-UE does not expect to cancel the transmission of SRS in symbols from the subset of symbols that occur within  relative to a last symbol of a CORESET where the HD-UE detects the DCI format. The HD-UE cancels the SRS transmission in remaining symbols from the subset of symbols. 
	 is the PUSCH preparation time for UE processing capability 1 [6, TS 38.214] assuming  and  corresponds to the smallest SCS configuration between the SCS configuration of the PDCCH carrying the DCI format and the SCS configuration of the SRS, PUCCH, PUSCH or , where  corresponds to the SCS configuration of the PRACH if it is 15 kHz or larger; otherwise .
A HD-UE does not expect to receive both dedicated higher layer parameters configuring transmission in a set of symbols and dedicated higher layer parameters configuring reception in the set of symbols. A HD-UE does not expect to receive both a Type-0/0A/1/2-PDCCH CSS set configuration for PDCCH reception in a set of symbols and dedicated higher layer parameters configuring transmission in the set of symbols. 
If a HD-UE would transmit a PUSCH, or PUCCH, or SRS based on a configuration by higher layers and the HD-UE is indicated presence of SS/PBCH blocks by ssb-PositionsInBurst in SIB1 or in ServingCellConfigCommon, the HD-UE does not transmit 
-	PUSCH or PUCCH if a last symbol of the PUSCH or PUCCH transmission would not be at least  [4, TS 38.211] prior to a first symbol of the next earliest SS/PBCH block
-	PUSCH or PUCCH if a first symbol of the PUSCH or PUCCH transmission would not be at least  [4, TS 38.211] after a last symbol of the previous latest SS/PBCH block 
-	SRS in symbols that would not be at least  prior to a first symbol of the next earliest SS/PBCH block
-	SRS in symbols that would not be at least  after a last symbol of the previous latest SS/PBCH block
If a HD-UE would transmit a PUSCH, or PUCCH, or PRACH, or SRS based on a detected DCI format and the HD-UE is indicated presence of SS/PBCH blocks by ssb-PositionsInBurst in SIB1 or in ServingCellConfigCommon in a set of symbols, the HD-UE does not transmit PUSCH or PUCCH or PRACH if a transmission would overlap with any symbol from the set of symbols and the HD-UE does not transmit SRS in the set of symbols.
A HD-UE can be indicated to transmit a PUCCH over  slots as described in clause 9.2.7. The HD-UE determines the  slots for a PUCCH transmission starting from a slot indicated to the UE as described in clause 9.2.3 for HARQ-ACK reporting, or a slot determined as described in clause 9.2.4 for SR reporting or in clause 5.2.1.4 of [6, TS 38.214] for CSI reporting. The UE does not count a slot in the number of the  slots if the UE is indicated presence of SS/PBCH blocks in a set of symbols, and the HD-UE would transmit in the slot the PUCCH based on a configuration by higher layers starting or ending at a symbol that is earlier or later than  or , respectively, from the last or first symbol in the set of symbols, or the HD-UE would transmit in the slot the PUCCH based on a detected DCI format overlapping with any symbol from the set of symbols. 
If a HD-UE would transmit a PRACH or MsgA PUSCH in a set of symbols and would receive a PDCCH, or a PDSCH, or a CSI-RS, or a DL PRS, or is indicated presence of SS/PBCH blocks by ssb-PositionsInBurst in SIB1 or in ServingCellConfigCommon in symbols that include any symbol from the set of symbols, the HD-UE can select based on its implementation whether to either transmit the PRACH or the MsgA PUSCH or receive the PDSCH, or the CSI-RS, or the PL RS, or the PDCCH, or the SS/PBCH blocks.
If a HD-UE would receive a PDCCH, or a PDSCH, or a CSI-RS, or a DL PRS based on a configuration by higher layers or is indicated presence of SS/PBCH blocks by ssb-PositionsInBurst in SIB1 or in ServingCellConfigCommon in a set of symbols, and the HD-UE would transmit PRACH or MsgA PUSCH starting or ending at a symbol that is earlier or later than  or , respectively, from the last or first symbol in the set of symbols, the HD-UE can select based on its implementation whether to either transmit the PRACH or the MsgA PUSCH or receive the PDSCH, or the CSI-RS, or the DL PRS, or the PDCCH, or the SS/PBCH blocks.



Proposal 2: Adopt the following TP#2 and TP#3 to clarify that PDSCH reception and PUSCH transmission would be also omitted according to the condition in Clause 17.2 of TS38.213.    

	======TP#2 (TS38.214 V17.0.0) ======
5.1.2.1	Resource allocation in time domain
< unchanged text omitted>
A PDSCH reception in a slot of a multi-slot PDSCH reception is omitted according to the conditions in Clause 11.1 and Clause 17.2 of [6, TS38.213].
< unchanged text omitted>



	======TP#3 (TS38.214 V17.0.0) ======
6.1.2.1	Resource allocation in time domain
< unchanged text omitted>
For PUSCH repetition Type A and TB processing over multiple slots, a PUSCH transmission in a slot of a multi-slot PUSCH transmission is omitted according to the conditions in Clause 9, Clause 11.1, and Clause 11.2A and Clause 17.2 of [6, TS 38.213]. 
< unchanged text omitted>
For PUSCH repetition Type B, after determining the invalid symbol(s) for PUSCH repetition type B transmission for each of the K nominal repetitions, the remaining symbols are considered as potentially valid symbols for PUSCH repetition Type B transmission. If the number of potentially valid symbols for PUSCH repetition type B transmission is greater than zero for a nominal repetition, the nominal repetition consists of one or more actual repetitions, where each actual repetition consists of a consecutive set of all potentially valid symbols that can be used for PUSCH repetition Type B transmission within a slot. An actual repetition with a single symbol is omitted except for the case of L=1. An actual repetition is omitted according to the conditions in Clause 9, Clause 11.1, and Clause 11.2A and Clause 17.2 of [6, TS 38.213]. The UE shall repeat the TB across actual repetitions. The redundancy version to be applied on the nth actual repetition (with the counting including the actual repetitions that are omitted) is determined according to table 6.1.2.1-2, where N=1. 
For PUSCH repetition Type B, when a UE receives a DCI that schedules aperiodic CSI report(s) or activates semi-persistent CSI report(s) on PUSCH with no transport block by a 'CSI request' field on a DCI, the number of nominal repetitions is always assumed to be 1, regardless of the value of numberOfRepetitions. When the UE is scheduled to transmit a PUSCH repetition Type B with no transport block and with aperiodic or semi-persistent CSI report(s) by a 'CSI request' field on a DCI, the first nominal repetition is expected to be the same as the first actual repetition. For PUSCH repetition Type B carrying semi-persistent CSI report(s) without a corresponding PDCCH after being activated on PUSCH by a 'CSI request' field on a DCI, if the first nominal repetition is not the same as the first actual repetition, the first nominal repetition is omitted; otherwise, the first nominal repetition is omitted according to the conditions in Clause 9, Clause 11.1, and Clause 11.2A and Clause 17.2 of [6, TS 38.213].
< unchanged text omitted>
6.1.2.3.1	Transport Block repetition for uplink transmissions of PUSCH repetition Type A with a configured grant
< unchanged text omitted>
A Type 1 or Type 2 PUSCH transmission with a configured grant in a slot is omitted according to the conditions in Clause 9, Clause 11.1, and Clause 11.2A and Clause 17.2 of [6, TS 38.213]. 
< unchanged text omitted>
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