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[bookmark: _Toc29673158][bookmark: _Toc29673299][bookmark: _Toc29674292][bookmark: _Toc36645522][bookmark: _Toc45810567][bookmark: _Toc60777143]5.1.6.5	PRS reception procedure
========================= Unchanged parts =========================
The UE may be configured to report quality metrics NR-TimingQuality corresponding to the DL RSTD and UE Rx-Tx time difference measurements which include the following fields:
-	timingQualityValue which provides the best estimate of the uncertainty of the measurement
-	timingQualityResolution which specifies the resolution levels used in the timingQualityValue field.
The UE expects to be configured with higher layer parameter nr-DL-PRS-ExpectedRSTD, which defines the time difference for the target DL PRS with respect to the received DL subframe timing of the reference indicated by the higher layer parameter nr-DL-PRS-ReferenceInfothe UE is expected to receive DL PRS, and nr-DL-PRS-ExpectedRSTD-Uncertainty, which defines a search window around the nr-DL-PRS-ExpectedRSTD.
For DL UE positioning measurement reporting in higher layer parameters NR-DL-TDOA-SignalMeasurementInformation or NR-Multi-RTT-SignalMeasurementInformation the UE can be configured to report the DL PRS resource ID(s) or the DL PRS resource set ID(s) associated with the DL PRS resource(s) or the DL PRS resource set(s) which are used in determining the UE measurements DL RSTD, or UE Rx-Tx time difference, respectively.
========================= Unchanged parts =========================
