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<Unchanged parts omitted>
[bookmark: _Toc24049666][bookmark: _Toc25753632][bookmark: _Toc43104389]2	References
<Unchanged parts omitted>
[20]	3GPP TS 38.300: "NR; NR and NG-RAN Overall Description; Stage 2".
[21]	3GPP TS 38.321: "NR; Medium Access Control (MAC) protocol specification".
[22]	3GPP TS 38.101-1: "NR; User Equipment (UE) radio transmission and reception; Part 1: Range 1 Standalone".
<Unchanged parts omitted>
[bookmark: _Toc24049672][bookmark: _Toc25753638][bookmark: _Toc43104395][bookmark: _Toc24049679][bookmark: _Toc25753645][bookmark: _Toc43104399]5	LTE V2X
<Unchanged parts omitted>
5.1.3	Multi-carrier operation and carrier aggregation
V2X operation is defined in band 47 in TS 36.101 [11, clause 5.5G], which supports single-carrier and multi-carrier operation:
Table 5.1.3-1: V2X operating band
	E‑UTRA Operating Band
	E-UTRA V2X Operating Band
	V2X UE transmit
	V2X UE receive
	Duplex Mode
	Interface

	
	
	FUL_low   –  FUL_high
	FDL_low  –  FDL_high
	
	

	47
	47
	5855 MHz
	
	5925 MHz
	5855 MHz
	
	5925 MHz
	HD
	PC5



The V2X sidelink in band 47 can be operated concurrently with Uu FDD bands 3, 5, 7, 8, 20, 28, and Uu TDD bands 34, 39, 41, and 71. 
<Unchanged parts omitted>
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<Unchanged parts omitted>
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NR-V2X operation is defined in band n47 in TS 38.101-1 [22, clause 5.2E], which supports single-carrier and multi-carrier operation:
Table 6.2.6-1: NR-V2X operating bands
	V2X Operating Band
	Sidelink (SL) Transmission operating band
	Sidelink (SL)  Reception operating band
	Duplex Mode
	Interface

	
	FUL_low   –  FUL_high
	FDL_low  –  FDL_high
	
	

	n381
	2570 MHz
	-
	2620 MHz
	2570 MHz
	-
	2620 MHz
	HD
	PC5

	n47
	5855 MHz
	-
	5925 MHz
	5855 MHz
	-
	5925 MHz
	HD
	PC5

	Note 1: When this band is used for V2X SL service, the band is exclusively used for NR V2X in particular regions.



The NR-V2X sidelink in band n47 can be operated concurrently with Uu band n71. 
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