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	Reason for change:
	Incorrect RRC parameter name for TRIV indication in clause 8.1.5, where sl_MaxNumPerReserve should be replaced with sl-MaxNumPerReserve.


	
	

	Summary of change:
	Correct RRC parameter name by replacing “sl_MaxNumPerReserve” with “sl-MaxNumPerReserve”. 


	
	

	Consequences if not approved:
	[bookmark: _GoBack]Misalignment on RRC parameters
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[bookmark: _Toc29673243][bookmark: _Toc29673384][bookmark: _Toc29674377][bookmark: _Toc36645607][bookmark: _Toc45810656][bookmark: _Toc83310241]8.1.5	UE procedure for determining slots and resource blocks for PSSCH transmission associated with an SCI format 1-A
The set of slots and resource blocks for PSSCH transmission is determined by the resource used for the PSCCH transmission containing the associated SCI format 1-A, and fields 'Frequency resource assignment', 'Time resource assignment' of the associated SCI format 1-A as described below.
'Time resource assignment' carries logical slot offset indication of N = 1 or 2 actual resources when sl-MaxNumPerReserve is 2, and N = 1 or 2 or 3 actual resources when sl_-MaxNumPerReserve is 3, in a form of time RIV (TRIV) field which is determined as follows:
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