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1. [bookmark: _Ref129681862][bookmark: _Ref124589705]Introduction
In RAN2’s LS [1] a question on whether the Rel-17 MPE reporting changes are applicable to mTRP framework was raised. In this paper, we provide our views on MPE information signalling.

2. Discussion
The major enhancement for MPE in Rel-17 compared to Rel-16 is to allow beam based MPE reporting. No matter the UE is configured with sTRP or mTRP, the UL transmission can always be based on the configured DL RS, and the UE does not need to know the DL RS is transmitted from which TRP. For example, just as sTRP case, the NW configures MPE related parameters including MPE reporting configuration and the resource pool which can include DL RS transmitted from both TRPs. Hence the Rel-17 MPE reporting enhancements are also applicable to mTRP case. 
[bookmark: _Hlk95310451]Proposal 1: Send a reply LS to RAN2 to clarify that MPE reporting enhancements in Rel-17 can also apply to multi-TRP case.

3. [bookmark: _Ref124671424][bookmark: _Ref71620620][bookmark: _Ref124589665][bookmark: _Ref129681832]Conclusion
This contribution discussed the questions of the RAN2 LS, and provide the following proposals:
Proposal 1: Send a reply LS to RAN2 to clarify that MPE reporting enhancements in Rel-17 can also apply to multi-TRP case.

References
1. R1-2200859, LS on MPE information signalling, RAN2#116bis-e, Jan., 2022
