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1. Introduction
The paper summarizes the email discussion for the following thread:
[108-e-R16-NR-U-05] Email discussion on editorial changes to be recommended to the specification editors on issues T4 (change #2), E2 and E3 in R1-2202492 by February 25 – Jing (Qualcomm)
T4 (change #2)
The following was identified in preparation email discussion [1] to be further discussed. 
	Issue ID
	Brief summary
	Summary
document
	Supporting document

	T4
	Corrections on HARQ-ACK timing parameters
	
	CR for 38.213 in [2]



In this thread, we will only discussion the editorial aspect of the CR (change #2) in [2]. Please note this CR is actually for NR_L1enh_URLLC-Core. However, since the CR is editorial in nature, the Chair decided to address it here anyway.
Change#2:
Rel-16 URLLC introduces a new RRC configurable DCI format, namely DCI format 0_2 and 1_2. TS38.331 uses dl-DataToUL-ACK-DCI-1-2-r16, but TS38.213 uses dl-DataToUL-ACK-DCI-1-2, dl-DataToUL-ACK-ForDCI-Format1-2, dl-DataToUL-ACKForDCIFormat1_2.

TP below is from [2], while only keep the change #2 related changes:
=============TP for 38.213 ======================= 
[bookmark: _Ref497329097][bookmark: _Toc29917293][bookmark: _Toc90376680][bookmark: _Toc29899138][bookmark: _Toc29899556][bookmark: _Toc36498167][bookmark: _Toc20311581][bookmark: _Toc12021469][bookmark: _Toc29894839][bookmark: _Toc45699193][bookmark: _Toc26719406][bookmark: _Ref494282908]*** Unchanged text is omitted ***
9.1.2	Type-1 HARQ-ACK codebook determination
This clause applies if the UE is configured with pdsch-HARQ-ACK-Codebook = semi-static.
A UE does not expect to be configured with pdsch-HARQ-ACK-Codebook = semi-static for a codebook if a UE is provided subslotLength-ForPUCCH for the codebook.
A UE reports HARQ-ACK information for a corresponding PDSCH reception or SPS PDSCH release only in a HARQ-ACK codebook that the UE transmits in a slot indicated by a value of a PDSCH-to-HARQ_feedback timing indicator field in a corresponding DCI format. The UE reports NACK value(s) for HARQ-ACK information bit(s) in a HARQ-ACK codebook that the UE transmits in a slot not indicated by a value of a PDSCH-to-HARQ_feedback timing indicator field in a corresponding DCI format. 
If a UE is not provided pdsch-HARQ-ACK-OneShotFeedback, the UE does not expect to receive a PDSCH scheduled by a DCI format that the UE detects in any PDCCH monitoring occasion and includes a PDSCH-to-HARQ_feedback timing indicator field providing an inapplicable value from dl-DataToUL-ACK-r16.
If the UE is provided pdsch-AggregationFactor-r16 in SPS-Config or pdsch-AggregationFactor in PDSCH-Config and no entry in pdsch-TimeDomainAllocationList and pdsch-TimeDomainAllocationListDCI-1-2 includes repetitionNumber in PDSCH-TimeDomainResourceAllocation-r16,  is a maximum value of pdsch-AggregationFactor-r16 in SPS-Config or pdsch-AggregationFactor in PDSCH-Config; otherwise  . The UE reports HARQ-ACK information for a PDSCH reception
-	from DL slot  to DL slot , if  is provided by pdsch-AggregationFactor or pdsch-AggregationFactor-r16 [6, TS 38.214], or 
-	from DL slot  to DL slot , if the time domain resource assignment field in the DCI format scheduling the PDSCH reception indicates an entry containing repetitionNumber, or 
-	in DL slot , otherwise 
only in a HARQ-ACK codebook that the UE includes in a PUCCH or PUSCH transmission in slot , where  is the last UL slot overlapping with DL slot  and  is a number of slots indicated by the PDSCH-to-HARQ_feedback timing indicator field in a corresponding DCI format or provided by dl-DataToUL-ACK if the PDSCH-to-HARQ_feedback timing indicator field is not present in the DCI format. If the UE reports HARQ-ACK information for the PDSCH reception in a slot other than slot , the UE sets a value for each corresponding HARQ-ACK information bit to NACK. 
[bookmark: _Toc29899139][bookmark: _Ref505248562][bookmark: _Toc20311582][bookmark: _Toc29899557][bookmark: _Toc29917294][bookmark: _Toc29894840][bookmark: _Toc26719407][bookmark: _Toc36498168][bookmark: _Toc12021470][bookmark: _Toc45699194][bookmark: _Toc90376681]*** Unchanged text is omitted ***
9.1.2.1	Type-1 HARQ-ACK codebook in physical uplink control channel
For a serving cell , an active DL BWP, and an active UL BWP, as described in clause 12, the UE determines a set of  occasions for candidate PDSCH receptions for which the UE can transmit corresponding HARQ-ACK information in a PUCCH in slot . If serving cell  is deactivated, the UE uses as the active DL BWP for determining the set of  occasions for candidate PDSCH receptions a DL BWP provided by firstActiveDownlinkBWP-Id. The determination is based:
a)	on a set of slot timing values  associated with the active UL BWP
a)	If the UE is configured to monitor PDCCH for DCI format 1_0 and is not configured to monitor PDCCH for either DCI format 1_1 or DCI format 1_2 on serving cell ,  is provided by the slot timing values {1, 2, 3, 4, 5, 6, 7, 8} 
b)	If the UE is configured to monitor PDCCH for DCI format 1_1 and is not configured to monitor PDCCH for DCI format 1_2 for serving cell ,  is provided by dl-DataToUL-ACK 
c)	If the UE is configured to monitor PDCCH for DCI format 1_2 and is not configured to monitor PDCCH for DCI format 1_1 for serving cell ,  is provided by dl-DataToUL-ACK-DCI-1-2 
d)	If the UE is configured to monitor PDCCH for DCI format 1_1 and DCI format 1_2 for serving cell ,  is provided by the union of dl-DataToUL-ACK or dl-DataToUL-ACK-r16 and dl-DataToUL-ACK-DCI-1-2 
b)	on a set of row indexes  of a table that is associated with the active DL BWP and defining respective sets of slot offsets , start and length indicators SLIV, and PDSCH mapping types for PDSCH reception as described in [6, TS 38.214], where the row indexes  of the table are provided by the union of row indexes of time domain resource allocation tables for DCI formats the UE is configured to monitor PDCCH for serving cell 
a)	if the UE is provided referenceOfSLIVDCI-1-2, for each row index with slot offset  and PDSCH mapping Type B in a set of row indexes of a table for DCI format 1_2 [6, TS 38.214], for any PDCCH monitoring occasion in any slot where the UE monitors PDCCH for DCI format 1_2 and with starting symbol , if  for normal cyclic prefix and   for extended cyclic prefix, add a new row index in the set of row indexes of the table by replacing the starting symbol  of the row index by 
c)	on the ratio  between the downlink SCS configuration  and the uplink SCS configuration  provided by subcarrierSpacing in BWP-Downlink and BWP-Uplink for the active DL BWP and the active UL BWP, respectively
d)	if provided, on tdd-UL-DL-ConfigurationCommon and tdd-UL-DL-ConfigurationDedicated as described in clause 11.1 
e)	if ca-SlotOffset is provided, on and  provided by ca-SlotOffset for serving cell , or on  and  provided by ca-SlotOffset for the primary cell, as described in [4, TS 38.211].
*** Unchanged text is omitted ***
If a UE is provided dl-DataToUL-ACK or dl-DataToUL-ACK-DCI-1-2, the UE does not expect to be indicated by DCI format 1_0 a slot timing value for transmission of HARQ-ACK information that does not belong to the intersection of the set of slot timing values {1, 2, 3, 4, 5, 6, 7, 8} and the set of slot timing values provided by  for the active DL BWP of a corresponding serving cell.
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9.1.2.2	Type-1 HARQ-ACK codebook in physical uplink shared channel
If a UE would multiplex HARQ-ACK information in a PUSCH transmission that is not scheduled by a DCI format or is scheduled by a DCI format that does not include a DAI field, then 
-	if the UE has not received any PDSCH or SPS PDSCH release that the UE transmits corresponding HARQ-ACK information in the PUSCH, based on a value of a respective PDSCH-to-HARQ_feedback timing indicator field in a DCI format scheduling the PDSCH reception or the SPS PDSCH release or on the value of dl-DataToUL-ACK if the PDSCH-to-HARQ_feedback timing indicator field is not present in DCI format 1_1 or on the value of dl-DataToUL-ACK-DCI-1-2dl-DataToUL-ACK-ForDCI-Format1-2 if the PDSCH-to-HARQ_feedback timing indicator field is not present in DCI format 1_2, in any of the  occasions for candidate PDSCH receptions by a DCI format or SPS PDSCH on any serving cell , as described in clause 9.1.2.1, the UE does not multiplex HARQ-ACK information in the PUSCH transmission;
-	else the UE generates the HARQ-ACK codebook as described in clause 9.1.2.1, except that harq-ACK-SpatialBundlingPUCCH is replaced by harq-ACK-SpatialBundlingPUSCH, unless the UE receives only a SPS PDSCH release, or only SPS PDSCH reception, or only a PDSCH that is scheduled by DCI format 1_0 with a counter DAI field value of 1 on the PCell in the  occasions for candidate PDSCH receptions in which case the UE generates HARQ-ACK information only for the SPS PDSCH release or only for the PDSCH reception as described in clause 9.1.2.
[bookmark: _Toc29894845][bookmark: _Toc45699199][bookmark: _Toc90376686][bookmark: _Toc36498173][bookmark: _Toc29899562][bookmark: _Toc29899144][bookmark: _Toc29917299]*** Unchanged text is omitted ***
9.1.3.3	Type-2 HARQ-ACK codebook grouping and HARQ-ACK retransmission
If a UE is provided pdsch-HARQ-ACK-Codebook-r16, the UE determines HARQ-ACK information for multiplexing in a PUCCH transmission occasion according to the following procedure. 
Set  to the value of a PDSCH group index field in a last DCI format that provides a value of  and indicates a PUCCH transmission occasion.
Set  to denote a PUCCH transmission occasion for multiplexing HARQ-ACK information 
Set  to the value of a PDSCH-to-HARQ_feedback timing field, if any, in a DCI format providing a value of 
-	If the DCI format does not include a PDSCH-to-HARQ_feedback timing field, set  to the value provided by dl-DataToUL-ACK
Set  to the value of a first New feedback indicator field in the last DCI format providing the value of 
Set  to a value of a second New feedback indicator field in the last DCI format providing the value of 
Set  to the value of a total DAI field for group  in the last DCI format providing the value of 
-	If  and the UE detects a DCI format that does not include a PDSCH group index field in a PDCCH reception that is after the PDCCH reception for the last DCI format detection providing the value of  and indicating a same slot for a PUCCH transmission occasion, set 
Set  to the value of a number of requested PDSCH group(s) field in the last DCI format providing the value of g
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9.2.3	UE procedure for reporting HARQ-ACK
A UE does not expect to transmit more than one PUCCH with HARQ-ACK information in a slot per priority index, if the UE is not provided ackNackFeedbackMode = separate. 
For DCI format 1_0, the PDSCH-to-HARQ_feedback timing indicator field values map to {1, 2, 3, 4, 5, 6, 7, 8}. For a DCI format, other than DCI format 1_0 or requesting Type-3 HARQ-ACK codebook report without scheduling a PDSCH reception as described in clause 9.1.4, the PDSCH-to-HARQ_feedback timing indicator field values, if present, map to values for a set of number of slots provided by dl-DataToUL-ACK, dl-DataToUL-ACK-r16, or dl-DataToUL-ACK-DCI-1-2dl-DataToUL-ACKForDCIFormat1_2, as defined in Table 9.2.3-1. 
If the UE is provided subslotLengthForPUCCH,  is the last UL slot that overlaps with the PDSCH reception or with the PDCCH reception in case of SPS PDSCH release or in case of SCell dormancy indication or in case of the DCI format that requests Type-3 HARQ-ACK codebook report and does not schedule a PDSCH reception; otherwise,  is the last UL slot that overlaps with the DL slot  for the PDSCH reception or with the DL slot for the PDCCH reception in case of SPS PDSCH release or in case of SCell dormancy indication or in case of the DCI format that requests Type-3 HARQ-ACK codebook report and does not schedule a PDSCH reception.
For a SPS PDSCH reception ending in DL slot , the UE transmits the PUCCH in UL slot  where  is provided by the PDSCH-to-HARQ_feedback timing indicator field, if present, in a DCI format activating the SPS PDSCH reception. 
If the UE detects a DCI format that does not include a PDSCH-to-HARQ_feedback timing indicator field and schedules a PDSCH reception or activates a SPS PDSCH reception ending in DL slot , the UE provides corresponding HARQ-ACK information in a PUCCH transmission within UL slot  where  is provided by dl-DataToUL-ACK, or dl-DataToUL-ACK-r16, or dl-DataToUL-ACK-DCI-1-2dl-DataToUL-ACKForDCIFormat1_2.
If the UE detects a DCI format scheduling a PDSCH reception ending in DL slot  or if the UE detects a DCI format indicating a SPS PDSCH release or indicating SCell dormancy through a PDCCH reception ending in DL slot , or if the UE detects a DCI format that requests Type-3 HARQ-ACK codebook report and does not schedule a PDSCH reception through a PDCCH reception ending in DL slot , as described in clause 9.1.4, the UE provides corresponding HARQ-ACK information in a PUCCH transmission within UL slot , where  is a number of slots and is indicated by the PDSCH-to-HARQ_feedback timing indicator field in the DCI format, if present, or provided by dl-DataToUL-ACK, dl-DataToUL-ACK-r16, or dl-DataToUL-ACK-DCI-1-2dl-DataToUL-ACKForDCIFormat1_2. 
A PUCCH transmission with HARQ-ACK information is subject to the limitations for UE transmissions described in clause 11.1 and clause 11.1.1. 
Table 9.2.3-1: Mapping of PDSCH-to-HARQ_feedback timing indicator field values to numbers of slots
	PDSCH-to-HARQ_feedback timing indicator 
	Number of slots [image: ]

	1 bit
	2 bits
	3 bits
	

	'0'
	'00'
	'000'
	1st value provided by dl-DataToUL-ACK, dl-DataToUL-ACK-r16, or dl-DataToUL-ACK-DCI-1-2dl-DataToUL-ACKForDCIFormat1_2  

	'1'
	'01'
	'001'
	2nd value provided by dl-DataToUL-ACK, dl-DataToUL-ACK-r16, or dl-DataToUL-ACK-DCI-1-2dl-DataToUL-ACKForDCIFormat1_2

	
	'10'
	'010'
	3rd value provided by dl-DataToUL-ACK, dl-DataToUL-ACK-r16,  or dl-DataToUL-ACK-DCI-1-2dl-DataToUL-ACKForDCIFormat1_2

	
	'11'
	'011'
	4th value provided by dl-DataToUL-ACK, dl-DataToUL-ACK-r16,  or dl-DataToUL-ACK-DCI-1-2dl-DataToUL-ACKForDCIFormat1_2

	
	
	'100'
	5th value provided by dl-DataToUL-ACK, dl-DataToUL-ACK-r16,  or dl-DataToUL-ACK-DCI-1-2dl-DataToUL-ACKForDCIFormat1_2

	
	
	'101'
	6th value provided by dl-DataToUL-ACK, dl-DataToUL-ACK-r16,  or dl-DataToUL-ACK-DCI-1-2dl-DataToUL-ACKForDCIFormat1_2

	
	
	'110'
	7th value provided by dl-DataToUL-ACK, dl-DataToUL-ACK-r16,  or dl-DataToUL-ACK-DCI-1-2dl-DataToUL-ACKForDCIFormat1_2

	
	
	'111'
	8th value provided by dl-DataToUL-ACK, dl-DataToUL-ACK-r16,  or dl-DataToUL-ACK-DCI-1-2dl-DataToUL-ACKForDCIFormat1_2



For a PUCCH transmission with HARQ-ACK information, a UE determines a PUCCH resource after determining a set of PUCCH resources for [image: ] HARQ-ACK information bits, as described in clause 9.2.1. The PUCCH resource determination is based on a PUCCH resource indicator field [5, TS 38.212], if present, in a last DCI format, among the DCI formats that have a value of a PDSCH-to-HARQ_feedback timing indicator field, if present, or a value of dl-DataToUL-ACK, or dl-DataToUL-ACK-r16, or dl-DataToUL-ACK-DCI-1-2dl-DataToUL-ACKForDCIFormat1_2, indicating a same slot for the PUCCH transmission, that the UE detects and for which the UE transmits corresponding HARQ-ACK information in the PUCCH where, for PUCCH resource determination, detected DCI formats are first indexed in an ascending order across serving cells indexes for a same PDCCH monitoring occasion and are then indexed in an ascending order across PDCCH monitoring occasion indexes. For indexing DCI formats within a serving cell for a same PDCCH monitoring occasion, if the UE is not provided coresetPoolIndex or is provided coresetPoolIndex with value 0 for one or more first CORESETs and is provided coresetPoolIndex with value 1 for one or more second CORESETs on an active DL BWP of a serving cell, and with ackNackFeedbackMode = joint for the active UL BWP, detected DCI formats from PDCCH receptions in the first CORESETs are indexed prior to detected DCI formats from PDCCH receptions in the second CORESETs.
The PUCCH resource indicator field values map to values of a set of PUCCH resource indexes, as defined in Table 9.2.3-2 for a PUCCH resource indicator field of 3 bits, provided by resourceList for PUCCH resources from a set of PUCCH resources provided by PUCCH-ResourceSet with a maximum of eight PUCCH resources. If the PUCCH resource indicator field includes 1 bit or 2 bits, the values map to the first two values or the first four values, respectively, of Table 9.2.3-2. If the last DCI format does not include a PUCCH resource indicator field, the first value of Table 9.2.3-2 is used. 
For the first set of PUCCH resources and when the size [image: ] of resourceList is larger than eight, when a UE provides HARQ-ACK information in a PUCCH transmission in response to detecting a last DCI format in a PDCCH reception, among DCI formats with a value of the PDSCH-to-HARQ_feedback timing indicator field, if present, or a value of dl-DataToUL-ACK, or dl-DataToUL-ACK-r16, or dl-DataToUL-ACK-DCI-1-2dl-DataToUL-ACKForDCIFormat1_2, indicating a same slot for the PUCCH transmission, the UE determines a PUCCH resource with index [image: ], [image: ], as
	[image: ]
where [image: ] is a number of CCEs in CORESET [image: ] of the PDCCH reception for the DCI format as described in clause 10.1, [image: ] is the index of a first CCE for the PDCCH reception, and  is a value of the PUCCH resource indicator field in the DCI format. If the DCI format does not include a PUCCH resource indicator field, .
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9.2.5.2	UE procedure for multiplexing HARQ-ACK/SR/CSI in a PUCCH
For a transmission occasion of a single CSI report, a PUCCH resource is provided by pucch-CSI-ResourceList. For a transmission occasion of multiple CSI reports, corresponding PUCCH resources can be provided by multi-CSI-PUCCH-ResourceList. If a UE is provided first and second PUCCH-Config, multi-CSI-PUCCH-ResourceList is provided by the first PUCCH-Config, and PUCCH-ResourceId in pucch-CSI-ResourceList or multi-CSI-PUCCH-ResourceList indicates a corresponding PUCCH resource in PUCCH-Resource provided by the first PUCCH-Config.
If a UE is provided only one PUCCH resource set for transmission of HARQ-ACK information in response to PDSCH reception scheduled by a DCI format or in response to a SPS PDSCH release or in response to a SCell dormancy indication, the UE does not expect to be provided simultaneousHARQ-ACK-CSI.
A UE is configured by maxCodeRate a code rate for multiplexing HARQ-ACK, SR, and CSI report(s) in a PUCCH transmission using PUCCH format 2, PUCCH format 3, or PUCCH format 4. 
If a UE transmits CSI reports using PUCCH format 2, the UE transmits only wideband CSI for each CSI report [6, TS 38.214]. In the following, a Part 1 CSI report refers either to a CSI report with only wideband CSI or to a Part 1 CSI report with wideband CSI and sub-band CSI. 
Denote as
-	[image: ] a total number of HARQ-ACK information bits, if any
-	[image: ] a total number of SR bits. [image: ] if there is no scheduling request bit; otherwise, [image: ] as described in clause 9.2.5.1
-	[image: ], where [image: ] is a number of Part 1 CSI report bits for CSI report with priority value [image: ], [image: ] is a number of Part 2 CSI report bits, if any, for CSI report with priority value [image: ] [6, TS 38.214], and [image: ] is a number of CSI reports that include overlapping CSI reports
-	[image: ], where [image: ] is a number of CRC bits, if any, for encoding HARQ-ACK, SR and Part 1 CSI report bits and [image: ] is a number of CRC bits, if any, for encoding Part 2 CSI report bits
In the following
-	[image: ] is a code rate given by maxCodeRate as in Table 9.2.5.2-1.
-	[image: ] is a number of PRBs for PUCCH format 2, or PUCCH format 3, or PUCCH format 4, respectively, where [image: ] is provided by nrofPRBs in PUCCH-format2 for PUCCH format 2 or by nrofPRBs in PUCCH-format3 for PUCCH format 3, and [image: ] for PUCCH format 4
-	[image: ] for PUCCH format 2 or, if the PUCCH resource with PUCCH format 2 includes an orthogonal cover code with length [image: ] provided by occ-Length, [image: ], [image: ] for PUCCH format 3 or, if the PUCCH resource with PUCCH format 3 includes an orthogonal cover code with length [image: ] provided by occ-Length, [image: ], and [image: ] for PUCCH format 4, where [image: ] is a number of subcarriers per resource block [4, TS 38.211]
-	[image: ] is equal to a number of PUCCH symbols [image: ] for PUCCH format 2 provided by nrofSymbols in PUCCH-format2. For PUCCH format 3 or for PUCCH format 4, [image: ] is equal to a number of PUCCH symbols [image: ] for PUCCH format 3 or equal to a number of PUCCH symbols [image: ] for PUCCH format 4 provided by nrofSymbols in PUCCH-format3 or nrofSymbols in PUCCH-format4, respectively, after excluding a number of symbols used for DM-RS transmission for PUCCH format 3 or for PUCCH format 4, respectively [4, TS 38.211]
-	[image: ] if pi/2-BPSK is the modulation scheme and [image: ] if QPSK is the modulation scheme as indicated by pi2BPSK for PUCCH format 3 or PUCCH format 4. For PUCCH format 2, [image: ]
If a UE has one or more CSI reports and zero or more HARQ-ACK/SR information bits to transmit in a PUCCH where the HARQ-ACK, if any, is in response to a PDSCH reception without a corresponding PDCCH
-	if any of the CSI reports are overlapping and the UE is provided by multi-CSI-PUCCH-ResourceList with [image: ] PUCCH resources in a slot, for PUCCH format 2 and/or PUCCH format 3 and/or PUCCH format 4, as described in clause 9.2.1, where the resources are indexed according to an ascending order for the product of a number of corresponding REs, modulation order [image: ], and configured code rate [image: ];
-	if [image: ], the UE uses PUCCH format 2 resource [image: ], or the PUCCH format 3 resource [image: ], or the PUCCH format 4 resource [image: ]
-	else if [image: ] and [image: ], [image: ], the UE transmits a PUCCH conveying HARQ-ACK information, SR and CSI report(s) in a respective PUCCH where the UE uses the PUCCH format 2 resource [image: ], or the PUCCH format 3 resource [image: ], or the PUCCH format 4 resource [image: ] 
-	else the UE uses the PUCCH format 2 resource [image: ], or the PUCCH format 3 resource [image: ], or the PUCCH format 4 resource [image: ] and the UE selects [image: ] CSI report(s) for transmission together with HARQ-ACK information and SR, when any, in ascending priority value as described in [6, TS 38.214] 
[bookmark: _Hlk534904159]-	else, the UE transmits the [image: ] bits in a PUCCH resource provided by pucch-CSI-ResourceList and determined as described in clause 9.2.5 
If a UE has HARQ-ACK, SR and wideband or sub-band CSI reports to transmit and the UE determines a PUCCH resource with PUCCH format 2, or the UE has HARQ-ACK, SR and wideband CSI reports [6, TS 38.214] to transmit and the UE determines a PUCCH resource with PUCCH format 3 or PUCCH format 4, where 
-	the UE determines the PUCCH resource using the PUCCH resource indicator field [5, TS 38.212] in a last of a number of DCI formats with a value of a PDSCH-to-HARQ_feedback timing indicator field, if present, or a value of dl-DataToUL-ACK, or dl-DataToUL-ACK-r16, or dl-DataToUL-ACK-DCI-1-2dl-DataToUL-ACKForDCIFormat1_2, indicating a same slot for the PUCCH transmission, from a PUCCH resource set provided to the UE for HARQ-ACK transmission, and 
-	the UE determines the PUCCH resource set as described in clause 9.2.1 and clause 9.2.3 for [image: ] UCI bits
and
-	if [image: ], the UE transmits the HARQ-ACK, SR, and CSI reports bits by selecting the minimum number [image: ] of the [image: ] PRBs satisfying [image: ] as described in clauses 9.2.3 and 9.2.5.1;
-	else, the UE selects [image: ] CSI report(s), from the [image: ] CSI reports, for transmission together with HARQ-ACK and SR in ascending priority value [6, TS 38.214], where  the value of [image: ] satisfies [image: ] and [image: ], where [image: ] is a number of CRC bits corresponding to [image: ] UCI bits, and [image: ] is a number of CRC bits corresponding to [image: ] UCI bits.
*** Unchanged text is omitted ***

Please provide your view:
	Company
	View

	Samsung
	We support the CR as the proposing company (the text related to Change #1 discussed in NR-U-04 could be removed). 

	ZTE, Sanechips
	In principle, we support this CR, but we think that it would be more appropriate for such change to be handled under URLLC topic rather than NR-U.

	LG
	We are OK with the CR.

	Intel
	We are OK with the TP

	Huawei, HiSilicon
	Agree with ZTE that it is suitable to be handled by URLLC.

	Nokia, NSB
	We are ok with the changes

	Lenovo
	Since it is editorial change for aligning RRC parameter name, we are OK with the TP.

	vivo
	We are OK with the CR

	Samsung2
	Just one side information: [108-e-R16-URLLC-05] has a same discussion. If the intention is to recommend to the editor for the alignment CR, then either WI or both WIs recommending the change is ok. 

	Ericsson
	Support the TP

	CATT
	Same comment as Samsung.

	Moderator
	Chair is aware of the issue. 
Since this eventually will be sending to the editor, I believe the editor will be able to  merge the changes, if there is another coming from URLLC work item



E2
The following was identified in preparation email discussion [1] to be further discussed
	Issue ID
	Brief summary
	Summary
document
	Supporting document

	E2
	RRC parameter name consistency for pusch-TimeDomainAllocationList-ForMultiPUSCH
	
	CR for 38.214 in [3]


Reason for change: 
Higher-layer parameter name related to multi-PUSCH scheduling is not aligned in different clauses in TS 38.214 and between TS 38.214 and TS 38.331. Parameter name pusch-TimeDomainAllocationListForMultiPUSCH is used in TS 38.331 and Clauses 6.1.2.1 and 6.3.1 in TS 38.214. However, a different parameter name pusch-TimeDomainAllocationList-ForMultiPUSCH is used in Clause 6.1.2.1.1 in TS 38.214.

================TP for 38.214 6.1.2.1.1 ====================
[bookmark: _Toc11352144][bookmark: _Toc20318034][bookmark: _Toc27299932][bookmark: _Toc29673205][bookmark: _Toc45810614][bookmark: _Toc29673346][bookmark: _Toc36645569][bookmark: _Toc90388101][bookmark: _Toc29674339]6.1.2.1.1	Determination of the resource allocation table to be used for PUSCH
<unchanged part is omitted>
[bookmark: _Ref500453000]Table 6.1.2.1.1-1A: Applicable PUSCH time domain resource allocation for DCI format 0_1 in UE specific search space scrambled with C-RNTI, MCS-C-RNTI, CS-RNTI or SP-CSI-RNTI
	pusch-ConfigCommon includes pusch-TimeDomainAllocationList
	pusch-Config includes pusch-TimeDomainAllocationList
	pusch-Config includes pusch-TimeDomainAllocationListDCI-0-1
	pusch-Config includes pusch-TimeDomainAllocationList-ForMultiPUSCH
	PUSCH time domain resource allocation to apply

	No
	No
	No
	No
	Default A

	Yes
	No
	No
	No
	pusch-TimeDomainAllocationList provided in pusch-ConfigCommon 

	No/Yes
	Yes
	No
	No
	pusch-TimeDomainAllocationList provided in pusch-Config

	No/Yes
	No/Yes
	Yes
	-
	pusch-TimeDomainAllocationListDCI-0-1 provided in pusch-Config

	No/Yes
	No/Yes
	-
	Yes
	pusch-TimeDomainAllocationList-ForMultiPUSCH provided in pusch-Config



<unchanged part is omitted>
====================================================== 
Please provide your view:
	Company
	View

	Samsung
	We are ok with this CR. 

	ZTE, Sanechips
	Support

	LG
	We are OK with the CR.

	Intel
	We are OK with the changes.

	Huawei,HiSilicon
	OK with the changes

	Nokia, NSB
	We are ok with the changes

	Lenovo
	OK

	vivo
	Support

	Ericsson
	Support the TP

	CATT
	Support



E3
The following was identified in preparation email discussion [1] to be further discussed
	Issue ID
	Brief summary
	Summary
document
	Supporting document

	E3
	RRC parameter name consistency for channelAccessMode
	
	CR for 38.213 in [4]
CR for 37.213 in [5]


Reason for change:
Misalignment of higher-layer parameter name between TS 38.213 and TS 38.331.
Alignment of higher-layer parameter name, as follows:
Change “channelAccessMode = semistatic” to “channelAccessMode = semiStatic”

TP in [4] and [5]
Please provide your view:
	Company
	View

	Samsung
	We are ok with this change. 

	ZTE, Sanechips
	Support

	LG
	We are OK with the CR.

	Intel
	We are OK with the changes.

	Huawei, HiSilicon
	OK with the changes

	Nokia, NSB
	We are ok with the changes

	Lenovo
	OK

	vivo
	OK

	Ericsson
	Support

	CATT
	Support




Conclusion
[bookmark: _Hlk80739039]The following TPs are adopted in principle and the editors of the corresponding specifications are requested to capture the corrections in the next update provided by them.
1. TP for 38.213 in R1-2201990 for change #2 only
1. TP for 38.214 in R1-2201325
1. TP for 38.213 in R1-2201396
1. TP for 37.213 in R1-2201397


Reference
[1]. R1-2202492, Summary of preparation phase email discussion for Rel.16 NR-U, Qualcomm
[2]. R1-2201990, Correction on HARQ timing parameters, Samsung
[3]. R1-2201325, Correction on RRC parameter for multi-PUSCH scheduling, CATT
[4]. R1-2201396, Correction on semi-static channel access procedure in TS 38.213, ZTE, Sanechips
[5]. R1-2201397, Correction on semi-static channel access procedure in TS 37.213, ZTE, Sanechips
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