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	Reason for change:
	According to the agreements in [101-e- NR-5G_V2X_NRSL-Mode-1-03] and relevant TPs in R1-2005008, the Type-1 HARQ-ACK codebook for reporting sidelink HARQ-ACK in PUSCH should be determined:
“in any of the set  of occasions for candidate PSSCH transmissions with corresponding PSFCH reception occasions”, it should be a common precondition for both the cases :
·  if the UE has not received any PDCCH with a DCI format 3_0 scheduling PSSCH transmissions …, or
·  if the UE has not been provided PSSCH resources with corresponding PSFCH reception occasions …,

The current description in 16.5.1.2 is not exactly matched the agreements by using incorrect paragraphing.

	
	

	Summary of change:
	Modify the paragraph structure of the following sentences:
1. “ in any of the set  of occasions for candidate PSSCH transmissions with corresponding PSFCH reception occasions, as described in clause 16.5.1.1” ;
1. “ in the set  of occasions for candidate PSSCH transmissions with corresponding PSFCH reception occasions” ;
1. “ in the set  of occasions for candidate PSSCH transmissions with corresponding PSFCH reception occasions as described in clause 16.5.1. ” ;

	
	

	Consequences if not approved:
	Incorrect description for Type-1 HARQ-ACK codebook generation for reporting sidelink HARQ-ACK in PUSCH to gNB.
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[bookmark: _Toc45699248][bookmark: _Toc92093897]16.5.1.2	Type-1 HARQ-ACK codebook in physical uplink shared channel
If a UE would multiplex HARQ-ACK information in a PUSCH transmission that is not scheduled by a DCI format or is scheduled by a DCI format without an SAI field, then 
[bookmark: _GoBack]-	if the UE 
-	has not received any PDCCH with a DCI format 3_0 scheduling PSSCH transmissions with corresponding PSFCH reception occasions that the UE transmits corresponding HARQ-ACK information in the PUSCH, based on a value of a respective PSFCH-to-HARQ_feedback timing indicator field in a DCI format scheduling the PSSCH transmissions or on the value of PSFCH-to-HARQ feedback timing indicator field in a DCI format 3_0 activating a SL configured grant Type 2 transmission, or 
-	has not been provided PSSCH resources with corresponding PSFCH reception occasions that the UE transmits corresponding HARQ-ACK information based on the value of sl-PSFCH-ToPUCCH-CG-Type1 for a SL configured grant Type 1, 
 in any of the set  of occasions for candidate PSSCH transmissions with corresponding PSFCH reception occasions, as described in clause 16.5.1.1, 
the UE does not multiplex HARQ-ACK information in the PUSCH transmission;
-	else the UE generates the HARQ-ACK codebook as described in clause 16.5.1.1, unless the UE generates HARQ-ACK information only for 
-	PSFCH reception occasions associated with PSSCH transmissions corresponding to a SL configured grant, or
-	PSFCH reception occasions associated with PSSCH transmissions that are scheduled by DCI format 3_0 with a counter SAI field value of 1, 
in the set  of occasions for candidate PSSCH transmissions with corresponding PSFCH reception occasions, 
in which case the UE generates HARQ-ACK information only for the PSFCH reception occasions as described in clause 16.5.1.
A UE sets to NACK value in the HARQ-ACK codebook any HARQ-ACK information corresponding to PSFCH reception occasions associated with PSSCH transmissions scheduled by a DCI format 3_0 that the UE detects in a PDCCH monitoring occasion that starts after a PDCCH monitoring occasion where the UE detects a DCI format scheduling the PUSCH transmission.
If a UE multiplexes HARQ-ACK information in a PUSCH transmission that is scheduled by a DCI format that includes a SAI field, the UE generates the HARQ-ACK codebook as described in clause 16.5.1.1 when a value of the SAI field in the DCI format is . The UE does not generate a HARQ-ACK codebook for multiplexing in the PUSCH transmission when  unless the UE generates HARQ-ACK information only for 
-	PSFCH reception occasions associated with PSSCH transmissions corresponding to a SL configured grant, or 
-	PSFCH reception occasions associated with PSSCH transmissions that are scheduled by a DCI format 3_0 with a counter SAI field value of 1, 
in the set  of occasions for candidate PSSCH transmissions with corresponding PSFCH reception occasions as described in clause 16.5.1. 
 if the SAI field in the DCI format is set to '0'; otherwise, .

<Unchanged parts omitted>
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