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1	Overall description
RAN1 would like to thank RAN2 for the LS R1-2203042 (R2-2203695) on inter-UE coordination mechanism. The following is the RAN1 response for the questions listed in R1-2203042 (R2-2203695).
[bookmark: OLE_LINK1][bookmark: OLE_LINK2][bookmark: OLE_LINK9][bookmark: OLE_LINK10]Q1: Whether the priority value indicated by higher layer parameters priorityScheme1CoordInfoExplicit, priorityScheme1Request, and priorityScheme1CoordInfoCondition refers to the priority value of the MAC CE itself which affects its priority order used for LCP and multiplexing, or refers to the priority value which is used for sensing and/or candidate resource (re-)selection?

RAN1 answer: The priority value indicated by these higher layer parameters refers to the priority value which is used for sensing and/or candidate resource (re-)selection.
RAN1 updates the field description of these parameters as below:
· priorityScheme1CoordInfoExplicit: Indicate a priority value of inter-UE coordination information triggered by an explicit request in Scheme 1. The priority value is used for sensing and/or candidate resource (re-)selection.

· priorityScheme1Request: Indicate a priority value of an explicit request for inter-UE coordination information in Scheme 1. The priority value is used for sensing and/or candidate resource (re-)selection.

· priorityScheme1CoordInfoCondition: Indicate a priority value of inter-UE coordination information triggered by a condition other than explicit request reception in Scheme 1. The priority value is used for sensing and/or candidate resource (re-)selection.

2	Actions
To: RAN2 
ACTION: 	RAN1 respectfully asks RAN2 to check above answer.

3	Dates of next TSG RAN WG1 meetings
TSG RAN WG1 Meeting #110-e                       	22nd Aug – 26th Aug, 2022			E-meeting

