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Introduction
[bookmark: _Hlk510705081]In RAN1#108-e the RAN1 UE features have been further developed [1, 2]. In this contribution we present our views on the UE features for NR DSS and LTE NR DC. 
Discussion
Detailed comments on UE features are listed below. For reference, the baseline agreements from RAN1#108-e are available in the Annex. 
· 34-2:
Support of Cross-carrier scheduling (CCS) from sSCell to PCell/PSCell  (Type B)
1) Cross-carrier scheduling from sSCell to PCell/PSCell with CIF
2) sSCell USS set(s) (for CCS from sSCell to PCell/PSCell) and search space sets on PCell/PSCell can be configured so that the UE monitors them in overlapping slot of PCell/PSCell and sSCell
3) Configuration of scaling factor α  for BD and CCE limit handling and PDCCH overbooking handling on P(S)Cell
4) The number of unicast DCI limits for PCell/PSCell scheduling
· Processing K1 unicast DCI scheduling DL on PCell/PSCell per PCell/PSCell slot and its aligned N consecutive sSCell slot(s)
· Processing K2 unicast DCI scheduling UL on PCell/PSCell per PCell/PSCell slot and its aligned N consecutive sSCell slot(s)
· FFS: N is based on pair of (PCell/PSCell SCS, sSCell SCS): N=1 for(15,15), (30,30), (60,60) and N=2 for (15,30), (30,60) and N=4 for (15, 60)
5) Same numerology between sSCell and P(S)Cell or sSCell SCS is larger than P(S)Cell SCS
6) USS set(s) for DCI format 0_1,1_1 configured on sSCell for CCS from sSCell to PCell/PSCell and USS set(s) for DCI format 0_2,1_2 configured on sSCell for CCS from sSCell to PCell/PSCell if UE supports FG 11-1 (dci-Format1-2And0-2-r16)
7) PDCCH monitoring occasion(s)
8) FFS: frame boundary alignment between PCell/PSCell and sSCell

4) The same components as with Rel-15 cross-carrier scheduling and Rel-16 cross-carrier scheduling with different SCS should be automatically included by corresponding FGs, if supported by the UE, and the ability for the PCell to be the scheduled cell does not impact those functionalities. Hence, this component is redundant. Given it has been agreed to already, it should include at least all combinations already supported by Rel-15/16. The DCI processing capacity should not be impacted by the fact that the scheduling cell is not a PCell, and thus Rel-16 capability here should apply. 
7) This component is not needed if only defining the minimum already supported by R15 UEs. If defined candidate values need to be precise on what are the possible PDCCH monitoring occasions, i.e. it is not enough to say it is not restricted to the first 3 OFDM symbols in PCell/PSCell slot, as no UE will indicate support to this value in practice.
8) This is a basic requirement, could be confirmed or removed as redundant.


· 34-1:
· The same proposals as for FG34-2 apply here.
· 35-1: 
· No need for component value 1 in components 3 and 4. The number of configured “triggering states” was specifically introduced to allow for the gNB to schedule the two bursts of A-CSI-RS for fast SCell Activation around TDD-carrier UL phases, SSBs, and other DL signals that cannot be pre-empted by this CSI-RS, as well as allow for some level of frequency multiplexing capability. If a value of 1 is indicated as the UE capability there is no possibility for scheduling the CSI-RSs in frequency domain, whatsoever, and there is just one time-domain pattern that the gNB can trigger and the whole design is essentially obsoleted and reduced to a single-bit trigger as if the CSI-RS for the UE being activated was the only thing there was in the system. 8 for FDD and 64 for TDD as minimum capabilities are suggested.



Proposal: Consider the observations and modifications proposed above for the next version of the corresponding RAN1 UE features list.
Conclusion
In this contribution we have presented our views on UE features for NR DSS and LTE NR DC, with the following proposal:
Proposal: Consider the observations and modifications proposed above for the next version of the corresponding RAN1 UE features list.
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	Features
	Index
	Feature group
	Components
	Prerequisite feature groups
	Need for the gNB to know if the feature is supported
	Applicable to the capability signalling exchange between UEs (Sidelink WI only)”.
	Consequence if the feature is not supported by the UE
	Type
(the ‘type’ definition from UE features should be based on the granularity of 1) Per UE or 2) Per Band or 3) Per BC or 4) Per FS or 5) Per FSPC)
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Capability interpretation for mixture of FDD/TDD and/or FR1/FR2
	Note
	Mandatory/Optional

	 34. NR_DSS
	34-2
	Cross-carrier scheduling from SCell to PCell/PSCell (Type B)
	Support of Cross-carrier scheduling (CCS) from sSCell to PCell/PSCell  (Type B)
1) Cross-carrier scheduling from sSCell to PCell/PSCell with CIF
2) sSCell USS set(s) (for CCS from sSCell to PCell/PSCell) and search space sets on PCell/PSCell can be configured so that the UE monitors them in overlapping slot of PCell/PSCell and sSCell
3) Configuration of scaling factor α  for BD and CCE limit handling and PDCCH overbooking handling on P(S)Cell
4) The number of unicast DCI limits for PCell/PSCell scheduling
· Processing K1 unicast DCI scheduling DL on PCell/PSCell per PCell/PSCell slot and its aligned N consecutive sSCell slot(s)
· Processing K2 unicast DCI scheduling UL on PCell/PSCell per PCell/PSCell slot and its aligned N consecutive sSCell slot(s)
· FFS: N is based on pair of (PCell/PSCell SCS, sSCell SCS): N=1 for(15,15), (30,30), (60,60) and N=2 for (15,30), (30,60) and N=4 for (15, 60)
5) Same numerology between sSCell and P(S)Cell or sSCell SCS is larger than P(S)Cell SCS
6) USS set(s) for DCI format 0_1,1_1 configured on sSCell for CCS from sSCell to PCell/PSCell and USS set(s) for DCI format 0_2,1_2 configured on sSCell for CCS from sSCell to PCell/PSCell if UE supports FG 11-1 (dci-Format1-2And0-2-r16)
7) PDCCH monitoring occasion(s)
8) FFS: frame boundary alignment between PCell/PSCell and sSCell

	6-5 
	Yes
	N/A
	Cross-carrier scheduling from SCell to PCell/PSCell (Type B) is not supported
	Per BC
	No
	Applicable to FR1 only
	No
	Candidate value set: One or more of supported SCS combinations ({P(S)Cell SCS in kHz, sSCell SCS in kHz}) from following set are indicated by the UE: {15,15}, {15,30}, (15, 60), [{30,30}, {30,60},{60,60})]
[Candidate value set 2: frequency band pair(s) for {PCell/PSCell, sSCell}]

Component 4 candidate values: (K1, K2) = {(1,1) for FDD P(S)Cell; (K1, K2) = (1,2) for TDD P(S)Cell}

Component 7 candidate values:
[Value 1: PDCCH monitoring occasion(s) on PCell/PSCell and on sSCell for cross-carrier scheduling to PCell/PSCell is within the first 3 OFDM symbols of a PCell/PSCell slot. 
Value 2: PDCCH monitoring occasion(s) on PCell/PSCell and on sSCell for cross-carrier scheduling to PCell/PSCell is not restricted to the first 3 OFDM symbols of a PCell/PSCell slot]

Note: The CCS from sSCell to Pcell is applicable to FR1 only but there can be other Scells in FR2 configured for the UE

Note: The SCell configured with Cross-carrier scheduling to PCell/PSCell is referred to as ‘sSCell’
	Optional with capability signalling

	 34. NR_DSS
	34-1
	Cross-carrier scheduling from SCell to PCell/PSCell with search space restrictions (Type A)
	Support of Cross-carrier scheduling from sSCell to PCell/PSCell with search space restrictions (Type A)
1) Cross-carrier scheduling from sSCell to PCell/PSCell with CIF
2) Search space restrictions: sSCell USS set(s) (for CCS from sSCell to PCell/PSCell) and at least following search space sets on PCell/PSCell can only be configured such that UE does not monitor them in overlapping slot of PCell/PSCell and sSCell
· USS sets for DCI formats 0_1,1_1,0_2,1_2
· USS sets for DCI formats 0_0,1_0
· Type3-CSS set(s) for DCI formats 1_0/0_0 with C-RNTI/CS-RNTI/MCS-C-RNTI 
3) Configuration of scaling factor α  for BD and CCE limit handling and PDCCH overbooking handling on P(S)Cell
4) FFS: # The number of unicast DCI limits for PCell/PSCell scheduling
· Processing K1 unicast DCI scheduling DL on PCell/PSCell per PCell/PSCell slot and its aligned N consecutive sSCell slot(s)
· Processing K2 unicast DCI scheduling UL on PCell/PSCell per PCell/PSCell slot and its aligned N consecutive sSCell slot(s)
· FFS: N is based on pair of (PCell/PSCell SCS, sSCell SCS): N=1 for(15,15), (30,30), (60,60) and N=2 for (15,30), (30,60) and N=4 for (15, 60)
5) Same numerology between sSCell and P(S)Cell or sSCell SCS is larger than P(S)Cell SCS
6) USS set(s) for DCI format 0_1,1_1 configured on sSCell for CCS from sSCell to Pcell/PSCell and USS set(s) for DCI format 0_2,1_2 configured on sSCell for CCS from sSCell to PCell/PSCell if UE supports FG 11-1 (dci-Format1-2And0-2-r16)
7) sSCell USS set(s) (for CCS from sSCell to Pcell/PSCell) and Type0/0A/1/2 CSS sets on Pcell/PSCell can be configured so that the UE monitors them in overlapping slot of Pcell/PSCell and sSCell
a. no simultaneous monitoring between ‘USS sets (for P(S)Cell scheduling) on sSCell’ and ‘Type 0/0A/1/2/CSS sets on P(S)Cell for DCI formats with CRC scrambled by C-RNTI/MCS-C-RNTI/CS-RNTI’
b. simultaneous monitoring of ‘USS sets (for P(S)Cell scheduling) on sSCell’ and ‘Type 0/0A/1/2/CSS sets on P(S)Cell for DCI formats with CRC not scrambled by C-RNTI/MCS-C-RNTI/CS-RNTI’
8) FFS: Support of monitoring DCI formats 0_1,1_1,0_2,1_2 on PCell/PSCell USS set(s)
9) PDCCH monitoring occasion(s)
10) FFS: frame boundary alignment between PCell/PSCell and sSCell

	6-5
	Yes
	N/A
	Cross-carrier scheduling from SCell to PCell/PSCell with search space restrictions (Type A) is not supported
	Per BC
	No
	Applicable to FR1 only
	No
	Candidate value set: One or more of supported SCS combinations ({P(S)Cell SCS in kHz, sSCell SCS in kHz}) from following set are indicated by the UE: {15,15}, {15,30}, (15, 60), [{30,30}, {30,60},{60,60}])
[Candidate value set 2: frequency band pair(s) for {PCell/PSCell, sSCell}]

Component 4 candidate values: (K1, K2) = {(1,1) for FDD P(S)Cell; (K1, K2) = (1,2) for TDD P(S)Cell, [(K1, K2) = (2,2) for FDD P(S)Cell; (K1, K2) = (2,4) for TDD P(S)Cell]}

Component 9 candidate values:
[Value 1: PDCCH monitoring occasion(s) on PCell/PSCell and on sSCell for cross-carrier scheduling to PCell/PSCell is within the first 3 OFDM symbols of a PCell/PSCell slot. 
Value 2: PDCCH monitoring occasion(s) on PCell/PSCell and on sSCell for cross-carrier scheduling to PCell/PSCell is not restricted to the first 3 OFDM symbols of a PCell/PSCell slot]

Note: The CCS from sSCell to PCell is applicable to FR1 only but there can be other SCells in FR2 configured for the UE

Note: The SCell configured with Cross-carrier scheduling to PCell/PSCell is referred to as ‘sSCell’
	Optional with capability signalling



	Features
	Index
	Feature group
	Components
	Prerequisite feature groups
	Need for the gNB to know if the feature is supported
	Applicable to the capability signalling exchange between UEs (Sidelink WI only)”.
	Consequence if the feature is not supported by the UE
	Type
(the ‘type’ definition from UE features should be based on the granularity of 1) Per UE or 2) Per Band or 3) Per BC or 4) Per FS or 5) Per FSPC)
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	Need of FR1/FR2 differentiation
	Capability interpretation for mixture of FDD/TDD and/or FR1/FR2
	Note
	Mandatory/Optional

	 35. LTE_NR_DC_enh2
	35-1
	Aperiodic CSI-RS for tracking for fast SCell activation
	1. Aperiodic CSI-RS for tracking for fast SCell activation is triggered by enhanced SCell activation/deactivation MAC CE
1. Aperiodic CSI-RS for tracking for fast SCell activation is triggered within the BWP indicated by firstActiveDownlinkBWP-Id for the SCell
1. Maximum number of aperiodic CSI-RS resource set configurations for tracking for fast SCell activation that can be configured to UE per CC in a reported band
1.  Maximum number of aperiodic CSI-RS resource set configurations for tracking for fast SCell activation that can be configured to UE across CCs in a reported band
	6-5
	Yes
	N/A
	Aperiodic CSI-RS for tracking for fast SCell activation is not supported
	Per band
	N/A
	N/A
	N/A
	Component 3 candidate values: {[1,] 8,16,32,48,64,128,255}

Component 4 candidate values: {[1,] 8,16,32,64,128,256,512,1024}

Note: In component 3, the candidate component values {FFS} do not apply to FR2

Note: In component 4, the candidate component values {FFS} do not apply to FR2

Note: component 3 and 4 candidate values refer to the  number of RS configurations for fast SCell activation that can be indicated by the MAC CE 

The NZP-CSI-RS configured as RS for tracking for fast SCell activation are not considered when counting the maximum NZP-CSI-RS configurations of FG2-33
	Optional with capability signalling



