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1	Introduction
RAN1 received a LS from RAN WG2 with their view on the configuration of the parameters sl-MaxTransPower and p-max and whether they are associated with a serving cell, or they can be configured separately leaving the decision to RAN1 as follows:
[bookmark: _Toc101760683]RAN2 has left the final decision on the configuration of sl-MaxTransPower and p-max to RAN1.
	Answer 2:
In RAN2 specification, there is no restriction on the configuration of sl-MaxTransPower and p-max, and we can leave the final decision to RAN1.


2	Discussion
In our view, the parameter value for the SL transmission power should be configured regardless of whether the UE is associated with a serving cell or without a serving cell. Moreover, the value to be used has to be configured independently of the transmit power value to be used for the Uu link. Therefore, based on it, we propose that Option 1 is the one to be used by RAN4. Additionally, in the last RAN1#108-e meeting, the RAN1 group agreed on sending a reply in LS in R1-2202816 [1] where the selected option from RAN1 perspective is Option 1, i.e., the parameter can be associated either with a serving cell or without a serving cell, and it can be configured separately with p-max for Uu.
[bookmark: _Toc101760684][bookmark: _Toc95749676]RAN1 agreed in the RAN1#108-e meeting that the appropriate option regarding the configuration of the parameters sl-MaxTransPower and p-max is Option 1.
Since the RAN1 view is aligned with the RAN2 specification and based on the LS reply from RAN2 where the selection option is left to RAN1 to be decided, we propose to follow the agreement from last RAN1 meeting and select option 1 as the one used to configure the parameters.
[bookmark: _Toc101445309][bookmark: _Toc95749647][bookmark: _Toc95749855][bookmark: _Toc95749872][bookmark: _Toc95749885]Inform RAN4 that Option 1 is the one to be used when defining the parameter for the SL transmission power and it does not conflict with RAN2 view on the issue.
3	Conclusion
In the previous sections we made the following observations: 
Observation 1	RAN2 has left the final decision on the configuration of sl-MaxTransPower and p-max to RAN1.
Observation 2	RAN1 agreed in the RAN1#108-e meeting that the appropriate option regarding the configuration of the parameters sl-MaxTransPower and p-max is Option 1.

Based on the discussion in the previous sections we propose the following:
Proposal 1	Inform RAN4 that Option 1 is the one to be used when defining the parameter for the SL transmission power which does not conflict with RAN2 view on the issue.
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