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	Reason for change:
	1. For HARQ-ACK information, a priority value of a PSFCH transmission is denoted as  and value range of  should be from 1 to 8. For conflict information, a priority value of a PSFCH transmission is denoted as , and the range of  should be from 9 to 16 because the value range of the priority value is from 1 to 8 in clause 16.2.3. 
2. Clarify the values of reserved bits for SCI format 1-A in clause 16.4.
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-	else
[bookmark: _Hlk39409839]-	the UE autonomously selects  PSFCH transmissions with ascending order of corresponding priority field values as described in clause 16.2.4.2
-	if , where  is determined for the  PSFCH transmissions according to [8-1, TS 38.101-1]
-	 and  [dBm] 
-	else
-	the UE autonomously selects  PSFCH transmissions in ascending order of corresponding priority field values as described in clause 16.2.4.2 over the PSFCH transmissions with HARQ-ACK information, if any, and then with ascending order of priority value over the PSFCH transmissions with conflict information, if any, such that  where , , is a number of PSFCHs with priority value  for PSFCH with HARQ-ACK information and , , is a number of PSFCHs with priority value  for PSFCH with conflict information and  is defined as 
-	the largest value satisfying  where  is determined according to [8-1, TS 38.101-1] for transmission of all PSFCHs in , if any
-	zero, otherwise
	and
	 [dBm]
	where  is determined for the  simultaneous PSFCH transmissions according to [8-1, TS 38.101-1] 
-	else
	 [dBm]
	where the UE autonomously determines  PSFCH transmissions with ascending order of corresponding priority field values as described in clause 16.2.4.2 over the PSFCH transmissions with HARQ-ACK information, if any, and then with ascending order of priority value over the PSFCH transmissions with conflict information, if any, such that  and where  is determined for the  PSFCH transmissions according to [8-1, TS 38.101-1].
*** Unchanged text is omitted ***
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A UE that transmits a PSCCH with SCI format 1-A using sidelink resource allocation mode 1 [6, TS 38.214] sets
-	the values of the frequency resource assignment field and the time resource assignment field for the SCI format 1-A transmitted in the -th resource for PSCCH/PSSCH transmission provided by a dynamic grant or by a SL configured grant, where  and M is the total number of resources for PSCCH/PSSCH transmission provided by a dynamic grant or the number of resources for PSCCH/PSSCH transmission in a period provided by a SL configured grant type 1 or SL configured grant type 2, as follows:
-	the frequency resource assignment field and time resource assignment field indicate the -th to -th resources as described in [6, TS 38.214].
For decoding of a SCI format 1-A, a UE may assume that a number of bits provided by sl-NumReservedBits can have any value as described in [4, TS 38.212]. 
*** Unchanged text is omitted ***
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