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	Reason for change:
	[bookmark: _GoBack]1. According to conclusions in RAN1-107, the UE may transmit simultaneously PUCCH and PUSCH of different priority indices in different carriers for inter-band CA. However, the current description captures behaviors of UL physical channels other than PUCCH SL HARQ-ACK, while it is not clearly stated that the simultaneous transmission of PUCCH with SL HARQ-ACK and PUSCH with possible UCI if PUCCH and PUSCH have different priority indices.
2. Align the parameter PUCCH-nrofSlots with the other TS.

	
	

	Summary of change:
	1. Include the description to clarify that the UE may transmit both PUCCH with SL HARQ-ACK and PUSCH with UCI of which priority indices are different.
2. Replace PUCCH-nrofSlots by pucch-RepetitionNrofSlots

	
	

	Consequences if not approved:
	1. For inter-band CA, simultaneous transmission of PUSCH and PUCCH with SL HARQ-ACK is not clear.
2. Inconsistent description for UCI repetitions.
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[bookmark: _In-sequence_SDU_delivery][bookmark: _Toc12021466][bookmark: _Toc20311578][bookmark: _Toc26719403][bookmark: _Toc29894836][bookmark: _Toc29899135][bookmark: _Toc29899553][bookmark: _Toc29917290][bookmark: _Toc36498164][bookmark: _Toc45699190][bookmark: _Toc106629430]9	UE procedure for reporting control information
<unchanged text omitted>
[bookmark: _Hlk111117705]When a UE determines overlapping for PUCCH transmissions with SL HARQ-ACK reports and PUSCH of smaller priority index, including repetitions if any, after resolving the overlapping PUCCH other than PUCCH transmissions with SL HARQ-ACK reports and/or PUSCH transmissions, if the PUSCH includes no UCI, and if the UE is not provided simultaneousPUCCH-PUSCH, the UE resolves the overlapping for PUCCH transmissions with SL HARQ-ACK reports and PUSCH of smaller priority index as described in clauses 9.2.5 and 9.2.6.
When a UE determines overlapping for PUCCH transmissions with SL HARQ-ACK reports and PUSCH of larger priority index only, including repetitions if any, after resolving the overlapping PUCCH other than PUCCH transmissions with SL HARQ-ACK reports and/or PUSCH transmissions, and if the UE is provided simultaneousPUCCH-PUSCH and would transmit a PUCCH with a first priority index and PUSCHs with a second priority index that is different than the first priority index, where the PUCCH and the PUSCHs overlap in time, and if the UE can simultaneously transmit the PUCCH and the PUSCHs [18, TS 38.306], the UE can simultaneously the PUCCH with SL HARQ-ACK reports and the PUSCHs.
When a UE determines overlapping for PUCCH transmissions with SL HARQ-ACK reports and PUSCH of larger priority index only, including repetitions if any, after resolving the overlapping PUCCH other than PUCCH transmissions with SL HARQ-ACK reports and/or PUSCH transmissions and if the UE is not provided simultaneousPUCCH-PUSCH, the UE does not transmit the PUCCH with SL HARQ-ACK reports
where
-	the UE expects that the transmission of the PUSCH would not start before  after a last symbol of the corresponding PDCCH reception;
-	is the PUSCH preparation time for a corresponding UE processing capability assuming  [6, TS 38.214], based on  and  as subsequently defined in this clause, and  is determined by a reported UE capability.
<unchanged text omitted>
[bookmark: _Toc106629453]9.2.5.4	UE procedure for deferring HARQ-ACK for SPS PDSCH 
<unchanged text omitted>
The UE does not expect to be provided both spsHARQdeferral and nrofSlots or pucch-RepetitionNrofSlots PUCCH-nrofSlots for any PUCCH resource of same priority.
[bookmark: _Toc12021483][bookmark: _Toc20311595][bookmark: _Toc26719420][bookmark: _Toc29894855][bookmark: _Toc29899154][bookmark: _Toc29899572][bookmark: _Toc29917309][bookmark: _Toc36498183][bookmark: _Toc45699210][bookmark: _Toc106629454]9.2.6	PUCCH repetition procedure
A UE can be indicated to transmit a PUCCH over  slots using a PUCCH resource, where
-	if the PUCCH resource is indicated by a DCI format and includes pucch-RepetitionNrofSlotsPUCCH-nrofSlots,  is provided by pucch-RepetitionNrofSlotsPUCCH-nrofSlots
-	otherwise,  is provided by nrofSlots
<unchanged text omitted>
	4/4	
