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	Reason for change:
	In Clause 6.3.1, there are still square brackets for starting RB deterimination in each frequency hop in case of inter-slot frequency hopping and when PUSCH-DMRS-Bundling is enabled.


 

	
	

	Summary of change:
	Removing square brackets for starting RB deterimination in each frequency hop in case of inter-slot frequency hopping and when PUSCH-DMRS-Bundling is enabled.



	
	

	Consequences if not approved:
	The UE cannot perform starting RB determination for starting RB deterimination in each frequency hop in case of inter-slot frequency hopping and when PUSCH-DMRS-Bundling is enabled.
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<Unchanged parts are omitted>

In case of inter-slot frequency hopping and when PUSCH-DMRS-Bundling is enabled, and when a PUSCH is not scheduled by RAR UL grant or DCI format 0_0 with CRC scrambled by TC-RNTI, the starting RB during slot  is given by: 
	[]


where  is the current slot number within a system radio frame,  is the number of the system radio frame containing the current slot,  is the number of slots per frame for subcarrier spacing configuration of the UL BWP that the PUSCH is transmitted on,  is the value of the higher layer parameter PUSCH-Frequencyhopping-Interval,  is the starting RB within the UL BWP, as calculated from the resource block assignment information of resource allocation type 1 (described in Clause 6.1.2.2.2) andis the frequency offset in RBs between the two frequency hops.
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