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	Reason for change:
	According to RAN4 agreement, the Rx branch(es) selected for DL PRS-RSRPP reporting should be the same as the Rx branch(es) selected for DL PRS-RSRP for DL-AoD positioning method.

In addition, RAN1 made the agreement in RAN1#109-e that the Rx branch selected for DL PRS-RSRPP is up to UE implementation for DL-TDOA and Multi-RTT positioning methods.

TS 38.215 should at least capture the Rx diversity option for DL-AoD, which is missing.

	
	

	Summary of change:
	The Rx diversity constraints for DL PRS-RSRPP reporting for DL-AoD positioning method is added to DL PRS-RSRPP definition.
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========================= Unchanged parts =========================
[bookmark: _Toc98515740]5.1.35	DL PRS reference signal received path power (DL PRS-RSRPP)

	Definition
	DL PRS reference signal received path power (DL PRS-RSRPP), is defined as the power of the linear average of the channel response at the i-th path delay of the resource elements that carry DL PRS signal configured for the measurement, where DL PRS-RSRPP for the 1st path delay is the power contribution corresponding to the first detected path in time.

For frequency range 1, the reference point for the DL PRS-RSRPP shall be the antenna connector of the UE. For frequency range 2, DL PRS-RSRPP shall be measured based on the combined signal from antenna elements corresponding to a given receiver branch.

For frequency range 1 and 2, if receiver diversity is in use by the UE for DL PRS-RSRPP measurements, the reported DL PRS-RSRPP value included in the higher layer parameter NR-DL-AoD-MeasElement for the first and additional measurements shall be provided for the same receiver branch(es) as applied for DL PRS-RSRP measurements.
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