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	Reason for change:
	Assume that a UE is configured with SRS carrier switching between CC1(switching-to carrier) and CC2(switching-from carrier) and is also configured with UL Tx switching between CC2 and CC3. If the UE temporarily suspend the uplink transmission on CC2 during SRS transmission on CC1, the uplink transmission on CC3 should also be affected.

	
	

	Summary of change:
	During SRS transmission on switching-to carrier,the carrier, which is configured with UL Tx switching with the switching-from carrier, should be suspended.

	
	

	Consequences if not approved:
	During SRS transmission on switching-to carrier, whether the carrier which is configured with UL Tx switching with the switching-from carrier should be suspended is unclear. 
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	Other comments:
	Isolated Impact Analysis:
This CR has isolated impact on suspension rules of the carrier which is configured with UL Tx switching with the switching-from carrier during SRS transmission on switching-to carrier. Since Tx chains are always shared between two carriers configured for UL Tx switching, any Tx chain occupied by SRS carrier switching occurance has impacted on both the two carriers. Therefore, it is not expected to impact on gNB/UE implementation by the CR.
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<Unchanged parts are omitted>
A UE can be configured with SRS resource(s) on a carrier c1 with slot formats comprised of DL and UL symbols and not configured for PUSCH/PUCCH transmission. For carrier c1, the UE is configured with higher layer parameter srs-SwitchFromServCellIndex and srs-SwitchFromCarrier the switching from carrier c2 which is configured for PUSCH/PUCCH transmission. During SRS transmission on carrier c1 (including any interruption due to uplink or downlink RF retuning time [11, TS 38.133] as defined by higher layer parameters switchingTimeUL and switchingTimeDL of SRS-SwitchingTimeNR), the UE temporarily suspends the uplink transmission on carrier c2, and also the uplink transmission on carrier c3 if the UE is configured with uplinkTxSwitching-r16 for uplink switching between uplink carrier c2 and c3..
<Unchanged parts are omitted>


