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	Reason for change:
	In Rel-15, UE capabilities corresponding to parallel transmission of SRS and other channels, PRACH and other channels have been specified in TS38.306, meanwhile, UE’s behavior of parallel transmission is introduced in clause 6.2.1 in TS 38.214. 
In Rel-16, a new UE capability, i.e. parallelTxMsgA-SRS-PUCCH-PUSCH-r16, has been introduced in TS38.306 in 2-step RACH WI, however, the UE’s behavior corresponding to the Rel-16 UE capability of parallel transmission of MsgA and other channels hasn’t been mentioned in TS 38.214.


	
	

	Summary of change:
	“simultaneous SRS and PRACH transmissions” is replaced by “simultaneous SRS and PRACH/MsgA PUSCH transmissions”

	
	

	Consequences if not approved:
	UE’s behavior is not clear for parallel transmission of MsgA and other channels.
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6.2.1	UE sounding procedure
<Unchanged parts are omitted>

In case of intra-band carrier aggregation or in inter-band CA band combination if simultaneous SRS and PUCCH/PUSCH transmissions are not supported by UE, the UE is not expected to be indicated with a SRS transmission from a carrier and to be configured or scheduled with a PUSCH/UL DM-RS/UL PT-RS/PUCCH transmission from a different carrier in the same symbol.
In case of intra-band carrier aggregation or in inter-band CA band combination if simultaneous SRS and PRACH/MsgA PUSCH transmissions are not supported by UE, the UE shall not transmit simultaneously SRS resource(s) from a carrier and PRACH/MsgA PUSCH from a different carrier. 
<Unchanged parts are omitted>





