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	Reason for change:
	It was agreed during RAN1#109-e meeting that NCD-SSB is handled in the same way as CD-SSB for collision handling between NCD-SSB and UL transmission. The same principle can be applied to PUCCH repetition in TDD, PDCCH dropping, collision handling between NCD-SSB and UL transmission in TDD, and detection of DCI 2_0 with SFI information. 
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	Add NCD-SSB as a prioritized channel in the behavior on PUCCH repetition in TDD, PDCCH dropping, collision handling between NCD-SSB and UL transmission in TDD, and detection of DCI 2_0 with SFI information.
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	Other comments:
	Isolated Impact Analysis:
For UE that have not implementing the change, connected to gNB that have implemented the change, could result in different understanding on handling the listed cases. This can result in some loss of DL receptions or UL transmissions.  
For UE that have implemented the change, connected to gNB that have not implemented change, could result in different understanding on handling the listed cases. This can result in some loss of DL receptions or UL transmissions.  
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[bookmark: _Toc12021483][bookmark: _Toc20311595][bookmark: _Toc26719420][bookmark: _Toc29894855][bookmark: _Toc29899154][bookmark: _Toc29899572][bookmark: _Toc29917309][bookmark: _Toc36498183][bookmark: _Toc45699210][bookmark: _Toc106629454]9.2.6	PUCCH repetition procedure
A SS/PBCH block symbol is a symbol of an SS/PBCH block with candidate SS/PBCH block index corresponding to the SS/PBCH block index indicated to a UE by ssb-PositionsInBurst in SIB1 or ssb-PositionsInBurst in ServingCellConfigCommon or ssb-PositionsInBurst in NonCellDefiningSSB if provided or, if the UE is not provided DLorJoint-TCIState or followUnifiedTCIstate, by ssb-PositionsInBurst in SSB-MTCAdditionalPCI associated to physical cell ID with active TCI states.
<Unchanged Text Omitted>

[bookmark: _Toc12021485][bookmark: _Toc20311597][bookmark: _Toc26719422][bookmark: _Toc29894857][bookmark: _Toc29899156][bookmark: _Toc29899574][bookmark: _Toc29917311][bookmark: _Toc36498185][bookmark: _Toc45699212][bookmark: _Toc106629456]10	UE procedure for receiving control information
<Unchanged Text Omitted>
For monitoring of a PDCCH candidate by a UE, if the UE
[bookmark: _Hlk493885951]-	has received ssb-PositionsInBurst in SIB1 and has not received ssb-PositionsInBurst in ServingCellConfigCommon or NonCellDefiningSSB if provided for a serving cell, and
-	does not monitor PDCCH candidates in a Type0-PDCCH CSS set, and 
-	at least one RE for a PDCCH candidate overlaps with at least one RE of a candidate SS/PBCH block corresponding to a SS/PBCH block index provided by ssb-PositionsInBurst in SIB1, 
the UE is not required to monitor the PDCCH candidate.
For monitoring of a PDCCH candidate by a UE, if the UE
-	has received ssb-PositionsInBurst in ServingCellConfigCommon or NonCellDefiningSSB if provided for a serving cell, and
-	does not monitor PDCCH candidates in a Type0-PDCCH CSS set, and 
-	at least one RE for a PDCCH candidate overlaps with at least one RE of a candidate SS/PBCH block corresponding to a SS/PBCH block index provided by ssb-PositionsInBurst in ServingCellConfigCommon or NonCellDefiningSSB, 
the UE is not required to monitor the PDCCH candidate.
For monitoring of a PDCCH candidate by a UE, if the UE
-	has received ssb-PositionsInBurst in SSB-MTCAdditionalPCI for a serving cell, and
-	at least one RE for a PDCCH candidate overlaps with at least one RE of a candidate SS/PBCH block corresponding to a SS/PBCH block index provided by ssb-PositionsInBurst in SSB-MTCAdditionalPCI with same physical cell identity as the one associated with a RS having same quasi-collocation properties as a CORESET for the PDCCH candidate, 
the UE is not required to monitor the PDCCH candidate.
[bookmark: _Ref500831375][bookmark: _Toc12021489][bookmark: _Toc20311601][bookmark: _Toc26719426][bookmark: _Toc29894862][bookmark: _Toc29899161][bookmark: _Toc29899579][bookmark: _Toc29917318][bookmark: _Toc36498192][bookmark: _Toc45699220][bookmark: _Toc106629467]<Unchanged Text Omitted>
11.1	Slot configuration
<Unchanged Text Omitted>
For operation on a single carrier in unpaired spectrum, for a set of symbols of a slot indicated to a UE for reception of SS/PBCH blocks by ssb-PositionsInBurst in SIB1 or by ssb-PositionsInBurst in ServingCellConfigCommon or by ssb-PositionsInBurst in NonCellDefiningSSB if provided or, if the UE is not provided DLorJoint-TCIState or followUnifiedTCIstate, by ssb-PositionsInBurst in SSB-MTCAdditionalPCI associated to physical cell ID with active TCI states, the UE does not transmit PUSCH, PUCCH, PRACH in the slot if a transmission would overlap with any symbol from the set of symbols and the UE does not transmit SRS in the set of symbols of the slot. The UE does not expect the set of symbols of the slot to be indicated as uplink by tdd-UL-DL-ConfigurationCommon, or tdd-UL-DL-ConfigurationDedicated, when provided to the UE.
If a UE 
-	is configured with multiple serving cells and is provided with directionalCollisionHandling-r16 = 'enabled' for a set of serving cell(s) among the multiple serving cells, and
-	indicates support of half-DuplexTDD-CA-SameSCS-r16 capability, and 
-	is not configured to monitor PDCCH for detection of DCI format 2_0 on any of the multiple serving cells,
for a set of symbols of a slot that are indicated to the UE for reception of SS/PBCH blocks in a first cell of the multiple serving cells by ssb-PositionsInBurst in SystemInformationBlockType1 or by ssb-PositionsInBurst in ServingCellConfigCommon or, if the UE is not provided DLorJoint-TCIState or followUnifiedTCIstate, by ssb-PositionsInBurst in SSB-MTCAdditionalPCI associated to physical cell ID with active TCI states, the UE does not transmit PUSCH, PUCCH, or PRACH in the slot if a transmission would overlap with any symbol from the set of symbols, and the UE does not transmit SRS in the set of symbols of the slot in 
-	any of the multiple serving cells if the UE is not capable of simultaneous transmission and reception as indicated by simultaneousRxTxInterBandCA among the multiple serving cells, and
-	any one of the cells corresponding to the same band as the first cell, irrespective of any capability indicated by simultaneousRxTxInterBandCA.
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11.1.1	UE procedure for determining slot format
<Unchanged Text Omitted>
For a set of symbols of a slot corresponding to SS/PBCH blocks with candidate SS/PBCH block indices corresponding to the SS/PBCH block indexes indicated to a UE by ssb-PositionsInBurst in SIB1, or by ssb-PositionsInBurst in ServingCellConfigCommon, or by ssb-PositionsInBurst in NonCellDefiningSSB if provided, as described in clause 4.1 or, if the UE is not provided DLorJoint-TCIState or followUnifiedTCIstate, by ssb-PositionsInBurst in SSB-MTCAdditionalPCI associated to physical cell ID with active TCI states, the UE does not expect to detect a DCI format 2_0 with an SFI-index field value indicating the set of symbols of the slot as uplink.
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