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1. [bookmark: _Ref95743991]Introduction
In this contribution, we discuss an issue identified on the power control of SL.
2. [bookmark: _Ref498564494]Issues of power control
[bookmark: _Ref101901378]According to the power control formula in UU, the transmission power of PUCCH or PUSCH is related to two components: P0 and P0nominal, whereas the value range of P0 for PUCCH or PUSCH is [-16,15], and the value range of P0nominal for PUCCH or PUSCH is [-202..24].
The UL transmission power formula is agreed to be reused for SL. While the value range for P0 used for power control of PSCCH/PSSCH/PSFCH/S-SSB is [-16,15], the same as that for Uu, the P0nominal is missing and the corresponding RRC parameter has even not been defined in R16. This results in inappropriate transmission power for SL, e.g., the controllable Tx power range of SL is much smaller than UL, and consequently, the minimum SL power would be much larger than that of UL,  which causes strong interference to UL in the same frequency. 
· PUCCH
	If a UE transmits a PUCCH on active UL BWP [image: ] of carrier [image: ] in the primary cell [image: ] using PUCCH power control adjustment state with index [image: ], the UE determines the PUCCH transmission power [image: ] in PUCCH transmission occasion [image: ] as
[image: ] [dBm]
where 
-	[image: ] is the UE configured maximum output power defined in [8-1, TS 38.101-1], [8-2, TS 38.101-2] and [8-3, TS 38.101-3] for carrier [image: ] of primary cell [image: ] in PUCCH transmission occasion [image: ]
-	[image: ] is a parameter composed of the sum of a component [image: ], provided by p0-nominal, or [image: ] dBm if p0-nominal is not provided, for carrier [image: ] of primary cell [image: ] and, if provided, a component [image: ] provided by p0-PUCCH-Value in P0-PUCCH for active UL BWP [image: ] of carrier [image: ] of primary cell [image: ], where [image: ]. [image: ] is a size for a set of [image: ] values provided by maxNrofPUCCH-P0-PerSet. The set of [image: ] values is provided by p0-Set. If p0-Set is not provided to the UE, [image: ], [image: ]



PUCCH related P0 and P0nominal
PUCCH-PowerControl ::=              SEQUENCE {
    p0-Set                              SEQUENCE (SIZE (1..maxNrofPUCCH-P0-PerSet)) OF P0-PUCCH                 OPTIONAL, -- Need M
    pathlossReferenceRSs                SEQUENCE (SIZE (1..maxNrofPUCCH-PathlossReferenceRSs)) OF PUCCH-PathlossReferenceRS
                                                                                                                OPTIONAL, -- Need M
    twoPUCCH-PC-AdjustmentStates        ENUMERATED {twoStates}                                                  OPTIONAL, -- Need S
    ...,
    [[
    pathlossReferenceRSs-v1610          SetupRelease { PathlossReferenceRSs-v1610 }                             OPTIONAL -- Need M
    ]]
}

P0-PUCCH ::=                            SEQUENCE {
    p0-PUCCH-Id                             P0-PUCCH-Id,
    p0-PUCCH-Value                          INTEGER (-16..15)
}

PUCCH-ConfigCommon ::=              SEQUENCE {
    pucch-ResourceCommon                INTEGER (0..15)                                      OPTIONAL,   -- Cond InitialBWP-Only
    pucch-GroupHopping                  ENUMERATED { neither, enable, disable },
    hoppingId                           INTEGER (0..1023)                                    OPTIONAL,   -- Need R
[bookmark: _Hlk109745248]    p0-nominal                          INTEGER (-202..24)                                   OPTIONAL,   -- Need R
    ...
}

· PUSCH
	If a UE transmits a PUSCH on active UL BWP [image: ] of carrier [image: ] of serving cell [image: ] using parameter set configuration with index [image: ] and PUSCH power control adjustment state with index [image: ], the UE determines the PUSCH transmission power [image: ] in PUSCH transmission occasion [image: ] as
[image: ] [dBm]
where,
-	[image: ]is the UE configured maximum output power defined in [8-1, TS 38.101-1], [8-2, TS 38.101-2] and [8-3, TS 38.101-3] for carrier [image: ] of serving cell [image: ] in PUSCH transmission occasion [image: ].
-	[image: ] is a parameter composed of the sum of a component [image: ] and a component [image: ] where [image: ]. 
If a UE established dedicated RRC connection using a Type-1 random access procedure, as described in clause 8, and is not provided P0-PUSCH-AlphaSet or for a PUSCH (re)transmission corresponding to a RAR UL grant as described in clause 8.3, 
	[image: ], [image: ], and [image: ], 
where  is provided by preambleReceivedTargetPower [11, TS 38.321] and  is provided by msg3-DeltaPreamble, or [image: ] dB if msg3-DeltaPreamble is not provided, for carrier [image: ] of serving cell [image: ]
-	If a UE established dedicated RRC connection using a Type-2 random access procedure, as described in clause 8, and is not provided P0-PUSCH-AlphaSet, or for a PUSCH transmission for Type-2 random access procedure as described in clause 8.1A, 
	, , and , 
where  is provided by msgA-preambleReceivedTargetPower, or by preambleReceivedTargetPower if msgA-preambleReceivedTargetPower is not provided and  is provided by msgA-DeltaPreamble, or  dB if msgA-DeltaPreamble is not provided, for carrier  of serving cell 
-	For a PUSCH (re)transmission configured by ConfiguredGrantConfig, [image: ], [image: ] is provided by p0-NominalWithoutGrant, or [image: ] if p0-NominalWithoutGrant is not provided, and [image: ] is provided by p0 obtained from p0-PUSCH-Alpha in ConfiguredGrantConfig that provides an index P0-PUSCH-AlphaSetId to a set of P0-PUSCH-AlphaSet for active UL BWP [image: ] of carrier [image: ] of serving cell [image: ]
-	For [image: ], a [image: ] value, applicable for all [image: ], is provided by p0-NominalWithGrant, or [image: ] if p0-NominalWithGrant is not provided, for each carrier [image: ] of serving cell [image: ] and a set of [image: ]values are provided by a set of p0 in P0-PUSCH-AlphaSet indicated by a respective set of p0-PUSCH-AlphaSetId for active UL BWP [image: ] of carrier [image: ] of serving cell [image: ]
-	If the UE is provided by SRI-PUSCH-PowerControl more than one values of p0-PUSCH-AlphaSetId and if a DCI format scheduling the PUSCH transmission includes an SRI field, the UE obtains a mapping from sri-PUSCH-PowerControlId in SRI-PUSCH-PowerControl between a set of values for the SRI field in the DCI format [5, TS 38.212] and a set of indexes provided by p0-PUSCH-AlphaSetId that map to a set of P0-PUSCH-AlphaSet values and determines the value of [image: ] from the p0-PUSCH-AlphaSetId value that is mapped to the SRI field value. If the DCI format also includes an open-loop power control parameter set indication field and a value of the open-loop power control parameter set indication field is '1', the UE determines a value of [image: ] from a first value in P0-PUSCH-Set with a p0-PUSCH-SetId value mapped to the SRI field value.
-	If the PUSCH transmission except for the PUSCH retransmission corresponding to a RAR UL grant is scheduled by a DCI format that does not include an SRI field, or if SRI-PUSCH-PowerControl is not provided to the UE, [image: ], 
-	If P0-PUSCH-Set is provided to the UE and the DCI format includes an open-loop power control parameter set indication field, the UE determines a value of [image: ] from
-	a first P0-PUSCH-AlphaSet in p0-AlphaSets if a value of the open-loop power control parameter set indication field is '0' or '00'
-	a first value in P0-PUSCH-Set with the lowest p0-PUSCH-SetID value if a value of the open-loop power control parameter set indication field is '1' or '01'
-	a second value in P0-PUSCH-Set with the lowest p0-PUSCH-SetID value if a value of the open-loop power control parameter set indication field is '10'
-	else, the UE determines [image: ] from the value of the first P0-PUSCH-AlphaSet in p0-AlphaSets



PUSCH related P0 and P0nominal
PUSCH-ConfigCommon ::=                  SEQUENCE {
    groupHoppingEnabledTransformPrecoding   ENUMERATED {enabled}                                                OPTIONAL,   -- Need R
    pusch-TimeDomainAllocationList          PUSCH-TimeDomainResourceAllocationList                              OPTIONAL,   -- Need R
    msg3-DeltaPreamble                      INTEGER (-1..6)                                                     OPTIONAL,   -- Need R
    p0-NominalWithGrant                     INTEGER (-202..24)                                                  OPTIONAL,   -- Need R
    ...
}
p0-NominalWithGrant
P0 value for PUSCH with grant (except msg3). Value in dBm. Only even values (step size 2) allowed (see TS 38.213 [13], clause 7.1) This field is cell specific
PUSCH-PowerControl ::=              SEQUENCE {
    tpc-Accumulation                    ENUMERATED { disabled }                                                 OPTIONAL, -- Need S
    msg3-Alpha                          Alpha                                                                   OPTIONAL, -- Need S
    p0-NominalWithoutGrant              INTEGER (-202..24)                                                      OPTIONAL, -- Need M
    p0-AlphaSets                        SEQUENCE (SIZE (1..maxNrofP0-PUSCH-AlphaSets)) OF P0-PUSCH-AlphaSet     OPTIONAL, -- Need M
    pathlossReferenceRSToAddModList     SEQUENCE (SIZE (1..maxNrofPUSCH-PathlossReferenceRSs)) OF PUSCH-PathlossReferenceRS
                                                                                                                OPTIONAL, -- Need N
    pathlossReferenceRSToReleaseList    SEQUENCE (SIZE (1..maxNrofPUSCH-PathlossReferenceRSs)) OF PUSCH-PathlossReferenceRS-Id
                                                                                                                OPTIONAL,  -- Need N
    twoPUSCH-PC-AdjustmentStates        ENUMERATED {twoStates}                                                  OPTIONAL, -- Need S
    deltaMCS                            ENUMERATED {enabled}                                                    OPTIONAL, -- Need S
    sri-PUSCH-MappingToAddModList       SEQUENCE (SIZE (1..maxNrofSRI-PUSCH-Mappings)) OF SRI-PUSCH-PowerControl
                                                                                                                OPTIONAL, -- Need N
    sri-PUSCH-MappingToReleaseList      SEQUENCE (SIZE (1..maxNrofSRI-PUSCH-Mappings)) OF SRI-PUSCH-PowerControlId
                                                                                                                OPTIONAL  -- Need N
}

P0-PUSCH-AlphaSet ::=               SEQUENCE {
    p0-PUSCH-AlphaSetId                 P0-PUSCH-AlphaSetId,
    p0                                  INTEGER (-16..15)                                                       OPTIONAL, -- Need S
    alpha                               Alpha                                                                   OPTIONAL  -- Need S
}

P0-PUSCH-AlphaSetId ::=             INTEGER (0..maxNrofP0-PUSCH-AlphaSets-1)
p0-NominalWithoutGrant
P0 value for UL grant-free/SPS based PUSCH. Value in dBm. Only even values (step size 2) allowed (see TS 38.213 [13], clause 7.1).

· SL
	A UE determines a power  for an S-SS/PSBCH block transmission occasion in slot  on active SL BWP  of carrier  as
	 [dBm]
where
-	 is defined in [8-1, TS 38.101-1]  
-	 is a value of dl-P0-PSBCH if provided; else,  
-	 is a value of dl-Alpha-PSBCH, if provided; else,  
-	 when the active SL BWP is on a serving cell , as described in clause 7.1.1 except that
-	the RS resource is the one the UE uses for determining a power of a PUSCH transmission scheduled by a DCI format 0_0 in serving cell  when the UE is configured to monitor PDCCH for detection of DCI format 0_0 in serving cell 
-	the RS resource is the one corresponding to the SS/PBCH block the UE uses to obtain MIB when the UE is not configured to monitor PDCCH for detection of DCI format 0_0 in serving cell 
-	 is a number of resource blocks for a S-SS/PSBCH block transmission with SCS configuration 

	A UE determines a power  for a PSSCH transmission on a resource pool in symbols where a corresponding PSCCH is not transmitted in PSCCH-PSSCH transmission occasion  on active SL BWP  of carrier  as:
	 [dBm]
where
-	 is defined in [8-1, TS 38.101-1]
-	 is determined by a value of sl-MaxTxPower based on a priority level of the PSSCH transmission and a CBR range that includes a CBR measured in slot  [6, TS 38.214]; if sl-MaxTxPower is not provided, then ;
-	if dl-P0-PSSCH-PSCCH is provided
-	 [dBm]
-	else 
-	 [dBm]
where
-	 is a value of dl-P0-PSSCH-PSCCH if provided
-	 is a value of dl-Alpha-PSSCH-PSCCH, if provided; else,  
-	 when the active SL BWP is on a serving cell , as described in clause 7.1.1 except that
-	the RS resource is the one the UE uses for determining a power of a PUSCH transmission scheduled by a DCI format 0_0 in serving cell  when the UE is configured to monitor PDCCH for detection of DCI format 0_0 in serving cell 
-	the RS resource is the one corresponding to the SS/PBCH block the UE uses to obtain MIB when the UE is not configured to monitor PDCCH for detection of DCI format 0_0 in serving cell 
-	 is a number of resource blocks for the PSSCH transmission occasion  and  is a SCS configuration
-	if sl-P0-PSSCH-PSCCH is provided and if a SCI format scheduling the PSSCH transmission includes a cast type indicator field indicating unicast
-	 [dBm]
-	else
-	 [dBm]
where
-	 is a value of sl-P0-PSSCH-PSCCH, if provided 
-	 is a value of sl-Alpha-PSSCH-PSCCH, if provided; else, 
-	, where
-	 is obtained from a PSSCH transmit power per RE summed over the antenna ports of the UE, higher layer filtered across PSSCH transmission occasions using a filter configuration provided by sl-FilterCoefficient, and
-	 is a RSRP, as defined in [7, TS 38.215], that is reported to the UE from a UE receiving the PSCCH-PSSCH transmission and is obtained from a PSSCH DM-RS using a filter configuration provided by sl-FilterCoefficient
-	 is a number of resource blocks for PSCCH-PSSCH transmission occasion  and  is a SCS configuration 
===omitted===

	A UE with  scheduled PSFCH transmissions, and capable of transmitting a maximum of  PSFCHs, determines a number  of simultaneous PSFCH transmissions and a power  for a PSFCH transmission , , on a resource pool in PSFCH transmission occasion  on active SL BWP  of carrier  as
-	if dl-P0-PSFCH is provided,
	 [dBm]
where
-	 is a value of dl-P0-PSFCH 
-	 is a value of dl-Alpha-PSFCH, if provided; else,  
===omitted===
-	else
	 [dBm]
	where the UE autonomously determines  PSFCH transmissions with ascending order of corresponding priority field values as described in clause 16.2.4.2 such that  and where  is determined for the  PSFCH transmissions according to [8-1, TS 38.101-1].



SL related P0 and P0nominal
SL-PSBCH-Config-r16 ::= SEQUENCE {
    dl-P0-PSBCH-r16         INTEGER (-16..15)                                                                   OPTIONAL,    -- Need M
    dl-Alpha-PSBCH-r16      ENUMERATED {alpha0, alpha04, alpha05, alpha06, alpha07, alpha08, alpha09, alpha1}   OPTIONAL,    -- Need M
    ...
}

SL-PowerControl-r16 ::=    SEQUENCE {
    sl-MaxTransPower-r16       INTEGER (-30..33),
    sl-Alpha-PSSCH-PSCCH-r16   ENUMERATED {alpha0, alpha04, alpha05, alpha06, alpha07, alpha08, alpha09, alpha1}  OPTIONAL,   -- Need M
    dl-Alpha-PSSCH-PSCCH-r16   ENUMERATED {alpha0, alpha04, alpha05, alpha06, alpha07, alpha08, alpha09, alpha1}  OPTIONAL,   -- Need S
    sl-P0-PSSCH-PSCCH-r16      INTEGER (-16..15)                                                                  OPTIONAL,   -- Need S
    dl-P0-PSSCH-PSCCH-r16      INTEGER (-16..15)                                                                  OPTIONAL,   -- Need M
    dl-Alpha-PSFCH-r16         ENUMERATED {alpha0, alpha04, alpha05, alpha06, alpha07, alpha08, alpha09, alpha1}  OPTIONAL,   -- Need S
    dl-P0-PSFCH-r16            INTEGER (-16..15)                                                                  OPTIONAL,   -- Need M
    ...
}

[bookmark: _Ref111216686]Observation 1: PUCCH or PUSCH transmission power is determined based on two components: P0 and P0nominal. However, in SL, P0nominal is not defined, which results in inappropriate or incorrect TX power for SL transmission.
Considering the minimal pathloss or coupling loss in the field, this essentially means that DL pathloss-based SL power control is not applicable – even with the minimal configurable P0 (i.e., -16), the SL Tx power is forced to be Pcmax. Noted that the same issue is identified in sidelink for both DL pathloss-based power control and SL pathloss-based power control.
[bookmark: _Ref111127080]Proposal 1. RAN1 should resolve the incorrect SL power control issue.

3. Solutions
To solve the abovementioned issue, the following options can be considered.
· Option 1. Introduce new RRC parameters (e.g., dl-P0-nominal-PSSCH-PSCCH, sl-P0-nominal-PSSCH-PSCCH, dl-P0-nominal-PSBCH, dl-P0-nominal-PSFCH) indicating the nominal power for PSSCH/PSCCH/S-SSB/PSFCH, and modify the power formula by adding the value of the nominal power for sidelink transmission.
· Option 2. Reuse the nominal power of UL transmission (e.g., the value indicated by p0-NominalWithGrant) for SL power control.
· Option 3. Change the value range of the existing RRC parameter P0, e.g., to [-218, 39].
Option 1 and option 3 are much flexible and aligned with the agreement of reusing the Uu power control mechanism for SL, however, both of them require RRC specification changes. Option 2 requires PHY spec change only. However, it is only applicable to in-coverage UE (e.g., connected UE or idle UE), but not applicable to OoC UE (e.g., OoC UE performing SL pathloss-based power control). Considering this very late stage, to avoid RRC impacts Option 2 may be the only way to go. A draft CR for option2 is attached for convenience. 

[bookmark: _Ref111127083]Proposal 2. RAN1 selects one of the following options to address the incorrect SL power control issue:
· Option 1. Introduce new RRC parameters (e.g., dl-P0-nominal-PSSCH-PSCCH, sl-P0-nominal-PSSCH-PSCCH, dl-P0-nominal-PSBCH, and dl-P0-nominal-PSFCH) indicating nominal power for PSSCH/PSCCH/S-SSB/PSFCH, and modify the power formula by adding the value of the nominal power
· Option 2. Reuse the nominal power indicated by p0-NominalWithGrant 
· Option 3. Change the value range of P0 of SL, e.g., to [-218, 39]

4. Conclusion
In this contribution, we focus on SL power control, and have the following proposals:
Observation 1: PUCCH or PUSCH transmission power is determined based on two components: P0 and P0nominal. However, in SL, P0nominal is not defined, which results in inappropriate or incorrect TX power for SL transmission.
Proposal 1. RAN1 should resolve the incorrect SL power control issue.
Proposal 2. RAN1 selects one of the following options to address the incorrect SL power control issue:
· Option 1. Introduce new RRC parameters (e.g., dl-P0-nominal-PSSCH-PSCCH, sl-P0-nominal-PSSCH-PSCCH, dl-P0-nominal-PSBCH, and dl-P0-nominal-PSFCH) indicating nominal power for PSSCH/PSCCH/S-SSB/PSFCH, and modify the power formula by adding the value of the nominal power
· Option 2. Reuse the nominal power indicated by p0-NominalWithGrant
· Option 3. Change the value range of P0 of SL, e.g., to [-218, 39]
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