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1. Introduction
This document is to discuss the remaining issues about UE capability for coverage enhancement according to the latest UE feature list [1]. 
2. Overview on FGs for Coverage Enhancements
According to RAN4 LS R1-2205715, the following FG can be updated accordingly.
	
	Features
	Index
	Feature group
	Components
	Prerequisite feature groups
	Need for the gNB to know if the feature is supported
	Applicable to the capability signalling exchange between UEs (Sidelink WI only)”.
	Consequence if the feature is not supported by the UE
	Type
(the ‘type’ definition from UE features should be based on the granularity of 1) Per UE or 2) Per Band or 3) Per BC or 4) Per FS or 5) Per FSPC)
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Capability interpretation for mixture of FDD/TDD and/or FR1/FR2
	Note
	Mandatory/Optional

	30. NR_cov_enh
	30-4
	The maximum duration for DM-RS bundling
	The maximum duration during which UE is able to maintain power consistency and phase continuity to support DM-RS bundling for PUSCH/PUCCH
	FFS
	Yes
	N/A
	UE does not support DM-RS bundling for PUSCH/PUCCH
	Per band
	N/A
	N/A
	N/A
	NOTE 1: DM-RS bundling is only applicable for UL transmissions with pi/2 BPSK, BPSK, and QPSK modulation orders, as defined in TS 38.101-1 & 38.101-2, for the corresponding physical channels.
NOTE2: For support of CA/DC cases: 
· FR1+FR2 UL CA, FR1+FR2 DC, and EN-DC with NR on FR2. DMRS bundling configuration is limited to one uplink NR carrier in total on all FRs at a time. 
· FR1 inter-band DL CA with a “single” uplink band configured, meaning no switching to transmit SRS on another carrier.
	Optional with capability signalling





Proposal 1: Adopt the above changes for FG 30-4.
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