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*** Unchanged text is omitted ***
When the PDCCH monitoring adaptation field indicates to a UE to start PDCCH monitoring according to search space sets with a first group index and stop PDCCH monitoring according to search space sets with a second group index, the UE applies the indication
-	at the beginning of a first slot that is at least  symbols after the last symbol of the PDCCH reception providing the DCI format with the PDCCH monitoring adaptation field when , 
-	at the beginning of a first slot, of a slot group of  slots, that is at least  symbols after the last symbol of the PDCCH reception providing the DCI format with the PDCCH monitoring adaptation field when 
When the PDCCH monitoring adaptation field indicates to a UE to skip PDCCH monitoring for a duration on the active DL BWP of a serving cell, the UE starts skipping of PDCCH monitoring at the beginning of a first slot that is after the last symbol of the PDCCH reception providing the DCI format with the PDCCH monitoring adaptation field. If the UE reports a negative acknowledgement for any of DL HARQ processes on the active DL BWP of the scheduled cell before or after the UE detects a DCI format providing the PDCCH monitoring adaptation field indicating to the UE to skip PDCCH monitoring for the duration on the active DL BWP of the serving cell, the UE may be indicated by higher layers to discontinuously monitor PDCCH during the skipping duration while drx-RetransmissionTimerDL for at least one DL HARQ process is running [11, TS 38.321]. If the UE transmits a PUSCH corresponding to any of UL HARQ processes on the active UL BWP of the scheduled cell before or after the UE detects a DCI format providing the PDCCH monitoring adaptation field indicating to the UE to skip PDCCH monitoring for the duration on the active BWP of the serving cell, the UE may be indicated by higher layers to discontinuously monitor PDCCH during the skipping duration while drx-RetransmissionTimerUL for at least one UL HARQ process is running [11, TS 38.321]. If the UE transmits a PUCCH providing a positive SR after the UE detects a DCI format providing the PDCCH monitoring adaptation field indicating to the UE to skip PDCCH monitoring for the duration on the active DL BWP of the serving cell, the UE resumes PDCCH monitoring starting at the beginning of a first slot that is after a last symbol of the PUCCH transmission.
*** Unchanged text is omitted ***
