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	Reason for change:
	In RAN1 106e meeting, it was agreed that each BFD-RS set is derived based on one CORESET group with the same CORESETPoolIndex. However, in current specification, each BFD-RS set is derived based on both CORESET groups.

Agreement
Support the following BFD-RS configurations in Rel.17 for UEs with one activated TCI state per CORESET:
· Implicit configuration: 
· M-DCI: 
· BFD-RS set k (k = 0, 1) is derived based on X TCI of CORESETs with CORESETPoolIndex = k
· FFS: value of X (determined in spec or UE capability), and TCI selection rule when the number of CORESETs with CORESETPoolIndex = k exceeds X (e.g. reuse RLM RS selection rule)
· FFS: CORESETs with more than 1 activated TCI states

	
	

	Summary of change:
	Change “ or ” to “ and ”.
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	Incorrect capturing of agreement in the specification.
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<Unchanged parts are omitted>
6	Link recovery procedures
[bookmark: _GoBack]If the UE is not provided  by failureDetectionResourcesToAddModList for a BWP of the serving cell, the UE determines the set  to include periodic CSI-RS resource configuration indexes with same values as the RS indexes in the RS sets indicated by TCI-State or DLorJointTCIState for respective CORESETs that the UE uses for monitoring PDCCH. If the UE is not provided  or and  for a BWP of the serving cell, the UE determines the set  or and  to include periodic CSI-RS resource configuration indexes with same values as the RS indexes in the RS sets indicated by TCI-State for first and second CORESETs that the UE uses for monitoring PDCCH, respectively, where the UE is provided two coresetPoolIndex values 0 and 1 for the first and second CORESETs, or is not provided coresetPoolIndex value for the first CORESETs and is provided coresetPoolIndex value of 1 for the second CORESETs, respectively. If there are two RS indexes in a TCI state, the set  or , or  includes RS indexes configured with qcl-Type set to 'typeD' for the corresponding TCI states. If a CORESET that the UE uses for monitoring PDCCH includes two TCI states and the UE is provided sfnSchemePdcch set to 'sfnSchemeA' or 'sfnSchemeB', the set  includes RS indexes in the RS sets associated with the two TCI states. 
<Unchanged parts are omitted>


