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	Reason for change:
	According to the discussion of [109-e-R16-V2X-01] and relevant CR agreed in R1-2205299, the PUCCH resource for reporting the SL HARQ corresponding to the PSSCH transmission(s) of SL CG Type 2 activated by DCI format 3_0 should be same as that for SL CG PSSCH without corresponding DCI configured by sl-N1PUCCH-AN-Type2. However, when a value of the PUCCH resource indicator field and a value of PSFCH-to-HARQ feedback timing indicator field (if present) is zero, the spec “a PUCCH resource is not provided” is misleading, since the PUCCH resource may be already configured by the RRC parameter. Thus, a more appropriate description is that such a (pre-) configured PUCCH resource is deactived when the values of related fields are set to zero, which implies the PUCCH resource is provided but not used.

	
	

	Summary of change:
	Modify the wording “a PUCCH resource is not provided” into “a PUCCH resource is deactived”.

	
	

	Consequences if not approved:
	Mislead the understanding that the PUCCH resource for sidelink HARQ-ACK reporting is not provided or not used.
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For a PSSCH transmission by a UE that is scheduled by a DCI format, or for a SL configured grant Type 2 PSSCH transmission activated by a DCI format, the DCI format indicates to the UE that a PUCCH resource is not provided when a value of the PUCCH resource indicator field is zero and a value of PSFCH-to-HARQ feedback timing indicator field, if present, is zero. For a SL configured grant Type 2 PSSCH transmission without a corresponding PDCCH, or for a SL configured grant Type 2 PSSCH transmission activated by a DCI format, the DCI format activating the SL configured grant Type 2 indicates to the UE that a PUCCH resource is not provideddeactived when a value of the PUCCH resource indicator field is zero and a value of PSFCH-to-HARQ feedback timing indicator field, if present, is zero. For a SL configured grant Type 1 PSSCH transmission, a PUCCH resource can be provided by sl-N1PUCCH-AN and sl-PSFCH-ToPUCCH-CG-Type1. For transmission of HARQ-ACK information corresponding only to a SL configured grant Type 2 PSSCH transmission, including the PSSCH transmission(s) associated with the corresponding activation DCI format 3_0, a UE can be provided a PUCCH resource by sl-N1PUCCH-AN-Type2. If a PUCCH resource is not provided, the UE does not transmit a PUCCH with generated HARQ-ACK information from PSFCH reception occasions. 
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