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	Reason for change:
	The current conditions for performing the channel access procedures in FR2-2, “When…condition A… or when…condition B…”, implies that satisfying either condition A (gNB/UE(s) is required by regulations to sense a channel(s)) or condition B (a gNB provides UE(s) with higher layer parameters channelAccessMode2-r17) is sufficient for performing the channel access procedures described in that clause. This is however in contrast to the common understanding in the group and to the following descriptions of the higher layer parameter channelAccessMode2-r17 in the latest version of TS 38.331 (v17.1.0).
channelAccessMode2
If present ('enabled'), this field indicates that the UE shall apply channel access mode procedures for operation with shared spectrum channel access in accordance with TS 37.213 [48], clause 4.4 for FR2-2. If absent, the UE shall not apply any channel access procedure.

	
	

	Summary of change:
	Delete the first sentence “When a gNB/UE(s) is required by regulations to sense a channel(s) for availability for performing transmission(s) on the channel(s) or” in Clause 4.4 of TS 37.213 v17.2.0

	
	

	Consequences if not approved:
	Ambiguous procedures in Clause 4.4 of TS 37.213 and inconsistency of the specifications with the corresponding descriptions of the higher layer parameter channelAccessMode2-r17 in TS 38.331 v17.1.0.
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[bookmark: _Toc106011668]4.4	Channel access procedures for frequency range 2-2
When a gNB/UE(s) is required by regulations to sense a channel(s) for availability for performing transmission(s) on the channel(s) or when a gNB provides UE(s) with higher layer parameters channelAccessMode2-r17 by SIB1 or dedicated configuration indicating that the channel access procedures would be performed to sense a channel(s) for availability before transmission(s) on thea channel(s), the channel access procedures described in this clause for accessing the channel(s) on which the transmission(s) are performed by the gNB/UE(s), are applied.
*** < Unchanged parts are ommitted> ***
