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1. Overall Description:
RAN1 thanks RAN3 for the LS on RB set configuration for IAB and would like to provide the following response.

RAN3 asked RAN1 about the RB set configuration for IAB, specifically the following two questions:
1. Whether the RB set needs to be configurable to the IAB-donor-DU.
1. Whether the current F1AP signaling about RB set size is clear enough. If not, which kind of clarification should be added?
RAN1 discussed whether the RB set needs to be configurable for the IAB-donor-DU and concluded that, since an IAB-donor-DU does not have a co-located MT, there is no need, nor possibility, to coordinate the use of (frequency and time) resources via H/S/NA resource configurations. Hence, the answer is that the RB set does not need to be configured for the IAB-donor-DU.

RAN1 discussed whether the current F1AP signaling about RB set size is clear enough. RAN1 concludes that the number of PRBs in the RB set is conditionally chosen from the specified RB set size values, conditioned on the RB set size is at least as large as the configured RBG size of the MT. RAN1 would appreciate if this was clarified in the Semantics Description of the RB Set Size configuration in the F1AP specification.


2. Actions:
To RAN3 group:
ACTION:
RAN1 respectfully asks RAN3 to take the above conclusions into consideration.


3. Date of Next RAN1 Meetings:
TSG WG RAN1 #110-bis-e 	10th – 19th October 2022	Online
TSG WG RAN1 #111		14th – 18th November 2022	Canada
