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5.4   UE CSI computation time
===================== Unchanged parts =====================
When the PDCCH reception includes two PDCCH candidates from two respective search space sets, as described in clause 10.1 of [6, TS 38.213], for the purpose of determining the last symbol of the PDCCH triggering the CSI report(s), the PDCCH candidate that ends later in time is used.
Z, Z' and µ are defined as: 
 and , where M is the number of updated CSI report(s) according to Clause 5.2.1.6,  corresponds to the m-th updated CSI report and is defined as
-	 of the table 5.4-1 if max{ µPDCCH, µCSI-RS, µUL} ≤ 3 and if the CSI is triggered without a PUSCH with either transport block or HARQ-ACK or both when L = 0 CPUs are occupied (according to Clause 5.2.1.6) and the CSI to be transmitted is a single CSI and corresponds to wideband frequency-granularity where the CSI corresponds to at most 4 CSI-RS ports in a single resource without CRI report and where CodebookType is set to 'typeI-SinglePanel' or where reportQuantity is set to 'cri-RI-CQI', or
-	 of the table 5.4-2 if the CSI to be transmitted corresponds to wideband frequency-granularity where the CSI corresponds to at most 4 CSI-RS ports in a single resource without CRI report and where CodebookType is set to 'typeI-SinglePanel' or where reportQuantity is set to 'cri-RI-CQI', or
-	 of the table 5.4-2 if the CSI to be transmitted corresponds to wideband frequency-granularity where the reportQuantity is set to 'ssb-Index-SINR', 'cri-SINR', 'ssb-Index-SINR-Capability[Set]Index-r17 ', or 'cri-SINR-Capability[Set]Index-r17 ', or
-	 of the table 5.4-2 if reportQuantity is set to 'cri-RSRP', 'ssb-Index-RSRP', 'cri-RSRP-Capability[Set]Index-r17' or 'ssb-Index-RSRP-Capability[Set]Index-r17 ', is according to UE reported capability beamReportTiming  and KBl is according to UE reported capability beamSwitchTiming as defined in [13, TS 38.306], or
-	 of table 5.4-2 otherwise.

===================== Unchanged parts =====================
5.2.3	CSI reporting using PUSCH
===================== Unchanged parts =====================
When the higher layer parameter reportQuantity is configured with one of the values 'cri-RSRP', 'ssb-Index-RSRP', 'cri-SINR' or 'ssb-Index-SINR', or 'cri-RSRP-Capability[Set]Index-r17', 'ssb-Index-RSRP-Capability[Set]Index-r17 ', 'cri-SINR-Capability[Set]Index-r17 ', 'ssb-Index-SINR-Capability[Set]Index-r17 ',the CSI feedback consists of a single part.

===================== Unchanged parts =====================
5.2.1.6	CSI processing criteria 
===================== Unchanged parts =====================
A UE is not expected to be configured with an aperiodic CSI trigger state containing more than  Reporting Settings. Processing of a CSI report occupies a number of CPUs for a number of symbols as follows:
-	for a CSI report with CSI-ReportConfig with higher layer parameter reportQuantity set to 'none' and CSI-RS-ResourceSet with higher layer parameter trs-Info configured
-	 for a CSI report with CSI-ReportConfig with higher layer parameter reportQuantity set to 'cri-RSRP', 'ssb-Index-RSRP', 'cri-SINR', 'ssb-Index-SINR', 'cri-RSRP-Capability[Set]Index-r17', 'ssb-Index-RSRP-Capability[Set]Index-r17', 'cri-SINR-Capability[Set]Index-r17', 'ssb-Index-SINR-Capability[Set]Index-r17 ' or 'none' (and CSI-RS-ResourceSet with higher layer parameter trs-Info not configured)
===================== Unchanged parts =====================

5.2.2.5  CSI reference resource definition

===================== Unchanged parts =====================
When DRX is configured, the UE reports a CSI report only if receiving at least one CSI-RS transmission occasion for channel measurement and CSI-RS and/or CSI-IM occasion for interference measurement in DRX Active Time no later than CSI reference resource and drops the report otherwise. When DRX is configured and the CSI-RS Resource Set for channel measurement corresponding to a CSI report is configured with two Resource Groups and  Resource Pairs, as described in clause 5.2.1.4.1, the UE reports a CSI report only if receiving at least one CSI-RS transmission occasion for each CSI-RS resource in a Resource Pair within the same DRX Active Time no later than CSI reference resource and drops the report otherwise. When the UE is configured to monitor DCI format 2_6 and if the UE configured by higher layer parameter ps-TransmitOtherPeriodicCSI to report CSI with the higher layer parameter reportConfigType set to 'periodic' and reportQuantity set to quantities other than 'cri-RSRP', 'ssb-Index-RSRP', 'cri-RSRP-Capability[Set]Index-r17', and 'ssb-Index-RSRP-Capability[Set]Index-r17 ' when drx-onDurationTimer is not started, the UE shall report CSI during the time duration indicated by drx-onDurationTimer in DRX-Config also outside active time according to the procedure described in Clause 5.2.1.4 if receiving at least one CSI-RS transmission occasion for channel measurement and CSI-RS and/or CSI-IM occasion for interference measurement during the time duration indicated by drx-onDurationTimer in DRX-Config outside DRX active time or in DRX Active Time no later than CSI reference resource and drops the report otherwise. When the UE is configured to monitor DCI format 2_6 and if the UE configured by higher layer parameter ps-TransmitPeriodicL1-RSRP to report L1-RSRP with the higher layer parameter reportConfigType set to 'periodic' and reportQuantity set to 'cri-RSRP', 'ssb-Index-RSRP', 'cri-RSRP-Capability[Set]Index-r17', or 'ssb-Index-RSRP-Capability[Set]Index-r17' when drx-onDurationTimer is not started, the UE shall report L1-RSRP during the time duration indicated by drx-onDurationTimer in DRX-Config also outside active time according to the procedure described in clause 5.2.1.4 and when reportQuantity set to 'cri-RSRP' or 'cri-RSRP-Capability[Set]Index-r17' if receiving at least one CSI-RS transmission occasion for channel measurement during the time duration indicated by drx-onDurationTimer in DRX-Config outside DRX active time or in DRX Active Time no later than CSI reference resource and drops the report otherwise.

===================== Unchanged parts =====================

[bookmark: _Toc11352114][bookmark: _Toc20318004][bookmark: _Toc27299902][bookmark: _Toc29673169][bookmark: _Toc29673310][bookmark: _Toc29674303][bookmark: _Toc36645533][bookmark: _Toc45810578][bookmark: _Toc106695621]5.2.1.4.2	Report Quantity Configurations
===================== Unchanged parts =====================
A UE may be configured with a CSI-ReportConfig with the higher layer parameter reportQuantity set to either 'none', 'cri-RI-PMI-CQI ', 'cri-RI-i1', 'cri-RI-i1-CQI', 'cri-RI-CQI', 'cri-RSRP', 'cri-SINR', 'ssb-Index-RSRP', 'ssb-Index-SINR', 'cri-RI-LI-PMI-CQI', 'cri-RSRP-Capability[Set]Index-r17', 'ssb-Index-RSRP-Capability[Set]Index-r17', 'cri-SINR-Capability[Set]Index-r17' or 'ssb-Index-SINR-Capability[Set]Index-r17'.
===================== Unchanged parts =====================


[bookmark: _Toc11352113][bookmark: _Toc20318003][bookmark: _Toc27299901][bookmark: _Toc29673168][bookmark: _Toc29673309][bookmark: _Toc29674302][bookmark: _Toc36645532][bookmark: _Toc45810577][bookmark: _Toc106695620]5.2.1.4.1	Resource Setting configuration
===================== Unchanged parts =====================
[bookmark: _Hlk523750285]A UE is not expected to be configured with more than one CSI-RS resource in resource set for channel measurement for a CSI-ReportConfig with the higher layer parameter codebookType set to 'typeII', 'typeII-PortSelection', 'typeII-r16', 'typeII-PortSelection-r16', or 'typeII-PortSelection-r17'. A UE is not expected to be configured with more than 64 NZP CSI-RS resources and/or SS/PBCH block resources in resource setting for channel measurement for a CSI-ReportConfig with the higher layer parameter reportQuantity set to 'none', 'cri-RI-CQI', 'cri-RSRP', 'ssb-Index-RSRP', 'cri-SINR' or 'ssb-Index-SINR', 'cri-RSRP-Capability[Set]Index-r17', 'ssb-Index-RSRP-Capability[Set]Index-r17', 'cri-SINR-Capability[Set]Index-r17' or 'ssb-Index-SINR-Capability[Set]Index-r17'. If interference measurement is performed on CSI-IM, each CSI-RS resource for channel measurement is resource-wise associated with a CSI-IM resource by the ordering of the CSI-RS resource and CSI-IM resource in the corresponding resource sets. The number of CSI-RS resources for channel measurement equals to the number of CSI-IM resources.
===================== Unchanged parts =====================

5.2.1.4.4	L1-SINR Reporting
===================== Unchanged parts =====================
When the UE is configured a CSI-ReportConfig with the higher layer parameter reportQuantity set to ' cri-SINR-Capability[Set]Index-r17' or 'ssb-Index-SINR-Capability[Set]Index-r17' an index of UE capability value, indicating the maximum supported number of SRS antenna ports, is reported along with the pair of SSBRI/CRI and L1-SINR.
===================== Unchanged parts =====================

5.2.2.3.1	NZP CSI-RS
===================== Unchanged parts =====================
-	repetition in NZP-CSI-RS-ResourceSet is associated with a CSI-RS resource set and defines whether UE can assume the CSI-RS resources within the NZP CSI-RS Resource Set are transmitted with the same downlink spatial domain transmission filter or not as described in Clause 5.1.6.1.2. and can be configured only when the higher layer parameter reportQuantity associated with all the reporting settings linked with the CSI-RS resource set is set to 'cri-RSRP', 'cri-SINR', 'cri-RSRP-Capability[Set]Index-r17', 'cri-SINR-Capability[Set]Index-r17' or 'none'.
===================== Unchanged parts =====================

