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	Reason for change:
	In TS 38.214, the UE Rx or RxTx TEG definition is specified in section 5.1.6.5. However, there is no such definition for UE Tx TEG in the current specification. 
Instead, the statement in the current TS 38.214 is that UE reports Tx TEG. This is not aligned with the previous agreement where UE Tx TEG is just a definition and UE only reports Tx TEG ID and assoicaiton information between Tx TEG ID and SRS resoruces. 
It is noted that TS 38.214 has additionally specified that UE can report Tx TEG ID and the association information. 


	
	

	Summary of change:
	Clarify the definition of UE Tx TEG in TS 38.214

	
	

	Consequences if not approved:
	UE Tx TEG’s definition is not accurately captured in the specification.
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	Isolated impact analysis:
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<Unchanged parts omitted>
For operation on the same carrier, if an SRS configured by the higher parameter SRS-PosResource collides with a scheduled PUSCH, the SRS is dropped in the symbols where the collision occurs. 
The UE does not expect to be configured with SRS-PosResource on a carrier of a serving cell with slot formats comprised of DL and UL symbols, not configured for PUSCH/PUCCH transmission.
The UE may be configured, subject to UE capability, to report UE Tx TEGs (Timing Error Group), where  
Timing Error Group (TEG) at UE side is defined: 
- UE Tx TEG is associated with the transmissions of one or more UL SRS resources for the positioning purpose, which have the Tx timing error difference within a certain margin.
The UE may be configured to report, subject to UE capability, association information of the already transmitted SRS resource(s) configured by the higher layer parameter SRS-PosResource with UE Tx TEG(s) via higher layer parameter [ueTxTEG]. 
<Unchanged parts omitted>


